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SECTION 00 01 15
LIST OF DRAWING SHEETS

The drawings listed below accompanying this specifi cation form a part of
the contract.

Drawing No. Title

E-001 OVERALL SITE PLAN

E-101 BUILDING 89, 144, 154 — ELECTRICAL PLANS

E-102 BUILDING 145 CRAWL SPACE — ELECTRICAL PLAN
E-103 BUILDING 113 BASEMENT LEVEL — ELECTRICAL PLAN
ES101 ELECTRICAL SITE PLAN — WEST

ES102 ELECTRICAL SITE PLAN — EAST

E-601 RISER DIAGRAMS

---END---
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SECTION 01 00 00

GENERAL REQUIREMENTS

1.1 GENERAL INTENTION

A. Contractor shall upgrade the existing fiber back
and materials and perform work for the Upgrade Fibe
(VA#: 568-13-113) as required by drawings and speci

B. Visits to the site by Bidders may be made only b
Medical Center Engineering Officer.

C. All employees of general contractor and subcontr
VA security management program and obtain permissio
be identified by project and employer, and restrict
access.

D. Prior to commencing work, general contractor sha
OSHA certified “competent person” (CP) (29 CFR 1926
maintain a presence at the work site whenever the g
subcontractors are present.

E. Training:

1. All employees of general contractor or subcontra
10-hour OSHA certified Construction Safety course a
relevant competency training, as determined by VA C
the ICRA team.

2. Submit training records of all such employees fo
start of work.

1.2 STATEMENT OF BID ITEM(S)

A.ITEM |, GENERAL CONSTRUCTION: the Contractor sh
materials, tools and equipment, and necessary super
work associated with this project as indicated on t
documents.

1.3 SPECIFICATIONS AND DRAWINGS FOR CONTRACTOR

A. AFTER AWARD OF CONTRACT, the Contractor will be
files of contract documents in .pdf format. The Co
as many sets of hard copy plans and specifications
Contractor's expense.
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1.4 CONSTRUCTION SECURITY REQUIREMENTS
A. Security Plan:

1. The security plan defines both physical and admi
procedures that will remain effective for the entir
project.

2. The General Contractor is responsible for assuri
contractors working on the project and their employ
with these regulations.

B. Security Procedures:

1. General Contractor’'s employees shall not enter t
without appropriate badge. They may also be subjec
their personal effects when entering or leaving the

2. For working outside the “regular hours” as defin
The General Contractor shall give 3 days notice to
Officer so that arrangements can be provided for th
notice is separate from any notices required for ut
described later in this section.

3. No photography of VA premises is allowed without
of the Contracting Officer.

4. VA reserves the right to close down or shut down
order General Contractor’'s employees off the premis
a national emergency. The General Contractor may r
only with the written approval of the Contracting O

C. Key Control:

1. The General Contractor shall provide duplicate k
combinations to the Resident Engineer for the purpo
inspections of every area of project including tool
machines and take any emergency action.

2. The General Contractor shall turn over all perma
to the VA locksmith for permanent installation.

010000-2

VA Project Number 568-13-113

nistrative security
e duration of the

ng that all sub-
ees also comply

he project site
t to inspection of
project site.

ed in the contract,
the Contracting
e employees. This
ility shutdown

written permission

the project site and
es in the event of
eturn to the site
fficer.

eys and lock
se of security
boxes and parked

nent lock cylinders



VA Project Number 568-13-113

1.5 FIRE SAFETY

A. Applicable Publications: Publications listed bel ow form part of this

Article to extent referenced. Publications are refe
basic designations only.

1. American Society for Testing and Materials (ASTM

E84-20009............. Surface Burning Characteristic
Materials

2. National Fire Protection Association (NFPA):

10-2010.............. Standard for Portable Fire Ext
30-2008.............. Flammable and Combustible Liqu
51B-20009............. Standard for Fire Prevention D

Cutting and Other Hot Work
70-2011.............. National Electrical Code

241-2009............. Standard for Safeguarding Cons

renced in text by

s of Building

inguishers
ids Code

uring Welding,

truction,

Alteration, and Demolition Operations

3. Occupational Safety and Health Administration (O
29 CFR 1926.......... Safety and Health Regulations

Fire Safety Plan: Establish and maintain a fire pro
accordance with 29 CFR 1926. Prior to start of work
detailing project-specific fire safety measures, in
status reports, and submit to Project Engineer for
with contract requirements in accordance with Secti
DRAWINGS, PRODUCT DATA AND SAMPLES Prior to any wor
contractor or subcontractors beginning work, they s
briefing provided by the general contractor’'s compe
requirements. This briefing shall include informati
construction limits, VAMC safety guidelines, means
areas, work hours, locations of restrooms, use of V
Documentation shall be provided to the Resident Eng
individuals have undergone contractor’s safety brie

C. Site and Building Access: Maintain free and unob

facility emergency services and for fire, police an
response forces in accordance with NFPA 241,
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D. Separate temporary facilities, such as trailers,
dumpsters, from existing buildings and new construc
accordance with NFPA 241. For small facilities with
feet) exposing overall length, separate by 3m (10 f

E. Temporary Construction Partitions:

1. No temporary partitions will be required. Contr
and maintain suitable barriers to prevent unauthori
areas.

2. Close openings in smoke barriers and fire-rated
maintain fire ratings. Seal penetrations with liste
penetration firestop materials in accordance with S
FIRESTOPPING.

F. Temporary Heating and Electrical: Install, use a
installations in accordance with 29 CFR 1926, NFPA

G. Means of Egress: Do not block exiting for occupi
paths from exits to roads. Minimize disruptions and
Project Engineer.

H. Egress Routes for Construction Workers: Maintain
egress. Inspect daily. Report findings and correcti
Project Engineer.

I. Fire Extinguishers: Provide and maintain extingu
areas and temporary storage areas in accordance wit
241 and NFPA 10.

J. Flammable and Combustible Liquids: Store, dispen

accordance with 29 CFR 1926, NFPA 241 and NFPA 30.

K. Existing Fire Protection: Do not impair automati
heat detection, and fire alarm systems, except for
under construction, and temporarily for connections
for impairments more than 4 hours in a 24-hour peri
interruptions in accordance with Article, OPERATION
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and coordinate with Project Engineer. All existing
protection systems (fire alarms, sprinklers) locate
areas shall be tested as coordinated with the medic
for the testing and results of any tests performed
the medical center and copies provided to the Resid

L. Smoke Detectors: Prevent accidental operation. R
at end of work operations each day. Coordinate with

M. Hot Work: Perform and safeguard hot work operati
NFPA 241 and NFPA 51B. Coordinate with Project Engi
from facility Fire Department at least 24 hours in

N. Fire Hazard Prevention and Safety Inspections: |
construction areas weekly. Coordinate with, and rep
corrective actions weekly to Project Engineer.

0. Smoking: Smoking is prohibited in and adjacent t
inside existing buildings and additions under const
and detached buildings under construction, smoking
in designated smoking rest areas.

P. Dispose of waste and debris in accordance with N
buildings daily.

Q. Perform other construction, alteration and demol
accordance with 29 CFR 1926.

1.6 OPERATIONS AND STORAGE AREAS

A. The Contractor shall confine all operations (inc
materials) on Government premises to areas authoriz
Contracting Officer. The Contractor shall hold and
its officers and agents, free and harmless from lia
occasioned by the Contractor's performance.

B. Temporary buildings (e.g., storage sheds, shops,
may be erected by the Contractor only with the appr
Contracting Officer and shall be built with labor a
furnished by the Contractor without expense to the
temporary buildings and utilities shall remain the
Contractor and shall be removed by the Contractor a
completion of the work. With the written consent of
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Officer, the buildings and utilities may be abandon
removed.

C. The Contractor shall, under regulations prescrib

Officer, use only established roadways, or use temp
constructed by the Contractor when and as authorize
Officer. When materials are transported in prosecut
vehicles shall not be loaded beyond the loading cap
the manufacturer of the vehicle or prescribed by an
local law or regulation. When it is necessary to cr
sidewalks, the Contractor shall protect them from d
shall repair or pay for the repair of any damaged c
roads.

D. Working space and space available for storing ma

determined by the Resident Engineer.

E. Workmen are subject to rules of Medical Center a

conduct.

F. Execute work so as to interfere as little as pos

functioning of Medical Center as a whole, including
utility services, fire protection systems and any e

and with work being done by others. Use of equipmen
transmit vibrations and noises through the building
permitted in buildings that are occupied, during co

by patients or medical personnel, and Contractor's
permitted by Resident Engineer where required by li

1. Do not store materials and equipment in other th

2. Schedule delivery of materials and equipment to
construction working areas within buildings in use
Veterans Affairs in quantities sufficient for not m
days. Provide unobstructed access to Medical Center
remain in operation.

3. Where access by Medical Center personnel to vaca
buildings is not required, storage of Contractor's
equipment will be permitted subject to fire and saf
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VA Project Number 568-13-113

G. Utilities Services: Where necessary to cut exist ing pipes, electrical

wires, conduits, cables, etc., of utility services, or of fire

protection systems or communications systems (excep t telephone), they

shall be cut and capped at suitable places where sh own; or, in absence

of such indication, where directed by Resident Engi neer. All such

actions shall be coordinated with the Utility Compa ny involved:

1. Whenever it is required that a connection fee be paid to a public
utility provider for new permanent service to the c onstruction
project, for such items as water, sewer, electricit y, gas or steam,
payment of such fee shall be the responsibility of the Government and

not the Contractor.

H. Phasing: To insure such executions, Contractor s hall furnish the
Resident Engineer with a schedule of approximate da tes on which the
Contractor intends to accomplish work in each speci fic area of site,
building or portion thereof. In addition, Contracto r shall notify the
Resident Engineer two weeks in advance of the propo sed date of starting
work in each specific area of site, building or por tion thereof. Arrange
such dates to insure accomplishment of this work in successive phases
mutually agreeable to Medical Center Director, Resi dent Engineer and
Contractor.

I. Utilities Services: Maintain existing utility se rvices for Medical
Center at all times. Provide temporary facilities, labor, materials,
equipment, connections, and utilities to assure uni nterrupted services.
Where necessary to cut existing water, steam, gases , Sewer or air pipes,
or conduits, wires, cables, etc. of utility service s or of fire
protection systems and communications systems (incl uding telephone),
they shall be cut and capped at suitable places whe re shown; or, in
absence of such indication, where directed by Resid ent Engineer.

1. No utility service such as water, gas, steam, se wers or electricity,
or fire protection systems and communications syste ms may be
interrupted without prior approval of Resident Engi neer. Electrical
work shall be accomplished with all affected circui ts or equipment
de-energized. When an electrical outage cannot be a ccomplished, work
on any energized circuits or equipment shall not co mmence without the
Medical Center Director’s prior knowledge and writt en approval.

2. Contractor shall submit a request to interrupt a ny such services to
Resident Engineer, in writing, 48 hours in advance of proposed
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interruption. Request shall state reason, date, exa ct time of, and
approximate duration of such interruption.

3. Contractor will be advised (in writing) of appro val of request, or of
which other date and/or time such interruption will cause least
inconvenience to operations of Medical Center. Inte rruption time
approved by Medical Center may occur at other than Contractor's

normal working hours.

4. Major interruptions of any system must be reques ted, in writing, at
least 15 calendar days prior to the desired time an d shall be
performed as directed by the Resident Engineer.

5. In case of a contract construction emergency, se rvice will be
interrupted on approval of Resident Engineer. Such approval will be
confirmed in writing as soon as practical.

6. Whenever it is required that a connection fee be paid to a public
utility provider for new permanent service to the ¢ onstruction
project, for such items as water, sewer, electricit y, gas or steam,
payment of such fee shall be the responsibility of the Government and

not the Contractor.

J. Abandoned Lines: All service lines such as wires , cables, conduits,
ducts, pipes and the like, and their hangers or sup ports, which are to
be abandoned but are not required to be entirely re moved, shall be
sealed, capped or plugged. The lines shall not be c apped in finished
areas, but shall be removed and sealed, capped or p lugged in ceilings,
within furred spaces, in unfinished areas, or withi n walls or
partitions; so that they are completely behind the finished surfaces.

K. To minimize interference of construction activit ies with flow of Medical

Center traffic, comply with the following:

1. Keep roads, walks and entrances to grounds, to p arking and to
occupied areas of buildings clear of construction m aterials, debris
and standing construction equipment and vehicles.

L. Coordinate the work for this contract with other construction operations
as directed by Resident Engineer. This includes the scheduling of
traffic and the use of roadways, as specified in Ar ticle, USE OF
ROADWAYS.
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1.7 ALTERATIONS

A. Survey: Before any work is started, the Contract or shall make a thorough
survey with the Resident Engineer of areas of build ings in which
alterations occur and areas which are anticipated r outes of access, and
furnish a report, signed by both, to the Contractin g Officer.

B. Any items required by drawings to be either reus ed or relocated or both,
found during this survey to be nonexistent, or in o pinion of Resident
Engineer, to be in such condition that their use is impossible or
impractical, shall be furnished and/or replaced by Contractor with new
items in accordance with specifications which will be furnished by
Government. Provided the contract work is changed b y reason of this
subparagraph B, the contract will be modified accor dingly, under
provisions of clause entitled "DIFFERING SITE CONDI TIONS" (FAR 52.236-2)

and "CHANGES" (FAR 52.243-4 and VAAR 852.236-88).

C. Re-Survey: Thirty days before expected partial o r final inspection date,
the Contractor and Resident Engineer together shall make a thorough
re-survey of the areas of buildings involved. They shall furnish a
report on conditions then existing, of resilient fl ooring, doors,
windows, walls and other surfaces as compared with conditions of same as

noted in first condition survey report:

1. Re-survey report shall also list any damage caus ed by Contractor to
such flooring and other surfaces, despite protectio n measures; and,
will form basis for determining extent of repair wo rk required of
Contractor to restore damage caused by Contractor's workmen in

executing work of this contract.

D. Protection: Provide the following protective mea sures:
1. Wherever existing roof surfaces are disturbed th ey shall be protected
against water infiltration. In case of leaks, they shall be repaired

immediately upon discovery.

2. Temporary protection against damage for portions of existing
structures and grounds where work is to be done, ma terials handled
and equipment moved and/or relocated.

3. Protection of interior of existing structures at all times, from
damage, dust and weather inclemency. Wherever work is performed,
floor surfaces that are to remain in place shall be adequately

010000-9



protected prior to starting work, and this protecti
maintained intact until all work in the area is com

1.8 INFECTION PREVENTION MEASURES

A. Implement the requirements of VAMC's Infection C
(ICRA) team. ICRA Group may monitor dust in the vic
construction work and require the Contractor to tak
immediately if the safe levels are exceeded.

B. Establish and maintain a dust control program as
contractor’s infection preventive measures in accor
guidelines provided by ICRA Group as specified here
work, prepare a plan detailing project-specific dus
measures, including periodic status reports, and su
Engineer for review for compliance with contract re

accordance with Section 01 33 23, SHOP DRAWINGS, PR

SAMPLES.

1. All personnel involved in the construction or re
shall be educated and trained in infection preventi
established by the medical center.

C. In general, following preventive measures shall
construction to keep down dust and prevent mold.

1. Dampen debris to keep down dust and provide temp
partitions in existing structures where directed by
Engineer. Blank off ducts and diffusers to prevent
dust into occupied areas during construction.

2. Do not perform dust producing tasks within occup
approval of the Resident Engineer. For construction
will remain jointly occupied by the medical Center
workers.

D. Final Cleanup:

1. Upon completion of project, or as work progresse
construction debris from above ceiling, vertical sh
chases that have been part of the construction.

2. Perform HEPA vacuum cleaning of all surfaces in
area. This includes walls, ceilings, cabinets, furn
free standing), partitions, flooring, etc.
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1.9 DISPOSAL AND RETENTION

A. Materials and equipment accruing from work remov ed and from demolition

of buildings or structures, or parts thereof, shall
follows:

1. Items not reserved shall become property of the
removed by Contractor from Medical Center.

1.10 PROTECTION OF EXISTING VEGETATION, STRUCTURES,
IMPROVEMENTS

A. The Contractor shall preserve and protect all st

vegetation (such as trees, shrubs, and grass) on or
site, which are not to be removed and which do not
interfere with the work required under this contrac
shall only remove trees when specifically authorize
avoid damaging vegetation that will remain in place
branches of trees are broken during contract perfor
careless operation of equipment, or by workmen, the
trim those limbs or branches with a clean cut and p
tree-pruning compound as directed by the Contractin

B. The Contractor shall protect from damage all exi

utilities at or near the work site and on adjacent
party, the locations of which are made known to or
the Contractor. The Contractor shall repair any dam
facilities, including those that are the property o
resulting from failure to comply with the requireme

or failure to exercise reasonable care in performin
Contractor fails or refuses to repair the damage pr
Contracting Officer may have the necessary work per
cost to the Contractor.

1.11 RESTORATION

A. Remove, cut, alter, replace, patch and repair ex

to install new work. Except as otherwise shown or s
alter or remove any structural work, and do not dis
plumbing, steam, gas, or electric work without appr
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Engineer. Existing work to be altered or extended a nd that is found to
be defective in any way, shall be reported to the R esident Engineer
before it is disturbed. Materials and workmanship u sed in restoring
work, shall conform in type and quality to that of original existing
construction, except as otherwise shown or specifie d.

B. Upon completion of contract, deliver work comple te and undamaged.
Existing work (walls, ceilings, partitions, floors, mechanical and
electrical work, lawns, paving, roads, walks, etc.) disturbed or removed
as a result of performing required new work, shall be patched, repaired,
reinstalled, or replaced with new work, and refinis hed and left in as

good condition as existed before commencing work.

C. At Contractor's own expense, Contractor shall im mediately restore to
service and repair any damage caused by Contractor' s workmen to existing
piping and conduits, wires, cables, etc., of utilit y services or of fire
protection systems and communications systems (incl uding telephone)
which are indicated on drawings and which are not s cheduled for

discontinuance or abandonment.

D. Expense of repairs to such utilities and systems not shown on drawings
or locations of which are unknown will be covered b y adjustment to
contract time and price in accordance with clause e ntitled "CHANGES"
(FAR 52.243-4 and VAAR 852.236-88) and "DIFFERING S ITE CONDITIONS" (FAR
52.236-2).

1.12 PHYSICAL DATA

A. Data and information furnished or referred to be low is for the
Contractor's information. The Government shall not be responsible for
any interpretation of or conclusion drawn from the data or information

by the Contractor.

1.13 LAYOUT OF WORK

A. The Contractor shall lay out the work from Gover nment established base
lines and bench marks, indicated on the drawings, a nd shall be
responsible for all measurements in connection with the layout. The
Contractor shall furnish, at Contractor's own expen se, all stakes,
templates, platforms, equipment, tools, materials, and labor required to
lay out any part of the work. The Contractor shall be responsible for
executing the work to the lines and grades that may be established or
indicated by the Contracting Officer. The Contracto r shall also be
responsible for maintaining and preserving all stak es and other marks

010000-12



established by the Contracting Officer until author

If such marks are destroyed by the Contractor or th
negligence before their removal is authorized, the
may replace them and deduct the expense of the repl
amounts due or to become due to the Contractor.

1.14 AS-BUILT DRAWINGS

A. The contractor shall maintain two full size sets
which will be kept current during construction of t
include all contract changes, modifications and cla

B. All variations shall be shown in the same genera
contract drawings. To insure compliance, as-built d
available for the Resident Engineer's review, as of

C. Contractor shall deliver two approved completed
drawings to the Resident Engineer within 15 calenda
completed phase and after the acceptance of the pro
Engineer.

D. Paragraphs A, B, & C shall also apply to all sho

1.15 USE OF ROADWAYS

A. For hauling, use only established public roads a
Center property and, when authorized by the Residen
temporary roads which are necessary in the performa
Temporary roads shall be constructed by the Contrac
expense. When necessary to cross curbing, sidewalks
construction, they must be protected by well-constr

B. When new permanent roads are to be a part of thi
may construct them immediately for use to facilitat
operations. These roads may be used by all who have
within zone of building operations.

C. When certain buildings (or parts of certain buil
be completed in advance of general date of completi
thereto must be completed and available for use at
completion of such buildings or parts thereof.
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1.16 TEMPORARY USE OF MECHANICAL AND ELECTRICAL EQUIPMENT

A. Use of new installed mechanical and electrical e
heat, ventilation, plumbing, light and power will b
to compliance with the following provisions:

1. Permission to use each unit or system must be gi
Engineer. If the equipment is not installed and mai
accordance with the following provisions, the Resid
withdraw permission for use of the equipment.

2. Electrical installations used by the equipment s
accordance with the drawings and specifications to
the equipment and the electrical systems, i.e. tran
circuit breakers, fuses, conductors, motor controll
overload elements shall be properly sized, coordina
Voltage supplied to each item of equipment shall be
correct and it shall be determined that motors are
The electrical equipment shall be thoroughly cleane
and again immediately before final inspection inclu
cleaning and wiping clean interior and exterior sur

1.17 TEMPORARY USE OF EXISTING ELEVATORS

A. Use of existing elevators for handling building
Contractor's personnel will be permitted subject to
provisions:

1. Contractor makes all arrangements with the Resid
of elevators. The Resident Engineer will ascertain
in proper condition. Personnel for operating elevat
provided by the Department of Veterans Affairs.

1.18 TEMPORARY TOILETS

A. Provide where directed, (for use of all Contract
temporary sanitary toilet accommodations with suita
connections; or, when approved by Resident Engineer
dry closets where directed. Keep such places clean
and all connections and appliances connected therew
prior to completion of contract, and premises left

1.19 TESTS

A. Pre-test mechanical and electrical equipment and
corrections required for proper operation of such s
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requesting final tests. Final test will not be cond
pre-tested.

B. Conduct final tests required in various sections
presence of an authorized representative of the Con
Contractor shall furnish all labor, materials, equi
and forms, to conduct and record such tests.

C. Mechanical and electrical systems shall be balan
coordinated. A system is defined as the entire comp
coordinated to work together during normal operatio
for which the system is designed. For example, air
air is only one part of entire system which provide
for a building. Other related components are return
steam, chilled water, refrigerant, hot water, contr
etc. Another example of a complex which involves se
different disciplines is a boiler installation. Eff
boiler operation depends upon the coordination and
fuel, combustion air, controls, steam, feedwater, ¢
related components.

D. All related components as defined above shall be
system component is tested. Tests shall be complete
short period of time during which operating and env
remain reasonably constant.

E. Individual test result of any component, where r
accepted when submitted with the test results of re
of the entire system.

1.20 INSTRUCTIONS

A. Contractor shall furnish Maintenance and Operati
instructions when required by the various sections
and as hereinafter specified.

B. Manuals: Maintenance and operating manuals (four
separate piece of equipment shall be delivered to t
coincidental with the delivery of the equipment to
shall be complete, detailed guides for the maintena
equipment. They shall include complete information
starting, adjusting, maintaining in continuous oper
periods of time and dismantling and reassembling of
and sub-assembly components. Manuals shall include
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component parts clearly cross-referenced to diagram
lllustrations shall include "exploded" views showin
each separate item. Emphasis shall be placed on the
and instruments. The function of each piece of equi
accessory and control shall be clearly and thorough
necessary precautions for the operation of the equi
for each precaution shall be clearly set forth. Man
the exact model, style and size of the piece of equ
being furnished. Manuals referencing equipment simi
different model, style, and size than that furnishe
accepted.

C. Instructions: Contractor shall provide qualified

manufacturers' representatives to give detailed ins
Department of Veterans Affairs personnel in the ope
maintenance for each piece of equipment. All such t
the job site. These requirements are more specifica
various technical sections. Instructions for differ
equipment that are component parts of a complete sy
in an integrated, progressive manner. All instructo
component equipment in a system shall be available
for all items included in the system have been comp
assure proper instruction in the operation of inter
instruction periods shall be at such times as sched
Engineer and shall be considered concluded only whe
Engineer is satisfied in regard to complete and tho
Department of Veterans Affairs reserves the right t
of, and substitution for, any instructor who, in th
Resident Engineer, does not demonstrate sufficient
accordance with requirements for instructors above.

1.21 HISTORIC PRESERVATION

Where the Contractor or any of the Contractor's em
during the construction work, are advised of or dis
archeological, historical and/or cultural resources
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shall immediately notify the Resident Engineer verb ally, and then with a
written follow up.

---END---
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1.0 General Intention:

Section 01 00 11

VA Project Number 568-13-113

MEDICAL CENTER REQUIREMENTS

environmental policies for construction projects pe
Hills Health Care System. Safety and health concer
at this facility. Both our staff and yours are exp
adhere to the regulations and requirements. This i
important, since we must be primarily concerned for
patients. In this regard, OSHA Standards may prote
health, but they have minimal benefit for protectin

of our patients, due primarily to their differing m
Review this information as orientation with your pe
on site. In addition, construction can have signifi
environment. It is the policy of this organization
accordance with the facility’s integrated Green Env
Systems (GEMS). Where the requirements as outlined
00 00 are differing, the more stringent shall apply

2.0 Requirements:

A. Security:

1. Secure all construction areas, especially mechanica
rooms against entry of unauthorized individuals inc

2. Notify the Contracting Officer's Technical Represen
permission to work after hours and weekends. Stand
for the medical center are Monday—Friday, 7:00 a.m.

3. The VA will issue ID tags to contractor personnel.
personnel are required to wear the VA provided ID a
working on government property. The Contractor wil
requests for each employee (including subcontractor
the request form on attachment A.

B. Key Security:

1.  Only a limited number of keys will be issued to the
Key requests shall be made using the request form o

2. If the Contractor loses a key, a charge of $30 will
replacement key.

3.  Ensure all doors leading to and from construction a
monitored or locked to prevent access to the area f
persons.

C. Contractor General Safety Program and Training Requ

1. The Contractor shall appoint a “Competent Person” (
project. The CP will have primary responsibility f
safety, OSHA compliance, and adherence to the Contr
program. The Contractor shall provide for approval
submittal process, the name of the CP and documenta
individual has had the necessary training, experien
authority to carry out their responsibilities with
and health during construction activities. Evidenc
shall include completion of OSHA approved courses o
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construction safety training consistent with the sc
project.

The Contractor shall also provide for approval, as
submittal process, evidence of a company safety pol
includes, as a minimum, the following components: a
first priority and will not be compromised, b) PPE
employees, and the employees are trained in its use
regularly scheduled safety training for jobs site e
regards to OSHA requirements, construction related
Safety Code requirements. This may be accomplished
documented “tool box talks”, or other similar metho

The Contractors CP and primary workers will be requ
provided video tape, “Playing It Safe”, approximate
minutes. The video identifies concerns regarding p
privacy, and infection control; and introduces Cont

to the unique safeguards required when working in a
environment.

Adhere to the following:

» Follow all federal, state and local safety and heal
regulations.

» Maintain safety in the construction site/area in ac
the provisions of the contract that includes the Oc
Safety and Health Administration (OSHA) Regulations
Electrical Codes; National Fire Protection Associat
National Electric Code; and NFPA 101, Life Safety C
a safe manner and take all proper precautions while
your work. Extra precautions shall be taken when w
persons occupying the building during construction.

» Provide Personal Protective Equipment (PPE) for you
» Post appropriate signs in specific hazardous areas.

» Keep tools, ladders, etc., away from patients to pr
injuries.

D. Safety Inspections:

1. The VA professional Occupational Safety and Health
facility will perform safety inspections of all con
operations. Written reports of unsafe practices or
will be reported to the COTR and Contracting Office
immediate attention and resolution.

2. The Contractor’s superintendent/CP is required to m
a daily basis, including surveillance related to he
safety. The daily inspections are to be documented
list included on the back of the Daily Log form (at
Completed Daily Logs should be provided to the COTR
each shift, and no later than the next working day.
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E. Fire Alarms:

1. The fire alarm system connects all buildings at thi s facility,
and is activated by various heat, duct, manual pull stations and
smoke sensors. Manual pull stations are provided a t each
entrance. Survey the area in which you are working to locate the
manual pull stations.

2. Inthe event of a fire alarm sounding, you are to r emain in your

area, unless medical center personnel (Safety, Nurs ing or
Engineering) instruct otherwise, or unless a fire s ituation is in
your area, in which case you should immediately eva cuate.

3. Any work involving the fire protection systems requ ires written
permission to proceed from the COTR. Do not tamper with or
otherwi se disturb any fire alarm system conponents wi thout prior
witten pernmission. To do so without witten permssion wll

result in an adverse action.

F. Hazardous Materials:

1. Many of the operations you are scheduled to perform may involve the
use of hazardous materials. Prior to locating haza rdous materials
on site, submit all Material Safety Data Sheets (MS DS) through the
COTR for evaluation by the facility Safety Officer.

2. Storage of hazardous materials within buildings sha [l be minimal
with only enough on hand to perform daily work task s. Flammable
materials must either be removed from buildings at the end of the
work shift or stored in approved flammable storage containers.

3. Care must be taken to ensure adequate ventilation t 0 remove vapors

of hazardous materials in use. Many of the patient

in the facility are susceptible to environmental co
when odors seem minimal. Isolate those areas where
produced, and ventilate to the most extent possible
number of complaints.

G. Airborne Dust Control During Construction:

s being cared for
ntaminants, even
vapors are

to reduce the

1. Generation of dust is of major concern within staff , and especially
in patient occupied buildings. Where operations in volve the
generation of dust, all efforts shall be directed a t reducing
airborne generated dust to the lowest level feasibl e. This may be
accomplished by a number of methods. These include misting the area
with water, or use of tools attached to High Effici ency Particulate
Air (HEPA) filtering vacuums. Where large amounts of materials may
be disturbed, resulting in airborne dust, establish ment of full
ceiling-to-floor barriers shall be required.

2. This project is classified as CLASS | per the pre-construction risk
assessment.

3. Classification of Jobs:

010011-3



VA Project Number 568-13-113

CLASS I - Includes, but is not limited to, inspecti
invasive activity-includes, not limited to removal
tiles for inspection (1/50 sq ft), painting (not sa
wall covering, electrical trim work, minor plumbing
activities which do not generate dust or require cu
walls or access to ceilings other than for visual i

i.  During Construction:

1. Execute work by methods to minimize raising dust
from construction operations.

2. Immediately replace any ceiling tile displaced for
visual inspection.

CLASS Il - (projects require barrier precautions) -

but is not limited to, small scale, short duration,

to high levels-includes but not limited to installa
telephone/computer cabling, access to chase spaces,
walls or ceiling where dust migration can be contro

i.  During Construction:

1. Include all items from Class | above

2. Provides active means to prevent air-borne dust
from dispersing into atmosphere

Water mist work surfaces to control dust while
cutting.

Seal unused doors with duct tape.

Block off and seal air vents.

Place dust mat at access points of work area.
Contain construction waste before transport in
tightly covered containers.

Isolate HVAC system in areas where work is being
performed to prevent contamination of duct
system.

w

No oA

o

il. Upon Completion of Project:

1. Wipe surfaces with disinfectant.
2. Contain construction waste before transport in
tightly covered containers.

3. Wet mop and/or vacuum with HEPA filtered vacuum

before leaving work area.
4. Remove isolation of HVAC system in areas where
work is being performed.

CLASS Il — (projects require barrier precautions)
but is not limited to, work that generates a modera
level of dust or requires demolition or removal of
building components or assemblies. Includes but no
to sanding of walls for painting or wall covering;
floor coverings, ceiling tiles, and casework; new w
construction; minor duct work or electrical work ab
ceilings; major cabling activity; any activity whic
completed in a single work shift.

i.  During Construction:

1. Include all items from Class I/Il above.
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Complete all critical barriers i.e. sheetrock,
plywood, plastic, to seal area from non-work area
or implement control cube method (cart with
plastic covering and sealed connection to work
site with HEPA vacuum for vacuuming prior to exit)
before construction begins.

Maintain negative air pressure within work site
utilizing HEPA equipped air filtration units.

Cover transport receptacles or carts. Tape
covering unless solid lid.

il. Upon Completion of Project:

1. Include all items from Class I/ll above.

2. Do not remove barriers from work area until
completed project is thoroughly cleaned bas
required by the owner’s Safety Department and/or
Infection Control Department.

3. Remove barrier materials carefully to minimize
spreading of dirt and debris associated with
construction.

4. Vacuum work area with HEPA filtered vacuums.

5. Wet mop area with disinfectant.

6. work is being performed.

d. CLASS IV - (projects require barrier precautions) - Includes,
but is not limited to, major duration and construct ion
activities-Includes, but not limited to: activities that
require consecutive work shifts; requires heavy dem olition or
removal of a complete cabling system; new construct ion.

i.  During Construction:

1. Include all items from Class l/1l/Ill above

2. Seal holes, pipes, conduits, and punctures
appropriately.

3. If exiting to a patient care area, construct
anteroom and require all personnel to pass through
this room so they can be vacuumed using a HEPA
vacuum cleaner before leaving work site or they
can wear cloth or paper coveralls that are removed
each time they leave the work site.

4. Walk-off mats are recommended to minimize tracking
of heavy dirt and dust from construction areas.

Shoe covers may be considered in certain areas.
ii. Upon Completion of Project:
1. Include all items from Class I/1l/Ill above.
H. Contact with Asbestos Containing Materials (ACM)
1. Due to the age of buildings, many contain asbestos containing

materials (ACM). Primary ACM uses in the medical ¢
floor tile, mastic, piping and HVAC insulation. Th

has performed a comprehensive asbestos survey and h
accessible ACM. Some areas contain damaged asbesto

be accessed without prior abatement.
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The most common type of ACM insulation you may enco
thermal system insulation (TSI) and floor tile. AC
generally covered with a cloth wrap or lagging, and
substrate generally appear white in color.

gouge or otherwi se disturb this type of insulation.

disturbing or releasing asbestos containing materia
for all damages and cleanup costs.

Where disturbance of asbestos is likely, it has bee
the contract for removal. If contact with the pres

is presented, stop all work in the immediate area a
contact the COTR or Safety Officer to make necessar
for removal.

In some areas, asbestos insulation has been identif
between fiberglass piping insulation, as patching m
the fiberglass insulation. Fiberglass insulation u
facility is usually yellow or pink in color, wrappe

or paper lagging.

A complete assessment of asbestos materials and con
available for viewing by contacting the COTR. Prio
work above any ceiling or starting in a new area, ¢
COTR concerning existing conditions of ACM.

Some of the areas in the facility are identified as
due to condition of ACM. These are readily labeled

t hese ar eas unless first contacting the COTR. Entry requireme

these areas are awareness of the hazards, proper pr
(coveralls and respirators) and personal monitoring
with OSHA requirements.

|. Environmental Protection:

1. It may help you to be aware of the seriousness t

environmental protection requirements of each contr
regarded. Adherence to these requirements is subje
scrutiny from the community and backed by severe pe
fines and incarceration. These environmental requi
strictly enforced. Contractors are required to abi
Federal, State, and Local environmental regulations

No hazardous materials will be disposed of on Governm
Haul all waste off-site or dispose in contractor ow
waste removal containers.

3. Forward a copy of all waste manifests for specia

wastes to the COTR. Environmental requirements will
enforced.

J. Permit Required Confined Spaces:

1.

Contractors performing work on this facility shall
requirements outlined in OSHA Standards for working
spaces. There are numerous permit required confine
facility. These spaces have been identified. Some
posted, but the majority have not due to their conf
complete listing of these areas is located in the F
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Confined spaces are areas that are large enough to
limited egress/exit potential and are not designed
human occupancy. If you encounter any space that m
definition, and if it is a suspected confined space
COTR.

Contractors performing work in confined spaces are
compliance with all applicable standards and regula

K. Housekeeping:

1.

Protect patients and VA personnel in occupied areas
of dust, noise, construction debris and material as
construction environment. Keep work area clear, cl
loose debris, construction materials and partially
that would create a safety hazard or interfere with
duties and traffic.

Wet mop occupied areas clean and remove any accumul
dust/debris from cutting or drilling from any surfa
each workday.

Make every effort to keep dust and noise to a minim
Take special precautions to protect VA equipment fr
including excessive dust.

Maintain clear access to mechanical, electrical dev
and main corridors. This will ensure access to exi
the event of an emergency.

Clean area of all construction debris and dust upon
demolition and/or renovation.

During construction operations, keep existing finis
from damage. Cover and protect all carpets during
Any carpets or surfaces damaged as a result of cons
activities will be replaced at the contractor expen

L. Hot Work Permits:

1.

Any hot work operations including cutting, welding,
brazing, soldering, grinding, thermal spraying, tha
other similar activity, require a Hot Work Permit t

the Contractor from the Fire Department. The Contr
responsible for conforming to all Medical Center re
policies and procedures concerning Hot Work Permits
below:

a. Prior to the performance of hot work in patient-occ
buildings, request a Hot Work Permit from the Fire

b. The Fire Department will inspect the area and ensur
requirements of NFPA 241 and OSHA standards have be
satisfied. The Hot Work Permit will be granted and
posted in the immediate area of the work.

C. The Hot Work Permit will apply only to the location
on the permit. If additional areas involve hot wor
additional permits must be requested.
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d. Upon completion of all hot work, notify the Fire De
perform a re-inspection of the area.

2. Do not use any of the extinguishers in the medic
standby purpose while conducting hot work. Contrac
to supply their own Class ABC extinguishers. Medic
extinguishers are only to be used in the event of a

. Emergency Medical Services: Emergency medical s
stabilization purposes are available for contractor
For medical emergencies, dial 6911 when inside any
the nature of the emergency and location. The oper
in-house personnel or coordinate an outside emergen
on the nature of the emergency.

. Use of Government-Owned Material and Equipment:
owned material and equipment is pr ohi bi t ed.

. Superintendent Communications: At all times dur
this contract, the Contractors Superintendent is to
cellular phone. At the beginning of the contract a
beginning any construction, supply the COTR with th
for the Superintendent.

. Parking: Contractor employees shall be assigned
the preconstruction meeting.

. Traffic:

1. Traffic hazards are minimal at this facility. Driv
particularly concerned with pedestrian traffic.

2. Seat belt use is mandatory on the station.
3. Federal police officers maintain a 24-hour patrol o
4. Speed limits are to be observed, and are strictly e

. Contractor's Trailers: Contractor's trailers sh
area assigned. All utility connections to the trai
installed at the contractor expense. Trailer remov
completion of the contract, unless approved by the
place.

. Smoking: No smoking is permitted in buildings o
areas. Any smoking inside a government building is
without warning.

. Lock out/tag out: Contractors performing work o
are responsible for compliance with the facilities
policies.

. Road Closures: For any work requiring closure o
lot, a request for closure shall be made in writing
advance for approval by the COTR and Fire Departmen

---END---
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SECTION 01 33 23
SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES

1-1. Refer to Articles titled SPECIFICATIONS AND DR
(FAR 52.236-21) and, SPECIAL NOTES (VAAR 852.236-91

AWINGS FOR CONSTRUCTION
), in GENERAL

CONDITIONS.

1-2. For the purposes of this contract, samples, te
and manufacturers' literature and data shall also b
previously referenced requirements. The following t
items collectively as SUBMITTALS.

1-3. Submit for approval, all of the items specific
separate sections of the specification, with inform
evidence full compliance with contract requirements
fabricated articles and the like to be installed in
equal those of approved submittals. After an item h
change in brand or make will be permitted unless:

A. Satisfactory written evidence is presented to, a
Contracting Officer, that manufacturer cannot make
approved item or;

B. Iltem delivered has been rejected and substitutio
an urgent necessity or;

C. Other conditions become apparent which indicates
substitute item to be in best interest of the Gover

1-4. Forward submittals in sufficient time to permi

approval action by Government. Time submission to a

time for procurement of contract - required items.
to untimely and rejected submittals will not serve
extending contract time for completion.

1-5. Submittals will be reviewed for compliance wit
Resident Engineer, and action thereon will be taken
on behalf of the Contracting Officer.

1-6. Upon receipt of submittals, Resident Engineer
thereto. Contractor, in any subsequent corresponden
this file and identification number to expedite rep
previously approved or disapproved submittals.

1-7. The Government reserves the right to require a
whether or not particularly mentioned in this contr
submittals beyond those required by the contract ar
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to request therefor by Contracting Officer, adjustm ent in contract price
and time will be made in accordance with Articles t itted CHANGES (FAR
52.243-4) and CHANGES - SUPPLEMENT (VAAR 852.236-88 ) of the GENERAL
CONDITIONS.

1-8. Schedules called for in specifications and sho wn on shop drawings shall
be submitted for use and information of Department of Veterans Affairs.
However, the Contractor shall assume responsibility for coordinating and
verifying schedules. The Contracting Officer and Re sident Engineer
assumes no responsibility for checking schedules or layout drawings for
exact sizes, exact numbers and detailed positioning of items.

1-9. Submittals must be submitted by Contractor onl y and shipped prepaid.
Contracting Officer assumes no responsibility for ¢ hecking quantities or

exact numbers included in such submittals.

A. Submit samples in single units unless otherwise specified. Submit shop
drawings, schedules, manufacturers' literature and data, and

certificates in quadruplicate, except where a great er number is

specified.

B. Submittals will receive consideration only when covered by a transmittal
letter signed by Contractor. Letter shall be sent v ia first class mail

and shall contain the list of items, name of Medica | Center, name of

Contractor, contract number, applicable specificati on paragraph numbers,

applicable drawing numbers (and other information r equired for exact

identification of location for each item), manufact urer and brand, ASTM
or Federal Specification Number (if any) and such a dditional information
as may be required by specifications for particular item being

furnished. In addition, catalogs shall be marked to indicate specific

items submitted for approval.

1. A copy of letter must be enclosed with items, an d any items received
without identification letter will be considered "u nclaimed goods"
and held for a limited time only.

2. Each sample, certificate, manufacturers' literat ure and data shall be
labeled to indicate the name and location of the Me dical Center, name
of Contractor, manufacturer, brand, contract number and ASTM or
Federal Specification Number as applicable and loca tion(s) on
project.

3. Required certificates shall be signed by an auth orized representative
of manufacturer or supplier of material, and by Con tractor.

C. In addition to complying with the applicable req uirements specified in
preceding Article 1.9, samples which are required t o have Laboratory

Tests (those preceded by symbol "LT" under the sepa rate sections of the
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specification shall be tested, at the expense of Co

commercial laboratory approved by Contracting Offic

1. Laboratory shall furnish Contracting Officer wit
stating that it is fully equipped and qualified to
work, is fully acquainted with specification requir
intended use of materials and is an independent est
way connected with organization of Contractor or wi
supplier of materials to be tested.

2. Certificates shall also set forth a list of comp
which laboratory has performed similar functions du
years.

3. Samples and laboratory tests shall be sent direc
commercial testing laboratory.

4. Contractor shall send a copy of transmittal lett
Engineer with submission of material to a commercia
laboratory.

5. Laboratory test reports shall be sent directly t
for appropriate action.

6. Laboratory reports shall list contract specifica
requirements and a comparative list of the laborato
When tests show that the material meets specificati
the laboratory shall so certify on test report.

7. Laboratory test reports shall also include a rec
approval or disapproval of tested item.

D. If submittal samples have been disapproved, resu

as possible after notification of disapproval. Such
marked "Resubmitted Sample" in addition to containi
specified information required on label and in tran

E. Approved samples will be kept on file by the Res

site until completion of contract, at which time su
delivered to Contractor as Contractor's property. W
technical sections of specifications, approved samp
may be used in their proper locations in contract w
contract, samples that are not approved will be ret
only upon request and at Contractor's expense. Such

013323-3

VA Project Number 568-13-113

ntractor, in a

er.

h a certificate
perform intended
ements and
ablishment in no
th manufacturer or

arable projects upon
ring past five

tly to approved

er to the Resident
| testing

o Resident Engineer
tion test
ry test results.

on requirements,

ommendation for

bmit new samples as soon

new samples shall be
ng other previously
smittal letter.

ident Engineer at the

ch samples will be
here noted in

les in good condition
ork. At completion of
urned to Contractor
request should be



VA Project Number 568-13-113

made prior to completion of the contract. Disapprov ed samples that are
not requested for return by Contractor will be disc arded after
completion of contract.

F. Submittal drawings (shop, erection or setting dr awings) and schedules,
required for work of various trades, shall be check ed before submission
by technically qualified employees of Contractor fo r accuracy,
completeness and compliance with contract requireme nts. These drawings
and schedules shall be stamped and signed by Contra ctor certifying to
such check.

1. For each drawing required, submit one legible ph otographic paper or

vellum reproducible.
2. Reproducible shall be full size.

3. Each drawing shall have marked thereon, proper d escriptive title,
including Medical Center location, project number, manufacturer's
number, reference to contract drawing number, detai | Section Number,
and Specification Section Number.

4. A space 120 mm by 125 mm (4-3/4 by 5 inches) sha Il be reserved on
each drawing to accommodate approval or disapproval stamp.

5. Submit drawings, ROLLED WITHIN A MAILING TUBE, f ully protected for
shipment.

6. One reproducible print of approved or disapprove d shop drawings will
be forwarded to Contractor.

7. When work is directly related and involves more than one trade, shop
drawings shall be submitted to Resident Engineer un der one cover.

1-10. Samples, shop drawings, test reports, certifi cates and manufacturers'
literature and data, shall be submitted for approva | to Project

Engineer.

---END---
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SECTION 01 42 19
REFERENCE STANDARDS

PART 1 - GENERAL
1.1 DESCRIPTION
This section specifies the availability and source of references and

standards specified in the project manual under par agraphs APPLICABLE
PUBLICATIONS and/or shown on the drawings.

1.2 AVAILABILITY OF SPECIFICATIONS LISTED IN THE GS A INDEX OF FEDERAL
SPECIFICATIONS, STANDARDS AND COMMERCIAL ITEM DESCRPTIONS FPMR PART 101-29
(FAR 52.211-1) (AUG 1998)

A. The GSA Index of Federal Specifications, Standar ds and Commercial Iltem
Descriptions, FPMR Part 101-29 and copies of specif ications, standards,
and commercial item descriptions cited in the solic itation may be
obtained for a fee by submitting a request to — GSA Federal Supply
Service, Specifications Section, Suite 8100, 470 Ea st L’Enfant Plaza,
SW, Washington, DC 20407, Telephone (202) 619-8925, Facsimile (202) 619-
8978.

B. If the General Services Administration, Departme nt of Agriculture, or
Department of Veterans Affairs issued this solicita tion, a single copy
of specifications, standards, and commercial item d escriptions cited in
this solicitation may be obtained free of charge by submitting a request
to the addressee in paragraph (a) of this provision . Additional copies

will be issued for a fee.

1.3 AVAILABILITY FOR EXAMINATION OF SPECIFICATIONS NOT LISTED IN THE GSA INDEX
OF FEDERAL SPECIFICATIONS, STANDARDS AND COMMERCIAUTEM DESCRIPTIONS
(FAR 52.211-4) (JUN 1988)

The specifications and standards cited in this sol icitation can be

examined at the following location:

DEPARMENT OF VETERANS AFFAIRS

Office of Construction & Facilities Management
Facilities Quality Service (0OOCFM1A)

425 Eye Street N.W, (sixth floor)

Washington, DC 20001

Telephone Numbers: (202) 632-5249 or (202) 632-5178
Between 9:00 AM - 3:00 PM
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1.4 AVAILABILITY OF SPECIFICATIONS NOT LISTED IN TH
SPECIFICATIONS, STANDARDS AND COMMERCIAL ITEM DESCRPTIONS (FAR 52.211-3)

(JUN 1988)

The specifications cited in this solicitation may

associations or organizations listed below.

AA

AABC

AAMA

AAN

AASHTO

AATCC

ACGIH

ACI

ACPA

ACPPA

ADC

AGA

AGC

Aluminum Association Inc.

http://www.aluminum.org

Associated Air Balance Council
http://www.aabchg.com

American Architectural Manufacturer's Associat
http://www.aamanet.org

American Nursery and Landscape Association
http://www.anla.org

American Association of State Highway and Tr
http://www.aashto.org

American Association of Textile Chemists and
http://www.aatcc.org

American Conference of Governmental Industria
http://www.acgih.org

American Concrete Institute

http://www.aci-int.net

American Concrete Pipe Association
http://www.concrete-pipe.org

American Concrete Pressure Pipe Association
http://www.acppa.org

Air Diffusion Council
http://flexibleduct.org

American Gas Association
http://www.aga.org

Associated General Contractors of America
http://www.agc.org

014219-2
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AGMA

AHAM

AISC

AISI

AITC

AMCA

ANLA

ANSI

APA

ARI

ASAE

ASCE

ASHRAE

ASME

ASSE

American Gear Manufacturers Association, Inc.

http://www.agma.org

Association of Home Appliance Manufacturers
http://www.aham.org

American Institute of Steel Construction
http://www.aisc.org

American Iron and Steel Institute

http://www.steel.org

American Institute of Timber Construction
http://www.aitc-glulam.org

Air Movement and Control Association, Inc.
http://www.amca.org

American Nursery & Landscape Association
http://www.anla.org

American National Standards Institute, Inc.
http://www.ansi.org

The Engineered Wood Association
http://www.apawood.org

Air-Conditioning and Refrigeration Institute
http://www.ari.org

American Society of Agricultural Engineers
http://www.asae.org

American Society of Civil Engineers
http://www.asce.org

American Society of Heating, Refrigerating,
Air-Conditioning Engineers
http://www.ashrae.org

American Society of Mechanical Engineers
http://www.asme.org

American Society of Sanitary Engineering
http://www.asse-plumbing.org
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ASTM

AWI

AWS

AWWA

BHMA

BIA

CAGI

CGA

Cl

CISCA

CISPI

CLFMI

CPMB

CRA

CRSI

American Society for Testing and Materials
http://www.astm.org

Architectural Woodwork Institute
http://www.awinet.org

American Welding Society
http://www.aws.org

American Water Works Association
http://www.awwa.org

Builders Hardware Manufacturers Association
http://www.buildershardware.com

Brick Institute of America
http://www.bia.org

Compressed Air and Gas Institute
http://www.cagi.org

Compressed Gas Association, Inc.
http://www.cganet.com

The Chlorine Institute, Inc.
http://www.chlorineinstitute.org

Ceilings and Interior Systems Construction As
http://www.cisca.org

Cast Iron Soil Pipe Institute
http://www.cispi.org

Chain Link Fence Manufacturers Institute
http://www.chainlinkinfo.org

Concrete Plant Manufacturers Bureau
http://www.cpmb.org

California Redwood Association
http://www.calredwood.org

Concrete Reinforcing Steel Institute
http://www.crsi.org
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CTI Cooling Technology Institute
http://www.cti.org

DHI Door and Hardware Institute
http://www.dhi.org

EGSA Electrical Generating Systems Association
http://www.egsa.org

EEI Edison Electric Institute
http://www.eei.org

EPA Environmental Protection Agency
http://www.epa.gov

ETL ETL Testing Laboratories, Inc.
http://www.etl.com

FAA Federal Aviation Administration
http://www.faa.gov

FCC Federal Communications Commission
http://www.fcc.gov

FPS The Forest Products Society
http://www.forestprod.org

GANA Glass Association of North America

http://www.cssinfo.com/info/gana.html/

FM Factory Mutual Insurance
http://www.fmglobal.com

GA Gypsum Association
http://www.gypsum.org

GSA General Services Administration
http://www.gsa.gov

HI Hydraulic Institute
http://www.pumps.org

HPVA Hardwood Plywood & Veneer Association
http://www.hpva.org
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ICBO

ICEA

\ICAC

IEEE

IMSA

IPCEA

NBMA

MSS

NAAMM

NAPHCC

NBS

NBBPVI

NEC

NEMA

NFPA

International Conference of Building Officials
http://www.icbo.org

Insulated Cable Engineers Association Inc.
http://www.icea.net

Institute of Clean Air Companies
http://www.icac.com

Institute of Electrical and Electronics Engine
http://www.ieee.org\

International Municipal Signal Association
http://www.imsasafety.org

Insulated Power Cable Engineers Association

Metal Buildings Manufacturers Association
http://www.mbma.com

Manufacturers Standardization Society of the Va
Industry Inc.
http://www.mss-hg.com

National Association of Architectural Metal M
http://www.naamm.org

Plumbing-Heating-Cooling Contractors Associa
http://www.phccweb.org.org

National Bureau of Standards
See - NIST

National Board of Boiler and Pressure Vessel
http://www.nationboard.org

National Electric Code
See - NFPA National Fire Protection Association

National Electrical Manufacturers Association
http://www.nema.org

National Fire Protection Association
http://www.nfpa.org
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NPA

NSF

NWWDA

OSHA

PCA

PCI

PPI

PEI
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National Hardwood Lumber Association
http://www.natlhardwood.org

National Institute of Health
http://www.nih.gov

National Institute of Standards and Technology
http://www.nist.gov

Northeastern Lumber Manufacturers Association, Inc.
http://www.nelma.org

National Particleboard Association
18928 Premiere Court
Gaithersburg, MD 20879

(301) 670-0604

National Sanitation Foundation
http://www.nsf.org

Window and Door Manufacturers Association
http://www.nwwda.org

Occupational Safety and Health Administration
Department of Labor
http://www.osha.gov

Portland Cement Association
http://www.portcement.org

Precast Prestressed Concrete Institute
http://www.pci.org

The Plastic Pipe Institute
http://www.plasticpipe.org

Porcelain Enamel Institute, Inc.
http://www.porcelainenamel.com

Post-Tensioning Institute
http://www.post-tensioning.org

The Resilient Floor Covering Institute
http://www.rfci.com
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RIS

RMA

SCMA

SDI

IGMA

SJl

Redwood Inspection Service
See - CRA

Rubber Manufacturers Association, Inc.
http://www.rma.org

Southern Cypress Manufacturers Association
http://www.cypressinfo.org

Steel Door Institute
http://www.steeldoor.org

Insulating Glass Manufacturers Alliance
http://www.igmaonline.org

Steel Joist Institute
http://www.steeljoist.org

SMACNA  Sheet Metal and Air-Conditioning Contractors

SSPC

STI

SWiI

TCA

TEMA

TPI

uUBC

National Association, Inc.
http://www.smacna.org

The Society for Protective Coatings
http://www.sspc.org

Steel Tank Institute
http://www.steeltank.com

Steel Window Institute
http://www.steelwindows.com

Tile Council of America, Inc.
http://www.tileusa.com

Tubular Exchange Manufacturers Association
http://www.tema.org

Truss Plate Institute, Inc.
583 D'Onofrio Drive; Suite 200
Madison, WI 53719
(608) 833-5900

The Uniform Building Code
See ICBO

014219-8
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UL

ULC

WCLIB

WRCLA

WWPA

Underwriters' Laboratories Incorporated
http://www.ul.com

Underwriters' Laboratories of Canada
http://www.ulc.ca

West Coast Lumber Inspection Bureau
6980 SW Varns Road, P.O. Box 23145
Portland, OR 97223

(503) 639-0651

Western Red Cedar Lumber Association
P.O. Box 120786

New Brighton, MN 55112

(612) 633-4334

Western Wood Products Association
http://www.wwpa.org

---END---
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SECTION 01 45 29
TESTING LABORATORY SERVICES

PART 1 - GENERAL
1.1 DESCRIPTION:

This section specifies materials testing activitie s and inspection
services required during project construction to be provided by a
Testing Laboratory retained and paid for by Contrac tor.

1.2 APPLICABLE PUBLICATIONS:
A. The publications listed below form a part of thi s specification to the
extent referenced. The publications are referred to in the text by the

basic designation only.
B. American Concrete Institute (ACI):

117R-06................. Tolerances for Concrete Con struction and
Materials

211.1-91(R2002)......... Proportions for Normal, Hea vyweight, and Mass
Concrete

301-05.......ccc.n. Specification for Structura | Concrete

305R-06........c..u..ee Hot Weather Concreting

306R-2002............... Cold Weather Concreting

SP-66-04 ............... ACI Detailing Manual

318/318R-05............. Building Code Requirements for Reinforced
Concrete

347R-04......cceee. Guide to Formwork for Concr ete

C. American Society for Testing and Materials (ASTM ):

A615/A615M-08........... Deformed and Plain Billet-S teel Bars for
Concrete Reinforcement

C31/C31M-06............. Making and Curing Concrete Test Specimens in the
Field

C33-038.....ccceevees Concrete Aggregates

C39/C39M-05............. Compressive Strength of Cyl indrical Concrete
Specimens

C94/C94M-09............. Ready-Mixed Concrete

C143/C143M-05........... Slump of Hydraulic Cement C oncrete

C150-07....vvvveeenne Portland Cement

Cl71-07...cccceeunnnns Sheet Material for Curing C oncrete

Cl72-07...ccccevnnns Sampling Freshly Mixed Conc rete

Cl73-07...cccceennnns Air Content of freshly Mixe d Concrete by the

Volumetric Method
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C192/C192M-07........... Making and Curing Concrete
Laboratory
C231-08.......ccuuee Air Content of Freshly Mixe
Pressure Method
C260-06................. Air-Entraining Admixtures f
C494/C494M-08........... Chemical Admixtures for Con
C618-08................. Coal Fly Ash and Raw or Cal

Pozzolan for Use in Concrete
C1064/C1064M-05......... Freshly Mixed Portland Ceme
C1077-06............... Laboratories Testing Concre

Test Specimens in the
d Concrete by the

or Concrete

crete

cined Natural

nt Concrete
te and Concrete

Aggregates for Use in Construction and Criteria

for Laboratory Evaluation

ensity of Compacted

cteristics of Soil

ngth of Cohesive Soil

D1188-07.......cc....... Bulk Specific Gravity and D
Bituminous Mixtures Using Paraffin-Coated
Specimens

D1557-07....ccccveee.... Laboratory Compaction Chara
Using Modified Effort

D2166-06................ Unconfined Compressive Stre

D2487-06................ Standard Classification of

Soil for Engineering

Purposes (Unified Soil Classification System)

D2922-05................ Density of soil and Soil-Ag

Nuclear Methods (Shallow Depth)

D3666-(2002)............ Minimum Requirements for Ag

gregate in Place by

encies Testing and

Inspection Bituminous Paving Materials

D3740-07.....cccce..... Minimum Requirements for Ag

encies Engaged in the

Testing and Inspecting Road and Paving Material

D. Federal Specifications (Fed. Spec.):
TT-P-1952D.............. Paint, Traffic Black, and A
Waterborne
E. The South Dakota Department of Transportation
for Roads and Bridges”, 2004 Edition.
1.3 REQUIREMENTS:

A. Accreditation Requirements: Construction materia
must be accredited by a laboratory accreditation au
required to submit a copy of the Certificate of Acc
of Accreditation. The laboratory’s scope of accredi
the appropriate ASTM standards (i.e.; E 329, C 1077
880, E 543) listed in the technical sections of the

014529-2
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Laboratories engaged in Hazardous Materials Testin
requirements of OSHA and EPA. The policy applies to
laboratory performing the actual testing, not just
Office.”

B. Inspection and Testing: Testing laboratory shall
workmanship and perform tests described herein and
requested by Resident Engineer. When it appears mat
work performed by Contractor fail to meet construct
requirements, Testing Laboratory shall direct atten
Engineer to such failure.

C. Written Reports: Testing laboratory shall submit
Resident Engineer, Contractor, unless other arrange
in writing by the Resident Engineer. Submit reports
to meet construction contract requirements on color

D. Verbal Reports: Give verbal notification to Resi
immediately of any irregularity.

PART 2 - PRODUCTS (NOT USED)
PART 3 - EXECUTION
3.1 EARTHWORK:

A. General: The Testing Laboratory shall provide qu
materials, equipment, and transportation as require
services identified/required herein, within the agr
and/or time frame. The work to be performed shall b
herein and shall include but not be limited to the
1. Observe fill and subgrades during proof-rolling

suitability of surface material to receive fill or

Provide recommendations to the Resident Engineer re
suitability or unsuitability of areas where proof-r
observed. Where unsuitable results are observed, wi
of unsuitable material and recommend to Resident En
removal and replacement of unsuitable materials and
rolling of replaced areas until satisfactory result

2. Provide part time observation of fill placement

field density testing in pavement and lawn areas to
earthwork compaction obtained is in accordance with
documents.

3. Provide supervised geotechnical technician to in

subsurface preparation, and backfill for structural

014529-3
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B. Testing Compaction:
1. Determine maximum density and optimum moisture ¢
of fill, backfill and subgrade material used, in co
D1557.
2. Make field density tests in accordance with the
method following ASTM D2922 wherever possible.
c. Pavement Subgrade: One test for each 335 m
but in no case fewer than two tests.
d. Curb, Gutter, and Sidewalk: One test for each 90
in no case fewer than two tests.
e. Trenches: One test at maximum 30 m (100 foot) in
mm (4 foot) of vertical lift and at changes in requ
but in no case fewer than two tests.
C. Testing Materials: Test suitability of on-site a
directed by Resident Engineer.

3.2 ASPHALT CONCRETE PAVING:
A. Aggregate Base Course:
1. Determine maximum density and optimum moisture ¢
base material in accordance with ASTM D1557, Method
2. Make a minimum of three field density tests on e
compaction on each aggregate course in accordance w
B. Asphalt Concrete:
1. Density: Make a minimum of two field density tes
ASTM D1188 of asphalt base and surface course for e
operation.
3.3 SITE WORK CONCRETE:
Test site work concrete including materials for co
Article CONCRETE of this section.
3.4 CONCRETE:
A. Field Inspection and Materials Testing:
1. Provide a technician at site of placement to per
sampling and testing.
2. Review the delivery tickets of the ready-mix con
on-site. Notify the Contractor if the concrete cann
within the specified time limits or if the type of
is incorrect. Reject any loads that do not comply w
Specification requirements. Rejected loads are to b
site at the Contractor’s expense. Any rejected conc
placed will be subject to removal.

014529-4
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3. Take concrete samples at point of placement in a
C172. Mold and cure compression test cylinders in a
ASTM C31. Make at least three cylinders for each 40
yards) or less of each concrete type, and at least
for any one day's pour for each concrete type. Labe
with an identification number. Resident Engineer ma
additional cylinders to be molded and cured under j
4. Perform slump tests in accordance with ASTM C143
truck each day, and every time test cylinders are m
5. Determine the air content of concrete per ASTM C
required to be air-entrained, test the first truck
(25 cubic yards) thereafter each day.
6. If slump or air content fall outside specified |
test immediately from another portion of same batch
7. Notify laboratory technician at batch plant of m
request materials and proportioning check.
8. Verify that specified mixing has been accomplish
9. Environmental Conditions: Determine the tempera
for each truckload of concrete during hot weather a
concreting operations:
a. When ambient air temperature falls below 4.4 deg
F), record maximum and minimum air temperatures in
period; record air temperature inside protective en
minimum temperature of surface of hardened concrete
b. When ambient air temperature rises above 29.4 de
degrees F), record maximum and minimum air temperat
hour period; record minimum relative humidity; reco
velocity; record maximum temperature of surface of
concrete.
10. Inspect the reinforcing steel placement, includ
spacing, top and bottom concrete cover, proper tie
and grade of steel prior to concrete placement.
11.Observe conveying, placement, and consolidation
conformance to specifications.
12.Observe condition of formed surfaces upon remov
to repair of surface defects and observe repair of
13.Observe curing procedures for conformance with
14.Observe preparations for protection from hot we
sun, and rain, and preparations for curing.
15. Observe concrete mixing:
a. Monitor and record amount of water added at proj
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C. Laboratory Tests of Field Samples:

1. Test compression test cylinders for strength in accordance with ASTM
C39. For each test series, test one cylinder at 7 d ays and one
cylinder at 28 days. Use remaining cylinder as a sp are tested as
directed by Resident Engineer. Compile laboratory t est reports as
follows: Compressive strength test shall be result of one cylinder,
except when one cylinder shows evidence of improper sampling, molding
or testing, in which case it shall be discarded and strength of spare
cylinder shall be used.

2. Furnish certified compression test reports (dupl icate) to Resident
Engineer. In test report, indicate the following in formation:

a. Cylinder identification number and date cast.

b. Specific location at which test samples were tak en.
c. Type of concrete, slump, and percent air.

d. Compressive strength of concrete in MPa (psi).

e. Date delivered to laboratory and date tested.

---END---
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SECTION 01 74 19
CONSTRUCTION WASTE MANAGEMENT
PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the requirements for the management of non-

hazardous building construction and demolition wast

B. Waste disposal in landfills shall be minimized t

possible. Of the inevitable waste that is generated
waste material as economically feasible shall be sa

e.
o the greatest extent
, as much of the
Ivaged, recycled or

reused.
C. Contractor shall use all reasonable means to div ert construction and
demolition waste from landfills and incinerators, a nd facilitate their
salvage and recycle not limited to the following:
1. Waste Management Plan development and implementa tion.
2. Techniques to minimize waste generation.
3. Sorting and separating of waste materials.
4. Salvage of existing materials and items for reus e or resale.
5. Recycling of materials that cannot be reused or sold.
D. At a minimum the following waste categories shal | be diverted from
landfills:
1. Sail.
. Inerts (eg, concrete, masonry and asphalt).
. Clean dimensional wood and palette wood.

. Green waste (biodegradable landscaping materials ).

a b~ W DN

. Engineered wood products (plywood, particle boar d and I-joists,
etc).
6. Metal products (eg, steel, wire, beverage contai ners, copper, etc).
7. Cardboard, paper and packaging.
8. Bitumen roofing materials.
9. Plastics (eg, ABS, PVC).
10. Carpet and/or pad.
11.Gypsum board.
12.Insulation.
13. Paint.
14.Fluorescent lamps.
1.2 RELATED WORK

A. Section 01 00 00, GENERAL REQUIREMENTS.

017419-1



1.3 QUALITY ASSURANCE
A. Contractor shall practice efficient waste manage

cutting and installing building products. Processes
to ensure the generation of as little waste as poss
/Demolition waste includes products of the followin

. Excess or unusable construction materials.

. Packaging used for construction products.

. Poor planning and/or layout.

. Construction error.

. Over ordering.

. Weather damage.

. Contamination.

0 N oo o~ WN P

. Mishandling.
9. Breakage.

B. Establish and maintain the management of non-haz
construction and demolition waste set forth herein.
assessment to estimate the types of materials that
demolition and construction.

C. Contractor shall be responsible for implementati

programs involving rebates or similar incentives re

Any revenues or savings obtained from salvage or re

to the contractor.

D. Contractor shall provide all demolition, removal
materials. Contractor shall ensure that facilities
reuse and disposal shall be permitted for the inten
extent required by local, state, federal regulation

Building Design Guide website

http://www.cwm.wbdg.org
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Construction Waste Management Database that contain

companies that haul, collect, and process recyclabl
construction projects.

E. Contractor shall assign a specific area to facil
materials for reuse, salvage, recycling, and return
be kept neat and clean and clearly marked in order
contamination or mixing of materials.

F. Contractor shall provide on-site instructions an
separation, handling, salvaging, recycling, reuse a

be used by all parties during waste generating stag
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G. Record on daily reports any problems in complyin

regulations and ordinances with corrective action t
1.4 TERMINOLOGY

A. Class Il Landfill: A landfill that accepts non-
such as household, commercial and industrial waste
construction, remodeling, repair and demolition ope

B. Clean: Untreated and unpainted; uncontaminated
solvents, mastics and like products.

C. Construction and Demolition Waste: Includes all
resulting from construction, remodeling, alteration

demolition operations.

w)

. Dismantle: The process of parting out a building
preserve the usefulness of its materials and compon

m

. Disposal: Acceptance of solid wastes at a legall
for the purpose of land filling (includes Class IlI
fills).

. Inert Backfill Site: A location, other than iner

T

disposal facility, to which inert materials are tak
of filling an excavation, shoring or other soil eng
G. Inert Fill: A facility that can legally accept i

asphalt and concrete exclusively for the purpose of

I

. Inert Solids/Inert Waste: Non-liquid solid resou
limited to, soil and concrete that does not contain
soluble pollutants at concentrations in excess of w
objectives established by a regional water board, a
significant quantities of decomposable solid resour

I. Mixed Debris: Loads that include commingled recy

recyclable materials generated at the construction

J. Mixed Debris Recycling Facility: A solid resourc

that accepts loads of mixed construction and demoli
purpose of recovering re-usable and recyclable mate
non-recyclable materials.

K. Permitted Waste Hauler: A company that holds a v

and transport solid wastes from individuals or busi

purpose of recycling or disposal.

017419-3

VA Project Number 568-13-113

g with laws,
aken.

hazardous resources
resulting from
rations.

with adhesives, oils,

non-hazardous resources

s, repair and

in such a way as to
ents.
y operating facility

landfills and inert

t fill or other
en for the purpose
ineering operation.

nert waste, such as
disposal.

rces including, but not
hazardous waste or
ater-quality
nd does not contain
ces.

clable and non-
site.

e processing facility
tion debris for the

rials and disposing

alid permit to collect
nesses for the



L. Recycling: The process of sorting, cleansing, tr
reconstituting materials for the purpose of using t
the manufacture of a new product. Recycling does no
incinerating or thermally destroying solid waste.

1. On-site Recycling — Materials that are sorted an
for use in an altered state in the work, i.e. concr
use as a sub-base in paving.

2. Off-site Recycling — Materials hauled to a locat
altered form in the manufacture of new products.

M. Recycling Facility: An operation that can legall
the purpose of processing the materials into an alt
manufacture of new products. Depending on the types
accepted and operating procedures, a recycling faci
be required to have a solid waste facilities permit
the local enforcement agency.

N. Reuse: Materials that are recovered for use in t
or off-site.

O. Return: To give back reusable items or unused pr
credit.

P. Salvage: To remove waste materials from the site
by a third party.

Q. Source-Separated Materials: Materials that are s
site for the purpose of reuse and recycling.

R. Solid Waste: Materials that have been designate
are discarded for the purposes of disposal.

S. Transfer Station: A facility that can legally ac
the purpose of temporarily storing the materials fo
other trucks and transporting them to a landfill fo

recovering some materials for re-use or recycling.

1.5 SUBMITTALS

A. In accordance with Section 01 33 23, SHOP DRAWIN
SAMPLES, furnish the following:

B. Prepare and submit to the Resident Engineer a wr
management plan. The plan shall include, but not be
following information:

1. Procedures to be used for debris management.

2. Techniques to be used to minimize waste generati
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3. Analysis of the estimated job site waste to be g
a. List of each material and quantity to be salvage

recycled.

b. List of each material and quantity proposed to b
landfill.

4. Detailed description of the Means/Methods to be
handling.

a. On site: Material separation, storage, protectio
applicable.
b. Off site: Transportation means and destination.
materials.
1) Description of materials to be site-separated an
to designated facilities.
2) Description of mixed materials to be collected b
waste haulers and removed from the site.
c. The names and locations of mixed debris reuse an
facilities or sites.
d. The names and locations of trash disposal landfi
sites.
e. Documentation that the facilities or sites are a
receive the materials.

C. Designated Manager responsible for instructing p
documenting and administer over meetings relevant t
Management Plan.

D. Monthly summary of construction and demolition d
disposal, quantifying all materials generated at th
disposed of or diverted from disposal through recyc

1.6 APPLICABLE PUBLICATIONS

A Publications listed below form a part of this spe
extent referenced. Publications are referenced by t
only. In the event that criteria requirements confl

stringent requirements shall be met.

B. U.S. Green Building Council (USGBC):
LEED Green Building Rating System for New Construct
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1.7 RECORDS
Maintain records to document the quantity of waste
quantity of waste diverted through sale, reuse, or
guantity of waste disposed by landfill or incinerat

be kept in accordance with the LEED Reference Guide

PART 2 - PRODUCTS
2.1 MATERIALS

A. List of each material and quantity to be salvage

B. List of each material and quantity proposed to b

C. Material tracking data: Receiving parties, date
transportation costs, weight tickets, tipping fees,
invoices, net total costs or savings.

PART 3 - EXECUTION
3.1 COLLECTION

A. Provide all necessary containers, bins and stora
effective waste management.

B. Clearly identify containers, bins and storage ar
materials are separated from trash and can be trans
recycling facility for processing.

C. Hazardous wastes shall be separated, stored, dis
local, state, federal regulations.

3.2 DISPOSAL

A. Contractor shall be responsible for transporting
materials that cannot be delivered to a source-sepa
materials recycling facility to a transfer station
that can accept the materials in accordance with st
regulations.

B. Construction or demolition materials with no pra
cannot be salvaged or recycled shall be disposed of
incinerator.

3.3 REPORT

A. With each application for progress payment, subm

construction and demolition debris diversion and di

beginning and ending dates of period covered.

017419-6

VA Project Number 568-13-113

generated; the
recycling; and the
ion. Records shall
and LEED Template.

d, recycled, reused.
e taken to a landfill.
S removed,

manifests,

ge areas to facilitate

eas so that recyclable

ported to respective

posed of according to

and disposing of
rated or mixed
or disposal facility

ate and federal
ctical reuse or that

at a landfill or

it a summary of

sposal including



B. Quantify all materials diverted from landfill di
or recycling during the period with the receiving p
removed, transportation costs, weight tickets, mani
Include the net total costs or savings for each sal
material.

C. Quantify all materials disposed of during the pe
parties, dates removed, transportation costs, weigh
fees, manifests and invoices. Include the net total

disposal.

---END---
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SECTION 07 84 00
FIRESTOPPING
PART 1 GENERAL
1.1 DESCRIPTION
A. Closures of openings in walls, and floors agains
heat, and smoke or gases in fire resistant rated co
B. Closure of openings in walls against penetration
smoke partitions.
1.3 SUBMITTALS
A. Submit in accordance with Section 01 33 23, SHOP
DATA, AND SAMPLES.
B. Manufacturers literature, data, and installation
of firestopping and smoke stopping used.
C. List of FM, UL, or WH classification number of s
D. Certified laboratory test reports for ASTM E814
listed by FM, UL, or WH proposed for use.
1.4 DELIVERY AND STORAGE
A. Deliver materials in their original unopened con
manufacturer’'s name and product identification.
B. Store in a location providing protection from da
the elements.
1.5 WARRANTY
Firestopping work subject to the terms of the Arti
Construction”, FAR clause 52.246-21, except extend
to five years.
1.6 QUALITY ASSURANCE
FM, UL, or WH or other approved laboratory tested
acceptable.
1.7 APPLICABLE PUBLICATIONS
A. Publications listed below form a part of this sp
extent referenced. Publications are referenced in t
designation only.

B. American Society for Testing and Materials (ASTM

E84-10................. Surface Burning Characteris
Materials
E814-11................. Fire Tests of Through-Penet

C. Factory Mutual Engineering and Research Corporat

Annual Issue Approval Guide Building Materials

078400-1
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D. Underwriters Laboratories, Inc. (UL):

Annual Issue Building Materials Directory
Annual Issue Fire Resistance Directory
1479-10.......cc.u..e. Fire Tests of Through-Penet

E. Warnock Hersey (WH):

Annual Issue Certification Listings
PART 2 - PRODUCTS
2.1 FIRESTOP SYSTEMS

A. Use either factory built (Firestop Devices) or f
Penetration Firestop Systems) to form a specific bu
maintaining required integrity of the fire barrier
of gases or smoke.

B. Through-penetration firestop systems and firesto
accordance with ASTM E814 or UL 1479 using the "F"
maintain the same rating and integrity as the fire
sealed. "T" ratings are not required for penetratio
equal to 100 mm (4 in) nominal pipe or 0.01 m
cross sectional area.

C. Products requiring heat activation to seal an op
intumescence shall exhibit a demonstrated ability t
designed to maintain the fire barrier.

D. Firestop sealants used for firestopping or smoke
following properties:

1. Contain no flammable or toxic solvents.

2. Have no dangerous or flammable out gassing durin
curing of products.

3. Water-resistant after drying or curing and unaff
humidity, condensation or transient water exposure.

4. When used in exposed areas, shall be capable of
finished with similar surface treatments as used on
wall or floor surface.

E. Firestopping system or devices used for penetrat
plastic pipe or conduits, unenclosed cables, or oth
materials shall have following properties:

1. Classified for use with the particular type of p
used.
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2. Penetrations containing loose electrical cables,

cables, and communications cables protected using f

systems that allow unrestricted cable changes witho

seal.
3. Intumescent products which would expand to seal
as fire, smoke, toxic fumes, and, water sealant.

F. Maximum flame spread of 25 and smoke development

accordance with ASTM E84.

G. FM, UL, or WH rated or tested by an approved lab
with ASTM E814.

H. Materials to be asbestos free.

2.2 SMOKE STOPPING IN SMOKE PARTITIONS

A. Use silicone sealant in smoke partitions as spec
00, JOINT SEALANTS.

B. Use mineral fiber filler and bond breaker behind

C. Sealants shall have a maximum flame spread of 25
50 when tested in accordance with E84.

D. When used in exposed areas capable of being sand
similar surface treatments as used on the surroundi
surface.

PART 3 - EXECUTION

3.1 EXAMINATION
Submit product data and installation instructions,
article, submittals, after an on site examination o
firestopping.

3.2 PREPARATION

A. Remove dirt, grease, oil, loose materials, or ot
prevent adherence and bonding or application of the
smoke stopping materials.

B. Remove insulation on insulated pipe for a distan
inches) on either side of the fire rated assembly p
firestopping materials unless the firestopping mate
approved for use on insulated pipes.

3.3 INSTALLATION

A. Do not begin work until the specified material d
instructions of the proposed firestopping systems h
and approved.
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B. Install firestopping systems with smoke stopping
UL, WH, or other approved system details and instal

C. Install smoke stopping seals in smoke partitions

3.4 CLEAN-UP AND ACCEPTANCE OF WORK

A. As work on each floor is completed, remove mater
debris.

B. Do not move materials and equipment to the next-
until completed work is inspected and accepted by t
Engineer.

C. Clean up spills of liquid type materials.

---END---
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SECTION 07 92 00
JOINT SEALANTS
PART 1 - GENERAL
1.1 DESCRIPTION:

Section covers all sealant and caulking materials and their
application, wherever required for complete install ation of building
materials or systems.

1.2 RELATED WORK:

A. Firestopping penetrations: Section 07 84 00, FIR ESTOPPING.
1.3 QUALITY CONTROL:

A. Installer Qualifications: An experienced install er who has specialized
in installing joint sealants similar in material, d esign, and extent to
those indicated for this Project and whose work has resulted in joint-
sealant installations with a record of successful i n-service
performance.

B. Source Limitations: Obtain each type of joint se alant through one

source from a single manufacturer.

C. VOC: Acrylic latex and Silicon sealants shall ha ve less than 50g/l VOC
content.
1.4 SUBMITTALS:
A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT
DATA, AND SAMPLES.
B. Manufacturer's installation instructions for eac h product used.
C. Cured samples of exposed sealants for each color where required to

match adjacent material.
D. Manufacturer's Literature and Data:
1. Caulking compound
2. Primers
3. Sealing compound, each type, including compatibi lity when different
sealants are in contact with each other.
1.5 PROJECT CONDITIONS:

A. Environmental Limitations:

1. Do not proceed with installation of joint sealan ts under following
conditions:
a. When ambient and substrate temperature condition S are outside
limits permitted by joint sealant manufacturer or a re below 4.4
(40 °F).

b. When joint substrates are wet.

079200-1
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B. Joint-Width Conditions:

1. Do not proceed with installation of joint sealan
widths are less than those allowed by joint sealant
applications indicated.

C. Joint-Substrate Conditions:

1. Do not proceed with installation of joint sealan
contaminants capable of interfering with adhesion a
joint substrates.

1.6 DELIVERY, HANDLING, AND STORAGE:

A. Deliver materials in manufacturers' original uno
brand names, date of manufacture, shelf life, and m
clearly marked thereon.

B. Carefully handle and store to prevent inclusion

C. Do not subject to sustained temperatures exceedi
than5 °C (40 °F).

1.7 DEFINITIONS:

A. Definitions of terms in accordance with ASTM C71

B. Back-up Rod: A type of sealant backing.

C. Bond Breakers: A type of sealant backing.

D. Filler: A sealant backing used behind a back-up

1.8 WARRANTY:

A. Warranty exterior sealing against leaks, adhesio
failure, and subject to terms of "Warranty of Const
52.246-21, except that warranty period shall be ext

B. General Warranty: Special warranty specified in
deprive Government of other rights Government may h
provisions of Contract Documents and shall be in ad
concurrent with, other warranties made by Contracto
of Contract Documents.

1.9 APPLICABLE PUBLICATIONS:

A. Publications listed below form a part of this sp
referenced. Publications are referenced in text by
only.

B. American Society for Testing and Materials (ASTM

C509-06.......ccceevnn. Elastomeric Cellular Prefor
Sealing Material.

C612-10.......c..eee Mineral Fiber Block and Boa
Insulation.
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C717-10......cccuuns Standard Terminology of Bui Iding Seals and
Sealants.

C834-10................ Latex Sealants.

C919-08........c.cee Use of Sealants in Acoustic al Applications.

C920-10......ueeeeennne Elastomeric Joint Sealants.

C1021-08...........e.... Laboratories Engaged in Tes ting of Building
Sealants.

C1193-09.........uueueee Standard Guide for Use of J oint Sealants.

C1330-02 (R2007)........ Cylindrical Sealant Backing for Use with Cold
Liquid Applied Sealants.

D1056-07................ Specification for Flexible Cellular Materials—
Sponge or Expanded Rubber.

E84-09.................. Surface Burning Characteris tics of Building
Materials.

C. Sealant, Waterproofing and Restoration Institute (SWRI).

The Professionals’ Guide
PART 2 - PRODUCTS
2.1 SEALANTS:

A. S-1:
1. ASTM C920, polyurethane or polysulfide.
2. Type M.
3. Class 25.
4. Grade NS.
5. Shore A hardness of 20-40

B. S-2:
1. ASTM C920, polyurethane or polysulfide.
2. Type M.
3. Class 25.
4. Grade P.
5. Shore A hardness of 25-40.

C.S-3:
1. ASTM C920, polyurethane or polysulfide.
2. Type S.
3. Class 25, joint movement range of plus or minus 50 percent.
4. Grade NS.
5. Shore A hardness of 15-25.

6. Minimum elongation of 700 percent.
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D. S-4:
1. ASTM C920 polyurethane or polysulfide.
2. Type S.
3. Class 25.
4. Grade NS.
5. Shore A hardness of 25-40.
E. S-5:
1. ASTM C920, polyurethane or polysulfide.
2. Type S.
3. Class 25.
4. Grade P.
5. Shore hardness of 15-45.
F. S-6:
1. ASTM C920, silicone, neutral cure.
2. Type S.
3. Class: Joint movement range of plus 100 percent to minus 50 percent.
4. Grade NS.
5. Shore A hardness of 15-20.
6. Minimum elongation of 1200 percent.
G.S-7:
1. ASTM C920, silicone, neutral cure.
2. Type S.
3. Class 25.
4. Grade NS.
5. Shore A hardness of 25-30.
6. Structural glazing application.
H. S-8:
. ASTM C920, silicone, acetoxy cure.
. Type S.
. Class 25.
. Grade NS.
. Shore A hardness of 25-30.

. Structural glazing application.

. ASTM C920 silicone.
. Type S.

. Class 25.

. Grade NS.

079200-4



VA Project Number 568-13-113

5. Shore A hardness of 25-30.
6. Non-yellowing, mildew resistant.

J. S-10:
1. ASTMC C920, coal tar extended fuel resistance po lyurethane.
2. Type M/S.
3. Class 25.
4. Grade P/INS.
5. Shore A hardness of 15-20.

K. S-11:
1. ASTM C920 polyurethane.
2. Type M/S.
3. Class 25.
4. Grade P/NS.
5. Shore A hardness of 35 to 50.

L. S-12:
1. ASTM C920, polyurethane.
2. Type M/S.
3. Class 25, joint movement range of plus or minus 50 percent.
4. Grade P/INS.
5. Shore A hardness of 25 to 50.

2.2 CAULKING COMPOUND:
A. C-1: ASTM C834, acrylic latex.
B. C-2: One component acoustical caulking, non dryi ng, non hardening,

synthetic rubber.

2.3 COLOR:
A. Sealants used with exposed masonry shall match c olor of mortar joints.
B. Sealants used with unpainted concrete shall matc h color of adjacent
concrete.
C. Color of sealants for other locations shall be | ight gray or aluminum,

unless specified otherwise.
D. Caulking shall be light gray or white, unless sp ecified otherwise.
2.4 JOINT SEALANT BACKING:

A. General: Provide sealant backings of material an d type that are
nonstaining; are compatible with joint substrates, sealants, primers,
and other joint fillers; and are approved for appli cations indicated by
sealant manufacturer based on field experience and laboratory testing.
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B. Cylindrical Sealant Backings: ASTM C1330, of typ
of size and density to control sealant depth and ot
to producing optimum sealant performance:

1. Type C: Closed-cell material with a surface skin

C. Elastomeric Tubing Sealant Backings: Neoprene, b

tubing complying with ASTM D1056, nonabsorbent to w

capable of remaining resilient at temperatures down

VA Project Number 568-13-113

e indicated below and
herwise contribute

utyl, EPDM, or silicone
ater and gas, and

to minus 32 °C

(minus 26 ° F). Provide products with low compression set and of size and

shape to provide a secondary seal, to control seala
otherwise contribute to optimum sealant performance
D. Bond-Breaker Tape: Polyethylene tape or other pl
by sealant manufacturer for preventing sealant from
inflexible joint-filler materials or joint surfaces
where such adhesion would result in sealant failure
adhesive tape where applicable.
2.5 FILLER:
A. Mineral fiber board: ASTM C612, Class 1.
B. Thickness same as joint width.
C. Depth to fill void completely behind back-up rod
2.6 PRIMER:
A. As recommended by manufacturer of caulking or se
B. Stain free type.
2.7 CLEANERS-NON POUROUS SURFACES:

Chemical cleaners acceptable to manufacturer of se
backing material free of oily residues and other su
staining or harming joint substrates and adjacent n
and formulated to promote adhesion of sealant and s

PART 3 - EXECUTION
3.1 INSPECTION:
A. Inspect substrate surface for bond breaker conta
materials at adherent faces of sealant.
B. Coordinate for repair and resolution of unsound
C. Inspect for uniform joint widths and that dimens

tolerance established by sealant manufacturer.
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3.2 PREPARATIONS:

A. Prepare joints in accordance with manufacturer's instructions and SWRI.
B. Clean surfaces of joint to receive caulking or s ealants leaving joint
dry to the touch, free from frost, moisture, grease , oil, wax, lacquer
paint, or other foreign matter that would tend to d estroy or impair
adhesion.
1. Clean porous joint substrate surfaces by brushin g, grinding, blast
cleaning, mechanical abrading, or a combination of these methods to
produce a clean, sound substrate capable of develop ing optimum bond

with joint sealants.
2. Remove loose particles remaining from above clea ning operations by
vacuuming or blowing out joints with oil-free compr essed air. Porous

joint surfaces include the following:

a. Concrete.
b. Masonry.
c¢. Unglazed surfaces of ceramic tile.
3. Remove laitance and form-release agents from con crete.
4. Clean nonporous surfaces with chemical cleaners or other means that
do not stain, harm substrates, or leave residues ca pable of

interfering with adhesion of joint sealants.
a. Metal.
b. Glass.
c. Porcelain enamel.
d. Glazed surfaces of ceramic tile.
C. Do not cut or damage joint edges.
D. Apply masking tape to face of surfaces adjacent to joints before

applying primers, caulking, or sealing compounds.

1. Do not leave gaps between ends of sealant backin gs.
2. Do not stretch, twist, puncture, or tear sealant backings.
3. Remove absorbent sealant backings that have beco me wet before
sealant application and replace them with dry mater ials.
E. Apply primer to sides of joints wherever require d by compound

manufacturer's printed instructions.

1. Apply primer prior to installation of back-up ro d or bond breaker
tape.
2. Use brush or other approved means that will reac h all parts of
joints.
F. Take all necessary steps to prevent three sided adhesion of sealants.
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3.3 BACKING INSTALLATION:

A. Install back-up material, to form joints enclose
required for specified depth of sealant.

B. Where deep joints occur, install filler to fill
up rod and position the rod at proper depth.

C. Cut fillers installed by others to proper depth
back-up rod and sealants.

D. Install back-up rod, without puncturing the mate
depth, within plus or minus 3 mm (1/8 inch) for sea
specified.

E. Where space for back-up rod does not exist, inst
strip at bottom (or back) of joint so sealant bonds
opposing surfaces.

F. Take all necessary steps to prevent three sided

3.4 SEALANT DEPTHS AND GEOMETRY:

A. At widths up to 6 mm (1/4 inch), sealant depth e

B. At widths over 6 mm (1/4 inch), sealant depth 1/
(1/2 inch) maximum depth at center of joint with se
center of joint approximately 1/2 of depth at adhes

3.5 INSTALLATION:

A. General:

1. Apply sealants and caulking only when ambient te
5°Cand38 °C (40 °and 100 °F).

2. Do not use polysulfide base sealants where seala

fumes from bituminous materials, or where water vap

contact with cementitious materials may be present.

3. Do not use sealant type listed by manufacture as
use in locations specified.

4. Apply caulking and sealing compound in accordanc

manufacturer's printed instructions.

. Fill joints solidly with compound and finish com
. Tool joints to concave surface unless shown or s

o N o o

. Finish paving or floor joints flush unless joint
detailed.
9. Apply compounds with nozzle size to fit joint wi
10. Test sealants for compatibility with each other
only compatible sealant.
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B. For application of sealants, follow requirements
specified otherwise.

C. Where gypsum board partitions are of sound rated
barrier construction, follow requirements of ASTM C
cut-outs and intersections with the adjoining const
specified otherwise.

1. Apply a 6 mm (1/4 inch) minimum bead of sealant
(tracks), including those used at partition interse
dissimilar wall construction.

2. Coordinate with application of gypsum board to i
immediately prior to application of gypsum board.

3. Partition intersections: Seal edges of face laye
abutting intersecting partitions, before taping and
application of veneer plaster-joint reinforcing.

4. Openings: Apply a 6 mm (1/4 inch) bead of sealan
outs to seal openings of electrical boxes, ducts, p
penetrations. To seal electrical boxes, seal sides

5. Control Joints: Before control joints are instal
in back of control joint to reduce flanking path fo
control joint.

3.6 FIELD QUALITY CONTROL:

A. Inspect tested joints and report on following:

1. Whether sealants in joints connected to pulled-o
adhere to joint substrates or tore cohesively. Incl
distance used to test each type of product and join

2. Compare these results to determine if adhesion p
manufacturer’s field-adhesion hand-pull test criter

3. Whether sealants filled joint cavities and are f

4. Whether sealant dimensions and configurations co
requirements.

B. Repair sealants pulled from test area by applyin
following same procedures used to originally seal
original sealant surfaces are clean and new sealant
sealant.

3.7 CLEANING:

A. Fresh compound accidentally smeared on adjoining

immediately and rub clean with a solvent as recomme

or sealant manufacturer.
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B. After filling and finishing joints, remove maski ng tape.
C. Leave adjacent surfaces in a clean and unstained condition.
3.8 LOCATIONS:
A. Exterior Building Joints, Horizontal and Vertica
1. Metal to Metal: Type S-1, S-2
. Metal to Masonry or Stone: Type S-1
. Masonry to Masonry or Stone: Type S-1
. Stone to Stone: Type S-1
. Cast Stone to Cast Stone: Type S-1
. Threshold Setting Bed: Type S-1, S-3, S-4
. Masonry Expansion and Control Joints: Type S-6

0 N oo 0o B~ WN

. Wood to Masonry: Type S-1
B. Metal Reglets and Flashings:
1. Flashings to Wall: Type S-6
2. Metal to Metal: Type S-6
C. Sanitary Joints:
1. Wallls to Plumbing Fixtures: Type S-9
2. Counter Tops to Walls: Type S-9
3. Pipe Penetrations: Type S-9
D. Horizontal Traffic Joints:
1. Concrete Paving, Unit Pavers: Type S-11 or S-12
2. Garage/Parking Decks: Type S-10
E. High Temperature Joints over 204 degrees C (400 degrees F):
1. Exhaust Pipes, Flues, Breech Stacks: Type S-7 or S-8
F. Interior Caulking:
1. Typical Narrow Joint 6 mm, (1/4 inch) or less at Walls and Adjacent
Components: Types C-1 and C-2.
2. Perimeter of Doors, Windows, Access Panels which Adjoin Concrete or
Masonry Surfaces: Types C-1 and C-2.
3. Joints at Masonry Walls and Columns, Piers, Conc rete Walls or

Exterior Walls: Types C-1 and C-2.

4. Perimeter of Lead Faced Control Windows and Plas ter or Gypsum
Wallboard Walls: Types C-1 and C-2.
5. Exposed Isolation Joints at Top of Full Height W alls: Types C-1 and
C-2.
6. Exposed Acoustical Joint at Sound Rated Partitio ns Type C-2.
7. Concealed Acoustic Sealant Types S-4, C-1 and C- 2.
---END---

079200-10
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REQUIREMENTS FOR COMMUNICATIONS INSTALLATIONS

PART 1 - GENERAL
1.1 DESCRIPTION

A. This Section, Requirements for Communications In
all sections of Division 27.

B. Furnish and install communications cabling, syst
accessories in accordance with the specifications a
Capacities and ratings of transformers, cable, and
arrangements for the specified items are shown on d

1.2 MINIMUM REQUIREMENTS

A. References to industry and trade association sta
minimum installation requirement standards.

B. Drawings and other specification sections shall
instances where requirements are greater than those
above standards.

1.3 QUALIFICATIONS (PRODUCTS AND SERVICES)

A. Manufacturers Qualifications: The manufacturer s
presently produce, as one of the manufacturer's pri
equipment and material specified for this project,
manufactured the item for at least three years.

B. Product Qualification:

1. Manufacturer's product shall have been in satisf
three installations of similar size and type as thi
approximately three years.

2. The Government reserves the right to require the
a list of installations where the products have bee
before approval.

C. Service Qualifications: There shall be a permane
maintained or trained by the manufacturer which wil
service to this installation within eight hours of
notification that service is needed. Submit name an
organizations.

1.4 MANUFACTURED PRODUCTS

A. Materials and equipment furnished shall be of cu
manufacturers regularly engaged in the manufacture
which replacement parts shall be available.

B. When more than one unit of the same class of equ
units shall be the product of a single manufacturer

C. Equipment Assemblies and Components:

270511-1

stallations, applies to

ems, equipment, and
nd drawings.
other items and
rawings.

ndards and codes are

govern in those
specified in the

hall regularly and
ncipal products, the
and shall have

actory operation, on
s project, for

Contractor to submit
n in operation

nt service organization
| render satisfactory
receipt of
d address of service

rrent production by
of such items, for

ipment is required, such



1. Components of an assembled unit need not be prod
manufacturer.

2. Manufacturers of equipment assemblies, which inc
by others, shall assume complete responsibility for
assembled unit.

3. Components shall be compatible with each other a
assembly for the intended service.

4. Constituent parts which are similar shall be the
manufacturer.

D. Factory wiring shall be identified on the equipm
on all wiring diagrams.
E. When Factory Testing Is Specified:

1. The Government shall have the option of witnessi

contractor shall notify the VA through the Resident

minimum of 15 working days prior to the manufacture

factory tests.

2. Four copies of certified test reports containing
be furnished to the Resident Engineer prior to fina
not more than 90 days after completion of the tests

3. When equipment fails to meet factory test and re
required, the contractor shall be liable for all ad
including expenses of the Government.

1.5 EQUIPMENT REQUIREMENTS
Where variations from the contract requirements ar

accordance with the GENERAL CONDITIONS and Section

VA Project Number 568-13-113
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components shall include, but not be limited to add

branch circuits, circuit protective devices, condui

controls, panels and installation methods.

1.6 EQUIPMENT PROTECTION
A. Equipment and materials shall be protected durin

against physical damage, dirt, moisture, cold and r

1. During installation, enclosures, equipment, cont
circuit protective devices, and other like items, s
against entry of foreign matter; and be vacuum clea
and outside before testing and operating and repain

2. Damaged equipment shall be, as determined by the
placed in first class operating condition or be ret
source of supply for repair or replacement.

3. Painted surfaces shall be protected with factory
heavy kraft paper, sheet vinyl or equal.
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4. Damaged paint on equipment and materials shall b
same quality of paint and workmanship as used by th
repaired areas are not obvious.

1.7 WORK PERFORMANCE
A. Job site safety and worker safety is the respons
contractor.
B. For work on existing stations, arrange, phase an
communications service for other buildings at all t

Article OPERATIONS AND STORAGE AREAS under Section

REQUIREMENTS.

C. New work shall be installed and connected to exi
carefully. Disturbed or damaged work shall be repla
its prior conditions, as required by Section 01 00
REQUIREMENTS.

D. Coordinate location of equipment and pathways wi

minimize interferences. See the GENERAL CONDITIONS.

1.8 EQUIPMENT INSTALLATION AND REQUIREMENTS
A. Equipment location shall be as close as practica
the drawings.
B. Inaccessible Equipment:

1. Where the Government determines that the Contrac
equipment not conveniently accessible for operation
the equipment shall be removed and reinstalled as d
additional cost to the Government.

2. "Conveniently accessible" is defined as being ca
reached without the use of ladders, or without clim
under or over obstacles such as, but not limited to
belt guards, transformers, piping, ductwork, condui

1.9 EQUIPMENT IDENTIFICATION
A. Install an identification sign which clearly ind
required for use and maintenance of equipment.

B. Nameplates shall be laminated black phenolic res
with engraved lettering, a minimum of 6 mm (1/4 inc
nameplates with screws. Nameplates that are furnish
a standard catalog item, or where other method of i
herein specified, are exceptions.

270511-3
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1.10 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP
AND SAMPLES.

B. The Government's approval shall be obtained for
material before delivery to the job site. Delivery,
installation of equipment or material which has not
will not be permitted at the job site.

C. All submittals shall include adequate descriptiv
cuts, shop drawings, and other data necessary for t
ascertain that the proposed equipment and materials
specification requirements. Catalog cuts submitted
be legible and clearly identify equipment being sub

D. Submittals for individual systems and equipment
of more than one item or component shall be made fo
assembly as a whole. Partial submittals will not b
approval.

1. Mark the submittals, "SUBMITTED UNDER SECTION____

2. Submittals shall be marked to show specification
the section and paragraph numbers.

3. Submit each section separately.

E. The submittals shall include the following:

1. Information that confirms compliance with contra
Include the manufacturer's name, model or catalog n
information, technical data sheets, shop drawings,
nameplate data and test reports as required.

2. Elementary and interconnection wiring diagrams f
signal systems, control system and equipment assemb
points and wiring shall be identified on wiring dia

3. Parts list which shall include those replacement
the equipment manufacturer, quantity of parts, curr
availability of each part.

F. Manuals: Submit in accordance with Section 01 00

REQUIREMENTS.

1. Maintenance and Operation Manuals: Submit as req
equipment specified in the technical sections. Furn
bound in hardback binders, (manufacturer's standard
approved equivalent. Furnish one complete manual as
technical section but in no case later than prior t
systems or equipment test, and furnish the remainin
contract completion.
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2. Inscribe the following identification on the cov

er: the words

"MAINTENANCE AND OPERATION MANUAL," the name and lo cation of the

system, equipment, building, name of Contractor, an

Include in the manual the names, addresses, and tel

each subcontractor installing the system or equipme

representatives for the system or equipment.
3. Provide a "Table of Contents" and assemble the m

the table of contents, with tab sheets placed befor

covering the subject. The instructions shall be leg

read, with large sheets of drawings folded in.
4. The manuals shall include:

a. Internal and interconnecting wiring and control
to explain detailed operation and control of the eq

b. A control sequence describing start-up, operatio

c. Description of the function of each principal it

d. Installation and maintenance instructions.

e. Safety precautions.

f. Diagrams and illustrations.

g. Testing methods.

h. Performance data.

i. Pictorial "exploded" parts list with part number
be placed on the use of special tools and instrumen
shall indicate sources of supply, recommended spare
name of servicing organization.

j- Appendix; list qualified permanent servicing org
support of the equipment, including addresses and c
qualifications.

G. Approvals will be based on complete submission o
shop drawings.

H. After approval and prior to installation, furnis
with one sample of each of the following:
1. A 300 mm (12 inch) length of each type and size

along with the tag from the coils of reels from whi

were taken.

2. Each type of conduit and pathway coupling, bushi
fitting.
3. Raceway and pathway hangers, clamps and supports
4. Duct sealing compound.
1.11 SINGULAR NUMBER
Where any device or part of equipment is referred
specifications in the singular number (e.g., "the s
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reference shall be deemed to apply to as many such
required to complete the installation as shown on t

1.12 TRAINING

A. Training shall be provided in accordance with Ar
Section 01 00 00, GENERAL REQUIREMENTS.

B. Training shall be provided for the particular eq
required in each associated specification.

C. A training schedule shall be developed and submi
and approved by the Resident Engineer at least 30 d
planned training.

---END---
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GROUNDING AND BONDING FOR COMMUNICATIONS SYSTEMS

PART 1 - GENERAL
1.1 DESCRIPTION
A. This section specifies general grounding and bon
telecommunication installations for equipment opera
B. “Grounding electrode system” refers to all elect
as well as including made, supplementary, telecommu
grounding electrodes.
C. The terms “connect” and “bond” are used interchange
specification and have the same meaning.
1.2 RELATED WORK

A. Section 27 05 11, REQUIREMENTS FOR COMMUNICATION

General electrical requirements and items that are
one section of Division 27.
1.3 SUBMITTALS
A. Submit in accordance with Section 27 05 11, REQU
COMMUNICATIONS INSTALLATIONS.
B. Shop Drawings:
1. Sufficient information, clearly presented, shall
determine compliance with drawings and specificatio
2. Include the location of system grounding electro
the routing of aboveground and underground groundin
conductors.
C. Test Reports: Provide certified test reports of
D. Certifications: Two weeks prior to final inspect
of the following to the Resident Engineer:
1. Certification that the materials and installatio
with the drawings and specifications.
2. Certification, by the Contractor, that the compl
been properly installed and tested.
1.4 APPLICABLE PUBLICATIONS
Publications listed below (including amendments, a
supplements, and errata) form a part of this specif
extent referenced. Publications are referenced in t
designation only.

270526-1

ding requirements of
tions.

rodes required by NEC,
nications system

ably in this

S INSTALLATIONS:

common to more than

IREMENTS FOR

be included to
ns.
de connections and

g electrode

ground resistance.

ion, submit four copies

n is in accordance

ete installation has

ddenda, revisions,

ication to the
he text by the basic



A. American Society for Testing and Materials (ASTM

B1-2001................. Standard Specification for
Wire
B8-2004................. Standard Specification for

VA Project Number 568-13-113

Hard-Drawn Copper

Concentric-Lay-

Stranded Copper Conductors, Hard, Medium-Hard,

or Soft
B. Institute of Electrical and Electronics Engineer
81-1983............... IEEE Guide for Measuring Ea

s, Inc. (IEEE):
rth Resistivity,

Ground Impedance, and Earth Surface Potentials

of a Ground System
C. National Fire Protection Association (NFPA):
70-2005.........c.... National Electrical Code (N
D. Telecommunications Industry Association, (TIA)
J-STO-607-A-2002........ Commercial Building Groundi

EC)

ng (Earthing) and

Bonding Requirements for Telecommunications

E. Underwriters Laboratories, Inc. (UL):

44-2005 ................ Thermoset-Insulated Wires a
83-2003 ... Thermoplastic-Insulated Wir
467-2004 ............... Grounding and Bonding Equip

486A-486B-2003 ......... Wire Connectors
PART 2 - PRODUCTS
2.1 GROUNDING AND BONDING CONDUCTORS

A. Equipment grounding conductors shall be UL 83 in
copper, except that sizes 6 mm2 (10 AWG) and small
copper. Insulation color shall be continuous green
grounding conductors, except that wire sizes 25 mm2
shall be permitted to be identified per NEC.

B. Bonding conductors shall be ASTM B8 bare strande
sizes 6 mm2 (10 AWG) and smaller shall be ASTM B1 s
wire.

2.2 SPLICES AND TERMINATION COMPONENTS
Components shall meet or exceed UL 467 and be clea
manufacturer, catalog number, and permitted conduct

PART 3 - EXECUTION

3.1 GENERAL

A. Ground in accordance with the NEC, as shown on d
hereinafter specified.
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3.2 TELECOMMUNICATIONS SYSTEM

A.

Bond telecommunications system grounding equipment
electrical grounding electrode system.

Furnish and install all wire and hardware required

bond and connect communications raceway, cable tray
shields, and equipment to a ground source.

Ground bonding jumpers shall be continuous with no
shortest length of bonding jumper possible.

Provide ground paths that are permanent and continu
resistance of 1 ohm or less from raceway, cable tra
connections to the building grounding electrode. T
individual bonding connections shall be 10 milli oh
Bonding Jumpers:

1. Use insulated ground wire of the size and type show
Drawings or use a minimum of 16 mmz2 (6 AWG) insulat
wire.

2. Assemble bonding jumpers using insulated ground wir
with compression connectors.

3. Use compression connectors of proper size for condu

specified. Use connector manufacturer's compressio

F. Bonding Jumper Fasteners:

1. Conduit: Fasten bonding jumpers using screw lugs
bushings or conduit strut clamps, or the clamp pads
conduit fasteners. When screw lug connectionto a ¢
clamp is not possible, fasten the plain end of a bo
by slipping the plain end under the conduit strut c
the clamp screw firmly. Where appropriate, use zinc
tooth lockwashers.

2. Wireway and Cable Tray: Fasten bonding jumpers u
bolts, external tooth lockwashers, and nuts. Insta
cover, e.g., zinc-plated acorn nuts on any bolts ex
wireway or cable tray to prevent cable damage.

3. Ground Plates and Busbars: Fasten bonding jumper
compression lugs. Use tin-plated copper or copper a
external tooth lockwashers, and nuts.

4. Unistrut and Raised Floor Stringers: Fasten bond

zinc-plated, self-drill screws and external tooth |
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3.3 COMMUNICATIONS CABLE TRAY SYSTEMS:
A. Bond the metallic structures of one cable tray i n each tray run
following the same path to provide 100 percent elec trical continuity
throughout this cable tray systems as follows:

1. Splice plates provided by the cable tray manufac turer can be used
for providing a ground bonding connection between c able tray
sections when the resistance across a bolted connec tion is 10
milliohms or less. The Subcontractor shall verify t his loss by
testing across one slice plate connection in the pr esence of the
Contractor.

2. Install a 16 mmz2 (6 AWG) bonding jumper across e ach cable tray
splice or junction where splice plates cannot be us ed.

3. When cable tray terminations to cable rack, inst all 16 mm2 (6 AWG)
bonding jumper between cable tray and cable rank pa n.

3.4 COMMUNICATIONS RACEWAY GROUNDING
A. Conduit: Use insulated 16 mm? (6 AWG) bonding jumpe rs to ground
metallic conduit at each end and to bond at all int ermediate metallic
enclosures.
B. Wireway: use insulated 16 mm2 (6 AWG) bonding jumpe rs to ground or bond
metallic wireway at each end at all intermediate me tallic enclosures

and across all section junctions.

C. Cable Tray Systems: Use insulated 16 mmz2 (6 AWG) bo nding jumpers to
ground cable tray to column-mounted building ground plates (pads) at
each end and approximately every 16 meters (50 feet ).

---END---
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RACEWAYS AND BOXES FOR COMMUNICATIONS SYSTEMS

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the furnishing, installat
conduit, fittings, and boxes to form complete, coor
systems. Raceways are required for all communicatio
shown or specified otherwise.

B. Definitions: The term conduit, as used in this s
any or all of the raceway types specified.

1.2 RELATED WORK

A. Bedding of conduits: Section 31 20 00, EARTH MOV

B. Sealing around penetrations to maintain the inte
construction: Section 07 84 00, FIRESTOPPING.

C. Sealing around conduit penetrations through the
prevent moisture migration into the building: Secti
SEALANTS.

D. General electrical requirements and items that i
one section of Division 27: Section 27 05 11, REQUI
COMMUNICATIONS INSTALLATIONS.

E. Requirements for personnel safety and to provide
for possible ground fault currents: Section 27 05 2
BONDING FOR COMMUNICATIONS SYSTEMS.

1.3 SUBMITTALS
In accordance with Section 01 33 23, SHOP DRAWINGS
SAMPLES, furnish the following:
A. Shop Drawings:

1. Size and location of panels and pull boxes

2. Layout of required conduit penetrations through

3. The specific item proposed and its area of appli
identified on the catalog cuts.

B. Certification: Prior to final inspection, delive
Engineer four copies of the certification that the
accordance with the drawings and specifications and
installed.

1.4 APPLICABLE PUBLICATIONS
A. Publications listed below (including amendments,
supplements and errata) form a part of this specifi
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referenced. Publications are referenced in the text
designation only.
B. National Fire Protection Association (NFPA):
National Electrical Code (N
C. Underwriters Laboratories, Inc. (UL):
Flexible Metal Conduit
5-01.cciiiiiiiccnnnn. Surface Metal Raceway and F

6-03..cccviieeeeeen, Rigid Metal Conduit
50-03....ccccvvveene Enclosures for Electrical E
360-03.................. Liquid-Tight Flexible Steel

467-0L.....cccvvvene.. Grounding and Bonding Equip

514A-01................. Metallic Outlet Boxes
514B-02................. Fittings for Cable and Cond
514C-05....cccceeeenne Nonmetallic Outlet Boxes, F
Covers
651-02.................. Schedule 40 and 80 Rigid PV
651A-03................. Type EB and A Rigid PVC Con
797-03.................. Electrical Metallic Tubing
1242-00........ccc...... Intermediate Metal Conduit

D. National Electrical Manufacturers Association (N

TC-3-04.....cccee... PVC Fittings for Use with R
Tubing
FB1-03......ccccvvvnnee Fittings, Cast Metal Boxes

VA Project Number 568-13-113
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PART 2 - PRODUCTS
2.1 MATERIAL
A. Conduit Size: In accordance with the NEC, but no
(1/2 inch) unless otherwise shown. Where permitted
(1/2 inch) flexible conduit may be used for tap con
lighting fixtures.

B. Conduit:

1. Rigid galvanized steel: Shall Conform to UL 6, A

2. Rigid aluminum: Shall Conform to UL 6A, ANSI C80

3. Rigid intermediate steel conduit (IMC): Shall Co
ANSI C80.6.

4. Electrical metallic tubing (EMT): Shall Conform
C80.3. Maximum size not to exceed 105 mm (4 inch) a
permitted only with cable rated 600 volts or less.

5. Flexible galvanized steel conduit: Shall Conform

270533-2
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6. Liquid-tight flexible metal conduit: Shall Confo rm to UL 360.
7. Direct burial plastic conduit: Shall conform to UL 651 and UL 651A,
heavy wall PVC or high density polyethylene (PE).
8. Surface metal raceway: Shall Conform to UL 5.
C. Conduit Fittings:
1. Rigid steel and IMC conduit fittings:

a. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA
FB1.

b. Standard threaded couplings, locknuts, bushings, and elbows: Only
steel or malleable iron materials are acceptable. | ntegral

retractable type IMC couplings are also acceptable.
c. Locknuts: Bonding type with sharp edges for digg ing into the metal
wall of an enclosure.

d. Bushings: Metallic insulating type, consisting o f an insulating
insert molded or locked into the metallic body of t he fitting.
Bushings made entirely of metal or nonmetallic mate rial are not
permitted.

e. Erickson (union-type) and set screw type couplin gs: Approved for
use in concrete are permitted for use to complete a conduit run
where conduit is installed in concrete. Use set scr ews of case
hardened steel with hex head and cup point to firml y seatin
conduit wall for positive ground. Tightening of set screws with
pliers is prohibited.

f. Sealing fittings: Threaded cast iron type. Use ¢ ontinuous drain
type sealing fittings to prevent passage of water v apor. In
concealed work, install fittings in flush steel box es with blank
cover plates having the same finishes as that of ot her electrical

plates in the room.
2. Rigid aluminum conduit fittings:

a. Standard threaded couplings, locknuts, bushings, and elbows:
Malleable iron, steel or aluminum alloy materials; Zinc or cadmium
plate iron or steel fittings. Aluminum fittings con taining more
than 0.4 percent copper are prohibited.

b. Locknuts and bushings: As specified for rigid st eel and IMC
conduit.

c. Set screw fittings: Not permitted for use with a luminum conduit.

3. Electrical metallic tubing fittings:

a. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA
FB1.

b. Only steel or malleable iron materials are accep table.

270533-3



c. Couplings and connectors: Concrete tight and rai
connectors having insulated throats. Use gland and
compression type couplings and connectors for condu
(2 inches) and smaller. Use set screw type coupling
screws each for conduit sizes over 50 mm (2 inches)
screws of case-hardened steel with hex head and cup
firmly seat in wall of conduit for positive groundi

d. Indent type connectors or couplings are prohibit

e. Die-cast or pressure-cast zinc-alloy fittings or
"pot metal" are prohibited.

4. Flexible steel conduit fittings:
a. Conform to UL 514B. Only steel or malleable iron

acceptable.

b. Clamp type, with insulated throat.
5. Liquid-tight flexible metal conduit fittings:

a. Fittings shall meet the requirements of UL 514B

FB1.

b. Only steel or malleable iron materials are accep

c. Fittings must incorporate a threaded grounding ¢
plastic compression ring, and a gland for tightenin
shall have insulated throats.

6. Direct burial plastic conduit fittings:

a. Fittings shall meet the requirements of UL 514C

b. As recommended by the conduit manufacturer.
7. Surface metal raceway fittings:

a. As recommended by the raceway manufacturer.

8. Expansion and deflection couplings:
a. Conform to UL 467 and UL 514B.

b. Accommodate, 19 mm (0.75 inch) deflection, expan
contraction in any direction, and allow 30 degree a

deflections.

c. Include internal flexible metal braid sized to g
ground continuity and fault currents in accordance
and the NEC code tables for ground conductors.

d. Jacket: Flexible, corrosion-resistant, watertigh
heat resistant molded rubber material with stainles

clamps.
D. Conduit Supports:

1. Parts and hardware: Zinc-coat or provide equival

protection.

270533-4
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2. Individual Conduit Hangers: Designed for the pur
pre-assembled closure bolt and nut, and provisions
hanger rod.

3. Multiple conduit (trapeze) hangers: Not less tha
(1-1/2 by 1-1/2 inch), 12 gage steel, cold formed,
with not less than 9 mm (3/8 inch) diameter steel h

4. Solid Masonry and Concrete Anchors: Self-drillin
or machine bolt expansion.

E. Outlet, Junction, and Pull Boxes:

1. UL-50 and UL-514A.

2. Cast metal where required by the NEC or shown, a
rustproof boxes.

3. Sheet metal boxes: Galvanized steel, except wher

4. Flush mounted wall or ceiling boxes shall be ins
covers so that front face of raised cover is flush
Surface mounted wall or ceiling boxes shall be inst
style flat or raised covers.

F. Wireways: Equip with hinged covers, except where re
shown.

G. Warning Tape: Standard, 4-Mil polyethylene 76 mm (3
detectable type, red with black letters, and imprin
BURIED COMMUNICATIONS CABLE BELOW”.

H. Innerduct
1. Comply with UL 2024; flexible type, approved for ri
2. Outside plant: ribbed I.D., smooth O.D. for use as

2 inches.

3. Innerducts shall be orange in color and shall have
pull line installed.

4. Install innerduct where indicated on Drawings.

PART 3 - EXECUTION
3.1 PENETRATIONS

A. Cutting or Holes:

1. Locate holes in advance where they are proposed
sections such as ribs or beams. Obtain the approval
Engineer prior to drilling through structural secti

2. Cut holes through concrete and masonry in new an
with a diamond core drill or concrete saw. Pneumati
electric, hand or manual hammer type drills are not
where permitted by the Resident Engineer as require
working space.
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B. Fire Stop: Where conduits, wireways, and other ¢
pass through fire partitions, fire walls, smoke par
install a fire stop that provides an effective barr

spread of fire, smoke and gases as specified in Sec
FIRESTOPPING, with rock wool fiber or silicone foam
Completely fill and seal clearances between raceway

the fire stop material.

C. Waterproofing: At floor and exterior wall condui
completely seal clearances around the conduit and m
specified in Section 07 92 00, JOINT SEALANTS.

3.2 INSTALLATION, GENERAL

A. Install conduit as follows:

1.
2.

In complete runs before pulling in cables or wir
Flattened, dented, or deformed conduit is not pe
replace the damaged conduits with new undamaged mat

. Assure conduit installation does not encroach in

head room, walkways, or doorways.

4. Cut square with a hacksaw, ream, remove burrs, a

5. Mechanically continuous.

11.
12.

. Independently support conduit at 8'0” on center.

supports i.e., (suspended ceilings, suspended ceili
members, lighting fixtures, conduits, mechanical pi
mechanical ducts).

. Support within 300 mm (1 foot) of changes of dir

300 mm (1 foot) of each enclosure to which connecte

. Close ends of empty conduit with plugs or caps a

to prevent entry of debris, until wires are pulled

. Conduit installations under fume and vent hoods
10.

Secure conduits to cabinets, junction boxes, pu
boxes with bonding type locknuts. For rigid and IMC
installations, provide a locknut on the inside of t
up wrench tight. Do not make conduit connections to
covers.

Do not use aluminum conduits in wet locations.

Unless otherwise indicated on the drawings or s
conduits shall be installed concealed within finish
and ceilings.

B. Conduit Bends:

1.
2.

Make bends with standard conduit bending machine
Conduit hickey may be used for slight offsets, a
stubbed out conduits.
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3. Bending of conduits with a pipe tee or vise is p
C. Layout and Homeruns:
1. Deviations: Make only where necessary to avoid i

after drawings showing the proposed deviations have

approved by the Resident Engineer.

3.3 CONCEALED WORK INSTALLATION
A. In Concrete:
1. Conduit: Rigid steel, IMC or EMT. Do not install
slabs that are in contact with soil, gravel or vapo
2. Align and run conduit in direct lines.
3. Install conduit through concrete beams only when
occurs:

a. As approved by the Resident Engineer prior to co
after submittal of drawing showing location, size,
each penetration.

4. Installation of conduit in concrete that is less

inches) thick is prohibited.

a. Conduit outside diameter larger than 1/3 of the
prohibited.

b. Space between conduits in slabs: Approximately s
diameters apart, except one conduit diameter at con

c. Install conduits approximately in the center of
there will be a minimum of 19 mm (3/4 inch) of conc
conduits.

5. Make couplings and connections watertight. Use t
are UL approved conductive type to insure low resis
continuity through the conduits. Tightening set scr
prohibited.

B. Furred or Suspended Ceilings and in Walls:
1. Conduit for conductors above 600 volts:
a. Rigid steel or rigid aluminum.
b. Aluminum conduit mixed indiscriminately with oth
same system is prohibited.

2. Conduit for conductors 600 volts and below:

a. Rigid steel, IMC, rigid aluminum, or EMT. Differ
mixed indiscriminately in the same system is prohib

3. Align and run conduit parallel or perpendicular
lines.

270533-7

rohibited.

nterferences and only
been submitted

EMT in concrete
r barriers.

the following

nstruction, and
and position of

than 75 mm (3

slab thickness is

ix conduit
duit crossings.
the slab so that
rete around the

hread compounds that
tance ground
ews with pliers is

er types in the

ent type conduits
ited.
to the building



4. Connect recessed lighting fixtures to conduit ru
mm (six feet) of flexible metal conduit extending f
to the fixture.

5. Tightening set screws with pliers is prohibited.

3.4 EXPOSED WORK INSTALLATION
A. Unless otherwise indicated on the drawings, expo
permitted in mechanical and electrical rooms.
B. Conduit for conductors above 600 volts:

1. Rigid steel or rigid aluminum.

2. Aluminum conduit mixed indiscriminately with oth
system is prohibited.

C. Conduit for Conductors 600 volts and below:
1. Rigid steel, IMC, rigid aluminum, or EMT. Differ

mixed indiscriminately in the system is prohibited.

D. Align and run conduit parallel or perpendicular

E. Install horizontal runs close to the ceiling or
conduit straps.

F. Support horizontal or vertical runs at not over
intervals.

G. Surface metal raceways: Use only where shown.

3.5 EXPANSION JOINTS

A. Conduits 75 mm (3 inches) and larger, that are s
structure on opposite sides of a building expansion
expansion and deflection couplings. Install the cou
with the manufacturer's recommendations.

B. Provide conduits smaller than 75 mm (3 inches) w
both sides of the expansion joint. Connect conduits
with sufficient slack of flexible conduit to produc
vertical drop midway between the ends. Flexible con
copper green ground bonding jumper installed. In li
conduit, expansion and deflection couplings as spec
mm (15 inches) and larger conduits are acceptable.

C. Install expansion and deflection couplings where

3.6 CONDUIT SUPPORTS, INSTALLATION

A. Safe working load shall not exceed 1/4 of proof
devices.

B. Use pipe straps or individual conduit hangers fo
conduits. Maximum distance between supports is 2.5

C. Support multiple conduit runs with trapeze hange
that are designed to support a load equal to or gre

270533-8
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the weights of the conduits, wires, hanger itself,

pounds). Attach each conduit with U-bolts or other
D. Support conduit independently of junction boxes,

suspended ceiling T-bars, angle supports, and simil
E. Fasteners and Supports in Solid Masonry and Conc

1. New Construction: Use steel or malleable iron co

place prior to placing the concrete.
2. Existing Construction:

a. Steel expansion anchors not less than 6 mm (1/4
and not less than 28 mm (1-1/8 inch) embedment.
b. Power set fasteners not less than 6 mm (1/4 inch

VA Project Number 568-13-113

and 90 kg (200
approved fasteners.
pull boxes, fixtures,
ar items.
rete:
ncrete inserts set in

inch) bolt size

) diameter with

depth of penetration not less than 75 mm (3 inches)

c. Use vibration and shock resistant anchors and fa

attaching to concrete ceilings.

F. Hollow Masonry: Toggle bolts are permitted.

G. Bolts supported only by plaster or gypsum wallbo

H. Metal Structures: Use machine screw fasteners or
specifically designed and approved for the applicat

I. Attachment by wood plugs, rawl plug, plastic, le
anchors, or wood blocking and bolts supported only
prohibited.

J. Chain, wire, or perforated strap shall not be us
conduit.

K. Spring steel type supports or fasteners are proh
except: Horizontal and vertical supports/fasteners

L. Vertical Supports: Vertical conduit runs shall h
supports in accordance with the NEC and as shown. P
cable and wire with fittings that include internal
collars.

3.7 BOX INSTALLATION

A. Boxes for Concealed Conduits:
1. Flush mounted.
2. Provide raised covers for boxes to suit the wall

construction and finish.

B. In addition to boxes shown, install additional b
prevent damage to cables and wires during pulling i

C. Remove only knockouts as required and plug unuse
threaded plugs for cast metal boxes and snap-in met
metal boxes.

D. Stencil or install phenolic nameplates on covers
on riser diagrams; for example "SIG-FA JB No. 1".
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3.11 COMMUNICATION SYSTEM CONDUIT

A. Install the communication raceway system as show

B. Minimum conduit size of 19 mm (3/4 inch), but no
shown on the drawings.

C. All conduit ends shall be equipped with insulate

D. All 200 mm (four inch) conduits within buildings
boxes after every two 90 degree bends. Size boxes p

E. Vertical conduits/sleeves through closets floors
less than 75 mm (3 inches) below the floor and not
inches) below the ceiling of the floor below.

F. Terminate conduit runs to/from a backboard in a
space at the top or bottom of the backboard. Condui
communication closets next to the wall and be flush

G. Were drilling is necessary for vertical conduits
to affect structural sections such as ribs or beams

H. All empty conduits located in communication clos
shall be sealed with a standard non-hardening duct
prevent the entrance of moisture and gases and to m
requirements.

I. Conduit runs shall contain no more than four qua

bends) between pull boxes/backboards. Minimum radiu

VA Project Number 568-13-113
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conduit bends shall be as follows (special long rad ius):
Sizes of Conduit Radius of Conduit Bends
Trade Size mm, Inches
3/4 150 (6)
1 230 (9)
1-1/4 350 (14)
1-1/2 430 (17)
2 525 (21)
2-1/2 635 (25)
3 775 (31)
3-1/2 900 (36)
4 1125 (45)

J. Furnish and install 19 mm (3/4 inch) thick fire
two coats gray paint on the wall behind all equipme

Mount the plywood with the bottom edge 300 mm (one

finished floor.

270533-10
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K. Furnish and pull wire in all empty conduits. (Sl eeves through floor are
exceptions).
---END---

270533-11
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SECTION 270536

CABLE TRAYS FOR COMMUNICATIONS SYSTEMS

PART 1 - GENERAL

1.1

A.

1.2

1.3

14

RELATED DOCUMENTS

Drawings and general provisions of the Contract, in

Supplementary Conditions and Division 01 Specificat

to this Section.

SUMMARY

This Section includes basket type cable trays and a

SUBMITTALS

Product Data: Include data indicating dimensions a

each type of cable tray indicated.

Shop Drawings: For each type of cable tray.

1. Show fabrication and installation details of cable
including plans, elevations, and sections of compon
attachments to other construction elements. Design
and accessories, including clamps, brackets, hanger
plate connectors, expansion-joint assemblies, strai
and fittings.

Coordination Drawings: Floor plans and sections, d

Include scaled cable tray layout and relationships

and adjacent structural, electrical, and mechanical

the following:

1. Vertical and horizontal offsets and transitions.

2. Clearances for access above and to side of cable tr
3. Vertical elevation of cable trays above the floor o

ceiling structure.
Field quality-control reports.
Operation and Maintenance Data: For cable trays to
operation, and maintenance manuals.
QUALITY ASSURANCE
Source Limitations: Obtain cable tray components t
from a single manufacturer.
Electrical Components, Devices, and Accessories: L
as defined in NFPA 70, Article 100, by a testing ag
authorities having jurisdiction, and marked for int
Comply with NFPA 70.
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DELIVERY, STORAGE, AND HANDLING
Steel cable tray shall be stored in a well-ventilat

Unpack and dry wet materials before storage.

PART 2 - PRODUCTS

2.1

A.

B.

2.2

A.

B.
C.
D.

2.3

A.

MATERIALS AND FINISHES

Cable Trays, Fittings, and Accessories: Steel, com

NEMA VE 1.

1. Electroplated zinc galvanized coating, complying wi
High mechanical strength steel wire welded into a n
is 2 inches by 4 inches. Splicing options made of
galvanized steel. Material Carbon steel wire, ASTM
1008. Wire welded bent and surface treated after m
Wire diameter a minimum of 0.197 on all mesh sectio

Sizes and Configurations: Provide cable tray sizes

Drawings.

CABLE TRAY ACCESSORIES

Fittings: Tees, crosses, risers, elbows, and other

needed, of same materials and finishes as cable tra

Covers: None.

Barrier Strips: None.

Cable tray supports and connectors, including bondi

recommended by cable tray manufacturer.

WARNING SIGNS

Lettering: 1-1/2-inch- (40-mm-) high, black letter

background with legend "WARNING! NOT TO BE USED AS

OR SUPPORT FOR LADDERS OR PERSONNEL."

PART 3 - EXECUTION

3.1

A.

B.
C.

CABLE TRAY INSTALLATION

Comply with recommendations in NEMA VE 2. Install

system, including all necessary fasteners, hold-dow

plate support systems, horizontal and vertical spli

reducers, tees, and crosses.

Remove burrs and sharp edges from cable trays.

Fasten cable tray supports to building structure.

1. Design each fastener and support to carry load indi

2. Place supports so that spans do not exceed maximum
manufacturer’'s recommendations.
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3. Construct supports from channel members, threaded r
appurtenances furnished by cable tray manufacturer.
supports in trapeze or wall-bracket form as require
application.

Support bus assembly to prevent twisting from eccen
Manufacture center-hung support, designed for 60 pe
40 percent eccentric loading condition, with a safe

3.

Make connections to equipment with flanged fittings

tray and to equipment. Support cable tray independ

Do not carry weight of cable tray on equipment encl

Install expansion connectors where cable tray cross

expansion joint . Space connectors and set gaps according to

applicable standard.

Make changes in direction and elevation using stand

Make cable tray connections using standard fittings

Seal penetrations through fire and smoke barriers a

Division 07 Section "Penetration Firestopping.”

Sleeves for Future Cables: Install capped sleeves

through firestop-sealed cable tray penetrations of

barriers.

Workspace: Install cable trays with enough space t

installing cables.

After installation of cable trays is completed, ins

in visible locations on or near cable trays.

CABLE INSTALLATION

Install cables only when cable tray installation ha

and inspected.

Fasten cables on horizontal runs with cable clamps

recommended by NEMA VE 2. Tighten clamps only enou

cable, without indenting the cable jacket. Install

tool that includes an automatic pressure-limiting d

On vertical runs, fasten cables to tray every 18 in

Install intermediate supports when cable weight exc

carrying capacity of the tray rungs.

In existing construction, remove inactive or dead c

tray as directed by owner.
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3.3

3.4

3.5
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CONNECTIONS

Ground cable trays according to manufacturer's writ

Install an insulated equipment grounding conductor
addition to those required by NFPA 70.
FIELD QUALITY CONTROL

After installing cable trays and after electrical ¢

energized, survey for compliance with requirements.

following field quality-control survey:

1.

Visually inspect cable insulation for damage. Corr
corners, protuberances in cable tray, vibration, an
expansion and contraction conditions, which may cau
caused damage.

Verify that the number and size of cables in cable
exceed that permitted by NFPA 70. Verify that comm
data-processing circuits are separated from power c
barriers.

Verify that there is no intrusion of such items as

or other equipment that could damage cables.
Remove deposits of dust, industrial process materia
any description, and any blockage of tray ventilati
Visually inspect each cable tray joint and each gro
for mechanical continuity. Check bolted connection
sections for corrosion. Clean and retorque in susp
Check for missing or damaged bolts, bolt heads, or
found, replace with specified hardware.

Perform visual and mechanical checks for adequacy o
grounding; verify that all takeoff raceways are bon
tray.

Report results in writing.
PROTECTION

Protect installed cable trays.

1.

Repair damage to galvanized finishes with zinc-rich

recommended by cable tray manufacturer.

Install temporary protection for cables in open tra
exposed cables from falling objects or debris durin

construction. Temporary protection for cables and
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be constructed of wood or metal materials until the risk of
damage is over.
END OF SECTION 260536
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SECTION 27 15 00
COMMUNICATIONS HORIZONTAL CABLING
PART 1 - GENERAL
1.1 DESCRIPTION

A. This Section specifies the furnishing, installin g, certification,

testing, and guaranty of a complete and operating V
Cable Distribution System (here-in-after referred t
and associated equipment and hardware to be install
Center, here-in-after referred to as “the Facility”
include, but not be limited to: equipment cabinets,
enclosures, and relay racks; necessary combiners, t
and necessary passive devices such as: splitters, ¢
“patch”, “punch down”, and cross-connector blocks o
data distribution sub-systems, and associated hardw
shall additionally include, but not be limited to:
closets (TC); telecommunications outlets (TCO); cop
distribution cables, connectors, “patch” cables, an

devices.

B. The System shall be delivered free of engineerin

installation, and functional defects. It

and installed for ease of operation, maintenance, a

C. The term “provide”, as used herein, shall be defin

engineered, furnished, installed, certified, and te
Contractor.

D. The Voice and Digital Telecommunication Distribu

and System provides the media which voice and data
over and connects to the Telephone System which is
Emergency Critical Care Communication System by the
Protection Association (NFPA). Therefore, since the
or extends the telephone system, the System’s insta
operation shall adhere to all appropriate National,
Local Life Safety and/or Support Codes, which ever
stringent for this Facility. At a minimum , the Sys
installed according to NFPA, Section 70, National E
(NEC), Article 517 and Chapter 7; NFPA, Section 99,
Facilities, Chapter 3-4; NFPA, Section 101, Life Sa

7, 12, and/or 13; Joint Commission on Accreditation
Organization (JCAHCO), Manual for Health Care Facil

271500-1

oice and Digital
oas"“ the Systeni),
ed in the VA Medical
. The System shall
interface

raps, and filters;
ouplers, cable

r devices, voice and
are. The System
telecommunication
per and fiber optic

d/or “break out”

g, manufacturing,
shall be designed, engineered

nd testing.
ed as: designed,
sted, by the

tion Cable Equipment

information travels
defined as an
National Fire
System connects to
llation and
Government, and/or
are the more

tem shall be
lectrical Code
Health Care

fety Code, Chapters
of Health Care

ities, all necessary



VA Project Number 568-13-113

Life Safety and/or Support guidelines; this specifi cation; and the
original equipment manufacturer's (OEM) suggested i nstallation design,
recommendations, and instructions. The OEM and Cont ractor shall ensure
that all management, sales, engineering, and instal lation personnel
have read and understand the requirements of this s pecification before
the System is designed, engineered, delivered, and provided.

E. The VA Project Manager (PM) and/or if delegated, Resident Engineer (RE)
are the approving authorities for all contractual a nd mechanical
changes to the System. The Contractor is cautioned to obtain in
writing, all approvals for system changes relating to the published
contract specifications and drawings, from the PM a nd/or the RE before

proceeding with the change.
1.2 RELATED WORK

A. Specification Section 01 33 23, SHOP DRAWINGS, P RODUCT DATA, AND
SAMPLES.

B. Specification Section 27 05 11, REQUIREMENTS FOR COMMUNICATIONS
INSTALLATIONS.

C. Specification Section 27 05 33, RACEWAYS AND BOX ES FOR COMMUNICATIONS
SYSTEMS.

D. Specification Section 27 10 00, STRUCTURED CABLI NG.

E. Specification Section 27 05 26, GROUNDING AND BO NDING FOR

COMMUNICATIONS SYSTEMS.
1.3 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of thi s specification to the
extent referenced. The publications are referenced in text by basic
designation only. Except for a specific date given the issue in effect
(including amendments, addenda, revisions, suppleme nts, and errata) on
the date the system’s submittal is technically appr oved by VA, shall be
enforced.

B. National Fire Protection Association (NFPA):

70 NATIONAL ELECTRICAL CODE (NEC)

75 Protection of Electronic Computer/Data Processin g
Equipment

77 Recommended Practice on Static Electricity

Standard for Health Care Facilities
101 Life Safety Code

1221 Emergency Services Communication Systems

271500-2



C. Underwriters Laboratories, Inc. (UL):
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65 Wired Cabinets

96 Lightning Protection Components

96A INSTALLATION REQUIREMENTS FOR LIGHTNING
PROTECTION SYSTEMS

467 Grounding and Bonding Equipment

497/497A/497B PROTECTORS FOR PAIRED CONDUCTORS/

COMMUNICATIONS CIRCUITS/DATA COMMUNICATIONS
AND FIRE ALARM CIRCUITS

884 Underfloor Raceways and Fittings

D. ANSI/EIA/TIA Publications:

568B Commercial Building Telecommunications Wiring
Standard

569B Commercial Building Standard for
Telecommunications Pathways and Spaces

606A ADMINISTRATION STANDARD FOR THE

TELECOMMUNICATIONS INFRASTRUCTURE OF
COMMERCIAL BUILDINGS

607A Grounding and Bonding Requirements for
Telecommunications in Commercial Buildings

758 Grounding and Bonding Requirements for
Telecommunications in Commercial Buildings

E. Lucent Technologies: Document 900-200-318 “Outsi
Handbook”.

F. International Telecommunication Union — Telecomm
Standardization Sector (ITU-T).

G. Federal Information Processing Standards (FIPS)

H. Federal Communications Commission (FCC) Publicat
telephone equipment and systems.

I. United States Air Force: Technical Order 33K-I-I
Diagnostic Equipment (TMDE) Interval Reference Guid

J. Joint Commission on Accreditation of Health Care
Comprehensive Accreditation Manual for Hospitals.

K. National and/or Government Life Safety Code(s):

each listed code.
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1.4 QUALITY ASSURANCE

A. The authorized representative of the OEM, shall be responsible for the

design, satisfactory total operation of the System,

certification.

B. The OEM shall meet the minimum requirements iden

2.1.A. Additionally, the Contractor shall have had
three or more installations of systems of comparabl
complexity with regards to coordinating, engineerin
certifying, supervising, training, and documentatio
these installations shall be provided as a part of

identified in Paragraph 1.5.

C. The System Contractor shall submit certified doc

have been an authorized distributor and service org
OEM for a minimum of three (3) years. The System Co
authorized by the OEM to certify and warranty the i

In addition, the OEM and System Contractor shall ac
responsibility for the design, installation, certif

and physical support for the System. This documenta
System Contractor and OEM certification must be pro

part of the Contractor’s Technical Submittal.

D. All equipment, cabling, terminating hardware, TC

shall be sourced from the certifying OEM or at the
support the System design, the OEM’s quality contro
the OEM’s warranty.

E. The Contractor’'s Telecommunications Technicians

shall be fully trained, qualified, and certified by
engineering, installation, and testing of the Syste
shall provide formal written evidence of current OE
for the installer(s) as a part of the submittal or

being allowed to commence work on the System.

1.5 SUBMITTALS

A. Provide submittals in accordance with Specificat

and its

tified in Paragraph

experience with

e size and

g, testing,

n. Identification of

the submittal as

umentation that they

anization for the
ntractor shall be
nstalled equipment.
cept complete
ication, operation,
tion, along with the

vided in writing as

Os, and patch cords

OEM’s direction, and
I and validity of

assigned to the System

the OEM on the
m. The Contractor
M certification(s)
to the RE before

ion Section 01 33 23,

SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. The RE sh all retain one copy

for review and approval.
1. If the submittal is approved the RE shall retain
Official Records and return three (3) copies to the

271500-4
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2. If the submittal is disapproved, three (3) copie s will be returned
to the Contractor with a written explanation attach ed that indicates
the areas the submittal deviated from the System sp ecifications. The

RE shall retain one copy for Official Records.

B. Environmental Requirements: Technical submittals shall confirm the
environmental specifications for physical TC areas occupied by the
System. These environmental specifications shall id entify the
requirements for initial and expanded system config urations for:

2. Minimum floor/wall space and ceiling heights.

3. Minimum size of doors for equipment passage.

4. Power requirements: The Contractor shall provide the specific
voltage, amperage, phases, and quantities of circui ts required.
C. Documents: The submittal shall be separated into sections for each

subsystem and shall contain the following:

1. Title page to include:
a. VA Medical Center.
b. Contractor’'s name, address, and telephone (inclu ding FAX)

numbers.

c. Date of Submittal.
d. VA Project No.

2. List containing a minimum of three locations of installations of
similar size and complexity as identified herein. T hese locations
shall contain the following:

a. Installation Location and Name.

b. Owner’s or User’'s name, address, and telephone ( including FAX)
numbers.
c. Date of Project Start and Date of Final Acceptan ce by Owner.

d. System Project Number.
e. Brief (three paragraphs minimum) description of each system’s
function, operation, and installation.

3. Narrative Description of the system.

4. A List of the equipment to be furnished. The qua ntity, make, and
model number of each item is required. Select the r equired equipment
items quantities that will satisfy the needs of the system and edit
between the // - //. Delete equipment items that ar e not required
add additional items required, and renumber section as per system
design. The following is the minimum equipment requ ired by the
system:

271500-5
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QUANTITY

UNIT

lIAs required//

Cabinet Assembly(s)

lIAs required//

Wire Management System/Equipment

/IAs Required// Distribution Cables

/IAs required// System Connectors

nstallation Kit

1 ea.

5. Pictorial layouts of each MTC, IMTC, and RTCs; M
and HCCS termination cabinet(s), each distribution
drawing, and TCO as each is expected to be installe

6. Equipment technical literature detailing the ele
technical characteristics of each item of equipment

7. Engineering drawings of the System, showing calc
at the EPBX output, each input and output distribut
proposed TCO values, and signal level at each fiber

8. List of test equipment as per paragraph 1.5.D. b

9. Letter certifying that the Contractor understand
of the SAMPLES Paragraph 1.5.E.

10. Letter certifying that the Contractor understan
of Section 3.2 concerning acceptance tests.
D. Test Equipment List:

1. The Contractor is responsible for furnishing all
required to test the system in accordance with the
specified. Unless otherwise stated, the test equipm
considered part of the system. The Contractor shall
equipment of accuracy better than the parameters to

2. The test equipment furnished by the Contractor s
calibration tag of an acceptable calibration servic
than 12 months prior to the test. As part of the su
equipment list shall be furnished that includes the
number of the type of equipment.

E. Certifications:

1. Submit written certification from the OEM indica
proposed supervisor of the installation and the pro
the contract maintenance are authorized representat
Include the individual's exact name and address and
in the certification.
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2. Submit written certification from the OEM that t he wiring and
connection diagrams meet National and/or Government Life Safety
Guidelines, NFPA, NEC, UL, this specification, and JCAHCO
requirements and instructions, requirements, recomm endations, and
guidance set forth by the OEM for the proper perfor mance of the
System as described herein. The VA will not approve any submittal

without this certification.

3. Preacceptance Certification: This certification shall be made in
accordance with the test procedure outlined in para graph 3.2.B.

G. Equipment Manuals: Fifteen (15) working days pri or to the scheduled
acceptance test, the Contractor shall deliver four complete sets of
commercial operation and maintenance manuals for ea ch item of equipment
furnished as part of the System to the RE. The manu als shall detail the
theory of operation and shall include narrative des criptions, pictorial
illustrations, block and schematic diagrams, and pa rts list.

H. Record Wiring Diagrams:

1. Fifteen (15) working days prior to the acceptanc e test, the
Contractor shall deliver four complete sets of as-b uilt drawings of
the System to the RE. The drawings shall show all ¢ able routing and
terminations of electronic and passive equipment co rrectly
identified according to the markers installed on th e interconnecting

cables, Equipment and room/area locations.
PART 2 - PRODUCTS
2.1 EQUIPMENT AND MATERIALS
A. System Requirements:
1. Cable Systems - Fiber optic

a. General:

1) The Contractor shall be responsible for providin g a new system
conforming to current and accepted telephone and di gital
industrial/commercial cable distribution standards. The
distribution cable installation shall be fully coor dinated
with the Facility, the PM, the RE and the Contracto r prior to

the start of installation.

271500-7
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2) The Contractor is responsible for complete knowl

space and cable pathways (i.e. equipment rooms, TCs

wireways, etc.) of the Facility. The Contractor sha

minimum design and install the System using the Pat

Handbook H-088C3, TIA/EIA Telecommunications Buildi

Standards, and Facility Chief of Information Resour
Management’s (IRM) instructions, as approved in wri
PM and/or RE.

3) The System cables shall be fully protected by ca
trays, wireways, conduit (rigid, thin wall, or flex
specifically approved, flexible innerduct. It is th
responsibility of the Contractor to confirm all con
drawings and the Facility’s physical layout to dete
necessary cable protective devices to be provided.
innerduct is used, it shall be installed in the sam
conduit.

4) Cable provided in the system (i.e. backbone, out
inside plant) shall conform to accepted industry an
standards with regards to size, color code, and ins
The absence of specifications regarding details sha
that best general industry practices shall prevalil
first quality material and workmanship shall be pro
Certification Standards, (i.e., EIA, CCITT, FIPPS,
shall prevail.

5) Some areas of this Facility may be considered “p
wire and cable used in support of the installation
areas (if any) shall be in compliance with national
codes pertaining to plenum environments. It is the
responsibility of the Contractor to review the VA’'s
wire requirements with the RE and the IRM prior to
installation to confirm the type of environment pre
each location.

6) The Contractor shall provide outside and inside
that furnishes the number of cable pairs required i
accordance with the System requirements described h
Contractor shall fully coordinate and obtain approv
design with the OEM, RE and the IRM prior to instal
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7) All metallic cable sheaths, etc. shall be ground

Contractor (i.e.: risers, underground, station wiri

as described herein.

8) If temporary cable and wire pairs are used, they

installed so as to not present a pedestrian safety
the Contractor shall be responsible for all work as
with the temporary installation and for their remov
longer necessary. Temporary cable installations are
required to meet Industry Standards; but, must be r

approved by the RE and the IRM prior to installatio

9) Conductors shall be cabled to provide protection

induction in voice and data circuits. Crosstalk att
within the System shall be in excess of -80 dB thro

frequency ranges specified.

10) Measures shall be employed by the Contractor to

radiation of RF noise generated by the System equip
not to interfere with audio, video, data, computer

distribution frame (MDF), telephone customer servic

(CSU), and electronic private branch exchange (EPBX

the System may service.

11) The System’s cables shall be labeled on each en

fully tested and certified in writing by the Contra

RE before proof of performance testing can be condu
as-installed drawings shall identify each cable as
used cable, and bad cable pairs. Minimum test requi
for impedance compliance, inductance, capacitance,
level compliance, opens, shorts, cross talk, noise,
distortion, and split pairs on all cables in the fr
ranges specified. The tests required for data cable
made to guarantee the operation of this cable at no
10 mega (m) Hertz (Hz) full bandwidth, fully channe
and a Bit Error Rate of a minimum of 10-6 at the ma
of speed. All cable installation and test records s
made available at acceptance testing by the RE or C
and thereafter maintained in the Facility’s Telepho
Room. All changes (used pair, failed pair, etc.) sh
posted in these records as the change occurs.

12) Interconnects shall be by the Owner.

271500-9

ed by the
ng, etc.)

shall be
hazard and
sociated
al when no
not
eviewed and
n.

against
enuation

ughout the

minimize the
ment so as
main
e unit

) equipment

d and been
ctor to the
cted. The
labeled,
rements are
signal
and
equency
must be
t less than
| loaded
ximum rate
hall be
ontractor
ne Switch
all be



VA Project Number 568-13-113

b. Fiber Optics:

1) A complete fiber optic cable distribution system shall be
provided as a part of the System. The Contractor sh all provide
a fiber optic cable that meets the minimum bandwidt h
requirements for FDDI, ATM, and Frame Relay service s. This
fiber optic cable shall be a 62.5/125 micron multi- mode,
containing a minimum of 12 strands of fiber, unless otherwise
specified, and shall not exceed a distance of 2,000 Meters
(M), or 6,560 feet (ft.) in a single run. Armored fiber-optic
cable shall be installed for all outdoor runs or fo r any area
which includes an outdoor run. The multimode fibers shall be
terminated and secured at both ends in “LC” type fe male
stainless steel connectors installed in an appropri ate patch
or breakout panel with a cable management system. A 610 mm (2
ft.) cable loop (minimum) shall be provided at each end to
allow for future movement, and a 20-foot service lo op provided
at each manhole serving buildings receiving new fib er
products.

2) In each telecommunications rack, all fiber optic cables shall
be installed in a CCS and/or MDF rack mounted fiber optic
cable distribution component/splice case (Contracto r provided
and installed rack), patch, or breakout panel in ac cordance
with industry standards. Female "LC" connectors sha Il be

provided and installed on the appropriate panel for

termination of each strand.

3) The Contractor shall test each fiber optic stran d. Cable
transmission performance specifications shall be in accordance
with EIA/TIA standards. Attenuation shall be measur ed in
accordance with EIA fiber optic test procedures EIA /TIA-455-
46, -61, or -53 and NFPA. Information transmission capacity
shall be measured in accordance with EIA/TIA-455-51 or -30 and
NFPA. The written results shall be provided to the RE for

review and approval.
c. Cross-connect Systems (CCS):
1) Cross connects shall be by owner. Patch cables shall be
provided by the Contractor.

271500-10
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B. General:

1. All equipment to be supplied under this specific ation shall be new

and the current model of a standard product of an O

OEM of record shall be defined as a company whose m

the manufacture for sale of the items of equipment

which:

a. Maintains a stock of replacement parts for the i

b. Maintains engineering drawings, specifications,
manuals for the items submitted.

c. Has published and distributed descriptive litera
equipment specifications on the items of equipment
least 30 days prior to the Invitation for Bid.

2. Specifications of equipment as set forth in this

minimum requirements, unless otherwise stated, and
construed as limiting the overall quality, quantity
characteristics of items furnished in the System. W
Contractor furnishes an item of equipment for which
specification contained herein, the item of equipme

exceed the specification for that item of equipment

3. The Contractor shall provide written verificatio

RE at time of installation, that the type of wire/c

provided is recommended and approved by the OEM. Th
responsible for providing the proper size and type

and/or conduit and wiring even though the actual in

by another subcontractor.

EM or record. An
ain occupation is

supplied and

tem submitted.

and operating

ture and
submitted at

document are

shall not be

, or performance
hen the

there is a

nt shall meet or

n, in writing to the

able being
e Contractor is
of cable duct

stallation may be

C. Equipment Standards and Testing:

1. The System has been defined herein as connected to systems
identified as Critical Care performing Life Support Functions.
Therefore, at a minimum, the system shall conform t o all

aforementioned National and/or Local Life Safety Co
are the more stringent), NFPA, NEC, this specificat
Safety Accreditation requirements, and the OEM reco

instructions, and guidelines.
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2. All supplies and materials shall be listed, labe
UL or a nationally recognized testing laboratory wh
standards have been established for the supplies, m

equipment. See paragraph minimum requirements Sect

led or certified by
ere such
aterials or
ion 27 05 11,

REQUIREMENTS FOR COMMUNICATIONS INSTALLATIONS, and the guidelines

listed in paragraph 2.J.2.

3. The provided active and passive equipment requir
design and approved technical submittal must confor
standard in effect for the equipment, as of the dat
technical submittal (or the date when the RE approv
equipment necessary to be replaced) was technically
approved by VA. Where a UL standard is in existence
be used in completion of this contract, the equipme
approved UL seal.

4. Each item of electronic equipment to be provided
must bear the approved UL seal or the seal of the t
that warrants the equipment has been tested in acco
conforms to the specified standards.

2.2 DISTRIBUTION EQUIPMENT AND SYSTEMS
A. Distribution Cables: Each cable shall meet or ex
specifications for the specific type of cable. Each

sweep tested and certified by the OEM by tags affix

Contractor shall turn over all sweep tags to the RE

Additionally, the Contractor shall provide a 610 mm

each provided cable, to the RE and receive approval

installation. Cables installed in any outside locat

ground, under ground in conduit, ducts, pathways, e

with a waterproofing compound between outside jacke

touching any provided armor) and inter conductors t

the jacket and protect the conductors from moisture

1. Fiber Optic:

a. Multimode Fiber:

1) The general purpose armored multimode fiber opti
be a dual window type. A load-bearing support braid
surround the inner tube for strength during cable
installation.

2) Technical Characteristics:
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Bend radius 6.0", minimum

Outer jacket, As required

FIBER DIAMETER 62.5 MICRONS
Cladding 1P5 microns
Attenuation
850 nM 4.0 dB per kM, maximum
1,300 nM 2.0 dB per kM, maximum
Bandwidth
850 nM 160 mHz, minimum
1,300 nM 500 mHz, minimum
Connectors Stainless steel

B. Outlet Connection Cables:

2. Fiber Optic:
a. The Contractor shall provide patch cables, twent

twenty “LC to ST". The data connection cable shall

fiber optic instrument to the TCO fiber optic jack.
Contractor shall not provide fiber optic instrument

b. Technical Characteristics:

y “LC to LC" and
connect a
The

(s)/equipment.

Length 3-meter minimum

Cable Flexible single conductor with jacket
Connector 20-LC to LC; 20-LC to ST

Size To fit multimode cable

C. System Connectors:
1. Fiber Optic: The connectors shall be commercial
high speed data transmission applications. The conn
compatible with telephone instruments, computer ter
type devices requiring linking through the modular
telecommunications outlet to the system. The connec
compatible with UTP and STP cables.
D. Cross-Connection System (CCS) Equipment Breakout
(or Bulkhead), and Patch Panels:
1. Provide wall-mounted, lockable fiber patch-panel
the Drawings. The connector panel(s) shall be made
3.175 mm (1/8 in.) thick solid aluminum, custom des
installed in the enclosure. Bulkhead equipment conn

mounted on the panel to enable all cabinet equipmen
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to be connected through the panel. Each insert shal
matched to the cabinet installed.
a. Fiber optic:

1) Product reference of a Government Approved (US S
Department) type is Telewire, PUP-17 with pre-punch
mounting holes arranged in two horizontal rows. Thi
be used for fiber optic, audio, control cable, and
Low Voltage Wiring installations when provided with

connectors. This panel is not allowed to be used fo

| be color

tate
ed chassis
s panel may
Class Il
the proper
r 120 VAC

power connections.
2) Technical Characteristics:

Height Tiwo rack units (RUs), 88 mm (3.5in.)
minimum

Width 484 mm (19 1/16in.), EIA minimum

Number of 12 pairs, minimum; provide quantity as

connections needed to accommodate fiber cable as
noted on Drawings.

Connectors

Fiber optic “LCT Stainless steel, female

2.3 ENVIRONMENTAL REQUIREMENTS
Technical submittals shall identify the environmen
for housing the system. These environmental specifi
identify the requirements for initial and expanded
configurations for:
A. Minimum floor/wall space and ceiling heights.
B. Minimum size of doors for equipment passage.
C. Power requirements: The bidders shall provide th
amperage, phases, and quantities of circuits requir
2.4 INSTALLATION KIT
The kit shall be provided that, at a minimum, incl
and terminals, labeling systems, audio spade lugs,
punch blocks or wire wrap terminals, heat shrink tu
solder, hangers, clamps, bolts, conduit, cable duct
etc., required to accomplish a neat and secure inst
shall be terminated. Unfinished or unlabeled wire ¢
be allowed. Turn over to the RE all unused and part
installation kit boxes, coaxial, fiberoptic, and tw
reels, conduit, cable tray, and/or cable duct bundl
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physical installation hardware. The following are t
installation sub-kits:
A. System Grounding:

1. The grounding kit shall include all cable and in
required.

2. This includes, but is not limited to:

a. Cable Trays.
b. Connector Panels.
B. Cable Tray: The kit shall include all trays, han

hardware required to accomplish a neat and secure c

installation in accordance with the NEC and this do

C. Labels: The labeling kit shall include any item

tools, stencils, and materials needed to completely

each subsystem according to the OEM requirements, a

drawings, and this document.

D. Documentation: The documentation kit shall incl

guantity of items, computer discs, as installed dra

maintenance, and operation manuals, and OEM materia

completely and correctly provide the system documen
by this document and explained herein.
PART 3 - EXECUTION
3.1 INSTALLATION
A. Product Delivery, Storage and Handling:

1. Delivery: Deliver materials to the job site in O
unopened containers, clearly labeled with the OEM's
equipment catalog numbers, model and serial identif
The RE may inventory the cable, patch panels, and r

2. Storage and Handling: Store and protect equipmen
will preclude damage as directed by the RE.

B. System Installation:

1. After the contract’s been awarded, and within th
specified in the contract, the Contractor shall del
system in a manner that fully complies with the req
specification. The Contractor shall make no substit
in the System without written approval from the RE

2. The Contractor shall install all equipment and s
that complies with accepted industry standards of g

instructions, the requirements of this specificatio

271500 - 15

VA Project Number 568-13-113

he minimum required

stallation hardware

gers, clamps, other
able tray
cument.

or quantity of labels,
and correctly label

s-installed

ude any item or
wings, equipment,
Is needed to

tation as required

EM's original
name and
ication numbers.
elated equipment.

t in a manner, which

e time period
iver the total
uirements of this
utions or changes
and PM.

ystems in a manner
ood practice, OEM

n, and in a



manner which does not constitute a safety hazard. T
shall insure that all installation personnel unders
complies with all the requirements of this specific

3. The Contractor shall install suitable filters, t
couplers, splitters, TC'’s, and pads for minimizing
for balancing the System. The Contractor shall pro
equipment necessary to meet the requirements of Par
the System performance standards.

4. All passive equipment shall be connected accordi
specifications to insure future correct termination
impedance match, and signal level balance at each t
outlet.

5. All vertical and horizontal fiber optic cables s
so any future changes only require modifications of
signal closet equipment only.

6. Equipment installed outdoors shall be weatherpro
weatherproof enclosures with hinged doors and locks

7. Equipment installed indoors shall be installed i
with hinged doors and locks with two keys.
C. Conduit and Signal Ducts:

1. Conduit:

a. The Contractor shall employ the latest installat
materials. The Contractor shall provide conduit, ju
connectors, sleeves, pitch pockets, and associated
materials not specifically identified in this docum
Conduit penetrations of walls, ceilings, floors, in
space, fire barriers, etc., shall be sleeved and se
minimum conduit size shall be 19 mm (3/4 in.).

b. All cables shall be installed in conduit, signal

tray. Conduits shall be provided in accordance with
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armor or systems are specifically authorized to be
use in the System, their installation guidelines an
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d. When "innerduct” flexible cable protective syste
specifically authorized to be provided for use in t

it's installation guidelines and standards shall be

specified herein, Section 27 05 33, RACEWAYS AND BO

COMMUNICATIONS SYSTEMS, and the NEC.

e. Conduit (including GFE) fill shall not exceed 40
end shall be equipped with a protective insulator o
cover the conduit end, connection nut or clamp, to
wire or cable during installation and remaining in
Electrical power conduit shall be installed in acco
the NEC. AC power conduit shall be run separate fro
conduit.

f. When metal, plastic covered, etc., flexible cabl
armor or systems are specifically authorized to be
use in the System, their installation guidelines an
shall be as specified herein, Section 27 05 33, RAC

ms is
he System,
as the
XES FOR

%. Each conduit
r sleeve to
protect the
the conduit.
rdance with
m signal

e protective
provided for
d standards
EWAYS AND

BOXES FOR COMMUNICATIONS SYSTEMS, and the NEC.

2. Signal Duct, Cable Duct, or Cable Tray:

a. The Contractor shall use existing signal duct, ¢
cable tray, when identified and approved by the RE.

b. Approved signal and/or cable duct shall be a min
mm x 100 mm (4 in. X 4 in.) inside diameter with re
or sides, as appropriate. Protective sleeves, guide
are required on all sharp corners, openings, anchor
screw ends, junction, interface and connection poin

c. Approved cable tray shall be fully covered, mech
physically partitioned for multiple electronic circ
be UL certified and labeled for use with telecommun
circuits and/or systems. The RE shall approve width
dimensions.

D. Distribution System Signal Wires and Cables:

1. Wires and cables shall be provided in the same m
construction practices as Fire Protective and other
Systems that are identified and outlined in NFPA 10
Code, Chapters 7, 12, and/or 13, NFPA 70, National
Chapter 7, Special Conditions. The wires and cables
withstand adverse environmental conditions in their

location without deterioration. Wires and cables sh
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equipment enclosure, console, cabinet or rack in su

all doors or access panels can be opened and closed

or disruption of the cables.

a. Each wire and cable shall terminate on an item o
direct connection. Spare or unused wire and cable s
provided with appropriate connectors (female types)
installed in appropriate punch blocks, barrier stri
bulkhead connector panels.

b. Fiber optic cables that are spare, unused or dar
provided with Industry Standard “LC” type female co
installed in appropriate break out, patch, or bulkh
panels provided in enclosure(s) and shall be protec
environment.

2. Routing and Interconnection:

a. Wires or cables between consoles, cabinets, rack
equipment shall be in an approved conduit, signal d
duct, or cable tray that is secured to building str

b. Wires and cables shall be insulated to prevent ¢
signal or current carrying conductors. Wires or cab
assembling consoles, panels, equipment cabinets and
be formed into harnesses that are bundled and tied.
wires or cables shall be combed straight, formed an
either a vertical or horizontal relationship to equ
controls, components or terminations.

c. Harnesses with intertwined members are not accep
or cable that breaks out from a harness for connect
termination shall have been tied off at that harnes
point, and be provided with a neatly formed service

d. Wires and cables shall be grouped according to s
grounds, signal, DC, control, etc.). DC, control an
cables may be included with any group. Wires and ca
neatly formed and shall not change position in the
throughout the conduit run. Wires and cables in app
duct, conduit, cable ducts, or cable trays shall be
formed, bundled, tied off in 600 mm to 900 mm (24 i
lengths and shall not change position in the group
run. Concealed splices are not allowed.
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e. Separate, organize, bundle, and route wires or ¢
EMI, channel crosstalk, or feedback oscillation ins
enclosure. Looking at any enclosure from the rear (
enclosures, junction, pull or interface boxes from
locate AC power, DC and speaker wires or cables on
coaxial, control, microphone and line level audio a
or cables, on the right. This installation shall be
with ties and/or fasteners that will not damage or
wires or cables. Limit spacing between tied off points to a

maximum of 150 mm (6 inches).

f. Do not pull wire or cable through any box, fitti
where change of cable tray or signal or cable duct
direction occurs. Ensure the proper bend radius is
each wire or cable as specified by it's OEM.

g. Employ temporary guides, sheaves, rollers, and o
items to protect the wire or cable from excess tens
from bending during installation. Abrasion to wire
jackets is not acceptable and will not be allowed.
cables whose jacket has been abraded. The discovery
abraded and/or damaged cables during the proof of p
test shall be grounds for declaring the entire syst
unacceptable and the termination of the proof of pe
test. Completely cover edges of wire or cable passi
holes in chassis, cabinets or racks, enclosures, pu
boxes, conduit, etc., with plastic or nylon grommet

h. Cable runs shall be splice free between conduit
interface boxes and equipment locations.

i. Cables shall be installed and fastened without ¢
bends or rubbing of the cables against sharp edges.
be fastened with hardware that will not damage or d

j. Cables shall be labeled with permanent markers a
of the electronic and passive equipment and at each
point in the System. The lettering on the cables sh
with the lettering on the record diagrams.

k. Completely test all of the cables after installa
any defective cables.
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I. Wires or cables that are installed outside of bu ildings shall be
in conduit, secured to solid building structures. | f specifically
approved, on a case by case basis, to be run outsid e of conduit,
the wires or cables shall be installed, as describe d herein. The
bundled wires or cables must: Be tied at not less t han 460 mm (18
in.) intervals to a solid building structure; have ultra violet
protection and be totally waterproof (including all connections).
The laying of wires or cables directly on roof tops , ladders,
drooping down walls, walkways, floors, etc. is not allowed and

will not be approved.
m. Wires or cables installed outside of conduit, ca ble trays,

wireways, cable duct, etc.

1) Only when specifically authorized as described h erein, will
wires or cables be identified and approved to be in stalled
outside of conduit. The wire or cable runs shall be UL rated

plenum and OEM certified for use in air plenums.
2) Wires and cables shall be hidden, protected, fas tened and tied
at 600 mm (24 in.) intervals, maximum, as described herein to

building structure.

3) Closer wire or cable fastening intervals may be required to
prevents sagging, maintain clearance above suspende d ceilings,
remove unsightly wiring and cabling from view and d iscourage
tampering and vandalism. Wire or cable runs, not pr ovided in
conduit, that penetrate outside building walls, sup porting
walls, and two hour fire barriers shall be sleeved and sealed

with an approved fire retardant sealant.

4) Wire or cable runs to system components installe d in walls
(i.e.: volume attenuators, circuit controllers, sig nal, or
data outlets, etc.) may, when specifically authoriz ed by the
RE, be fished through hollow spaces in walls and sh all be

certified for use in air plenum areas.

n. Wires or cables installed in underground conduit , duct, etc.
1) Wires or cables installed in underground install ations shall
be waterproofed by the inclusion of a water protect ive barrier
(i.e. gel, magma, etc.) or flooding compound betwee n the
outside jacket and first shield. Each underground ¢ onnection
shall be accessible in a manhole, recessed ground | evel
junction box, above ground pedestal, etc., and shal | be
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provided with appropriate waterproof connectors to
cable being installed. Once the System has been tes
found to meet the System performance standards and
VA, the Contractor shall provide waterproof shrink
approved mastic to fully encompass each wire or cab
connection and overlay at least 150 mm (6 inches) a
wire or cable jacket trim point.

2) When an under ground cable enters a building, it
routed directly to the closest TC that has been des
the building’s IMTC.

3) Warning tape shall be continuously placed 300 mm
above buried conduit, cable, etc.

E. Outlet Boxes, Back Boxes, and Faceplates:

1. Outlet Boxes: Signal, power, interface, connecti
and junction boxes shall be provided as required by
design, on-site inspection, and review of the contr

2. Back Boxes: Back boxes shall be provided as dire
required by the approved system design, on-site ins
review of the contract drawings.

3. Face Plates (or Cover Plates): Faceplates shall
type, stainless steel, anodized aluminum or UL appr
plastic construction and provided by the Contractor
identified system outlet location. Connectors and j
the faceplate shall be clearly and permanently mark

F. Bonding:

1. General: The Contractor shall ground all Contrac
Equipment and identified Government Furnished Equip
all shock hazards and to minimize, to the maximum e
all ground loops, common mode returns, noise pickup

2. Equipment: Equipment shall be bonded to the cabi
braid equivalent to at least #12 AWG. Self groundin
enclosures, racks or cabinets, that provide OEM cer

match the
ted and
accepted by
tubing or

le

bove each

shall be

ignated as

(12 inches)

on, distribution,

the system

act drawings.
cted by the OEM as

pection, and

be of a standard
oved cycolac
for each
acks appearing on
ed.

tor Installed
ment to eliminate
xtent possible,
, crosstalk, etc.
net bus with copper
g equipment
tified functional

ground connections through physical contact with in stalled
equipment, are acceptable alternates.
G. Labeling: Provide labeling in accordance with AN SI/EIA/TIA-606-A. All
lettering for voice and data circuits shall be sten ciled via
computer/printer. Handwritten labels are not accept able.
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1. Cable and Wires (Hereinafter referred to as “Cab le"): Cables shall

be labeled at both ends in accordance with ANSI/EIA ITIA-606-A.
Labels shall be permanent in contrasting colors. Ca bles shall be
identified according to the System “Record Wiring D iagrams”.

2. Equipment: System equipment shall be permanently labeled with

contrasting plastic laminate or bakelite material. System equipment
shall be labeled on the face of the unit correspond ing to its
source.

3. Conduit, Cable Duct, and/or Cable Tray: The Cont ractor shall label

all conduit, duct and tray, including utilized GFE, with permanent
marking devices or spray painted stenciling a minim um of 3 meters
(10 ft.) identifying it as the System. In addition, each enclosure

shall be labeled according to this standard.
H. Equipment Assembly:
1. Cabinets:

a. Each enclosure shall be wall mounted with standa rd knockout holes

for conduit connections or cable entrance; provide
ventilation of the equipment; have front and rear |
(except wall mounted cabinets that require only a f

door).

b. Rack mounted equipment shall be installed in the

for
ocking doors

ront locking

existing rack

with equipment normally requiring adjustment or obs ervation
mounted so operational adjustment(s) can be conveni ently made.
Heavy equipment shall be mounted with rack slides o r rails
allowing servicing from the front of the enclosure. Heavy

equipment shall not depend only upon front panel mo
for support. Equipment shall be provided with suffi
slack to permit servicing by removal of the install
from the front of the enclosure. A color matched bl
(spacer) of 44 mm (1.75 in.) high, shall be install
each piece of equipment (active or passive) to insu

unting screws
cient cable
ed equipment
ank panel

ed between

re adequate

air circulation. The enclosure shall be designed fo r efficient
equipment cooling and air ventilation.

c. Enclosures shall be installed plumb and square. Each shall be
permanently attached to the building structure and held firmly in
place. Fifteen inches of front vertical space openi ng shall be

provided for additional equipment.
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d. Signal connector and patch panels shall be conne
outputs from each source, device or system componen

the panel at the top row of jacks, beginning left t

viewed from the front, which will be called "inputs

connection to a load, device or system component sh
panel at the bottom row of jacks, beginning left to
viewed from the front, which will be called "output

1) Equipment located indoors shall be installed in
enclosures with hinged doors to allow access for ma
without causing interference to other nearby equipm

2) Cables shall enter the equipment racks or enclos
manner that allows all doors or access panels to op
close without disturbing or damaging the cables.

3) All distribution hardware shall be securely moun
manner that allows access to the connections for te
provides sufficient room for the doors or access pa
open and close without disturbing the cables.

3.2 TESTS
A. Interim Inspection:

1. This inspection shall verify that the equipment
the installation requirements of this document. The
inspection will be conducted by a factory-certified
and witnessed by a Government Representative. Each
equipment shall be checked to insure appropriate UL
markings. This inspection shall verify cabling term
telecommunications rooms adhere to color code for T
assignments and cabling connections are in complian
ANSI/EIA/TIA standards. Visually confirm marking of
faceplates, outlet/connectors and patch cords.

2. Perform fiber optical field inspection tests via
measurements on factory reels and provide results a
manufacturer certification for factory reel tests.
cable reels from project site upon attenuation test

3. The Contractor shall notify the RE, in writing,
date the Contractor expects to be ready for the int
at least 20 working days before the requested inspe

4. Results of the interim inspection shall be provi
PM. If major or multiple deficiencies are discovere
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interim inspection may be required before permittin g the Contractor
to continue with the system installation.

5. The RE and/or the PM shall determine if an addition al inspection is
required, or if the Contractor will be allowed to p roceed with the
installation. In either case, re-inspection of the deficiencies
noted during the interim inspection(s), will be par t of the proof of
performance test. The interim inspection shall not affect the
Systems’ completion date. The Contracting Officer s hall ensure all
test documents will become a part of the Systems re cord

documentation.
B. Pretesting:
1. Upon completing the installation of the System, the Contractor shall
align and balance the system. The Contractor shall pretest the
entire system.

2. Pretesting Procedure:

a. During the system pretest, the Contractor shall verify (utilizing
the approved spectrum analyzer and test equipment) that the
System is fully operational and meets all the syste m performance

requirements of this standard.

b. The Contractor shall pretest and verify that all System functions
and specification requirements are met and operatio nal, no
unwanted aural effects, such as signal distortion, noise pulses,

glitches, audio hum, poling noise, etc. are present

3. The Contractor shall provide four (4) copies of the recorded system
pretest measurements and the written certification that the System
is ready for the formal acceptance test shall be su bmitted to the
RE.
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C. Acceptance Test: After the System has been prete
has submitted the pretest results and certification
Contractor shall schedule an acceptance test date a
days written notice prior to the date the acceptanc
to begin. The System shall be tested in the presenc
Representative and an OEM certified representative.
tested utilizing the approved test equipment to cer
performance and Life Safety compliance. The test sh
total System meets the requirements of this specifi
notification of the acceptance test shall include t
(in time) of the test.

D. Verification Tests:
1. Multimode Fiber Optic Cable: Perform end-to-end

VA Project Number 568-13-113

sted and the Contractor
to the RE, then the
nd give the RE 30
e test is expected
e of a Government
The System shall be
tify proof of
all verify that the
cation. The

he expected length

attenuation tests in

accordance with ANSI/EIA/TIA-568-B.3 and ANSI/EIA/T IA-526-14A using

Method A, Optical Power Meter and Light Source. Per
acceptance test.

E. Total System Acceptance Test: The Contractor sha
tests for multimode fiber optic cabling system(s) a

3.3 TRAINING

A. Furnish the services of a factory-trained engine
instruct designated Facility IRM personnel. Instruc
Cross connection, corrective, and preventive mainte
and equipment.

B. Before the System can be accepted by the VA, thi
accomplished. Training will be scheduled at the con
Facilities Contracting Officer and Chief of Enginee

3.4 INSTALLATION IN MANHOLES

A. Install and support cables in manholes on the st
porcelain or equal insulators. Train the cables aro
walls, but do not bend to a radius less than six ti
cable diameter. Provide 20’ service loop in manhol
building served by fiber optic cable.

3.5 GUARANTEE PERIOD OF SERVICE

A. Contractor’s Responsibilities:

1. The Contractor shall guarantee that all installe
equipment will be free from defects, workmanship, a
for a period of one year from date of final accepta
by the VA. The Contractor shall provide OEM’s equip
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documents, to the RE (or Facility Contracting Offic
Facility has taken procession of the building(s)),
each item of equipment installed conforms to OEM pu
specifications.
2. The Contractor's maintenance personnel shall hav
contact the Contractor and OEM for emergency mainte
logistic assistance, remote diagnostic testing, and
resolving technical problems at any time. The Contr
shall provide this contact capability at no additio
VA.
3. All Contractor installation, maintenance, and su
shall be fully qualified by the OEM and must provid
of current and qualified OEM training certificates
certification upon request.
4. Additionally, the Contractor shall accomplish th
requirements during the one year guarantee period:
a. Response Time:
1) The RE (or facility Contracting Officer if the f
taken possession of the building[s]) are the Contra
reporting and contact officials for the System trou
during the guarantee period.
2) A standard workweek is considered 8:00 A.M. to 5
Monday through Friday exclusive of Federal Holidays
3) The Contractor shall respond and correct on-site
calls, during the standard work week to:
a) A routine trouble call within one working days o
report. A routine trouble is considered a trouble w
causes a system outlet, station, or patch cord to b
inoperable.
b) An emergency trouble call within 6 hours of its

emergency trouble is considered a trouble which cau

subsystem or distribution point to be inoperable at
anytime. Additionally, the loss of a minimum of 50
or system lines shall be deemed as this type of a t
call.
4) The Contractor shall respond on-site to a catast
call within 4 hours of its report. A catastrophic t

is considered total system failure.
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a) If a system failure cannot be corrected within f
(exclusive of the standard work time limits), the
Contractor shall be responsible for providing alter
system CSS or TCO equipment, or cables. The alterna
equipment and/or cables shall be operational within
hours after the four hour trouble shooting time.

b) Routine or emergency trouble calls in critical e
health care facilities (i.e., cardiac arrest, inten
care units, etc.) shall also be deemed as a catastr
trouble call if so determined by the RE or Facility
Director. The RE or Facility Contracting Officer sh
notify the Contractor of this type of trouble call

direction of the Facilities Director.

b. Required on-site visits during the one year guar

1) The Contractor shall visit, on-site, for a minim

hours, once every 12 weeks, during the guarantee pe

perform system preventive maintenance, equipment cl

operational adjustments to maintain the System acco
descriptions identified in this SPEC.

a) The Contractor shall arrange all Facility visits
RE or Facility Contracting Officer prior to perform
required maintenance visits.

b) The Contractor in accordance with the OEM'’s reco
practice and service intervals shall perform preven
maintenance during a non-busy time agreed to by the
Facility Contracting Officer and the Contractor.

c) The preventive maintenance schedule, functions a
shall be provided to and approved by the RE or Faci

Contracting Officer.

2) The Contractor shall provide the RE or Facility

Officer a type written report itemizing each defici
and the corrective action performed during each req
or official reported trouble call. The Contractor s
provide the RE with sample copies of these reports
and approval at the beginning of the Total System A
Test. The following reports are the minimum require
a) Monthly Report: The Contractor shall provide a m

summary all equipment and sub-systems serviced duri
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guarantee period to RE or Facilities Contracting Of ficer by
the fifth working day after the end of each month. The
report shall clearly and concisely describe the ser vices
rendered, parts replaced and repairs performed. The report
shall prescribe anticipated future needs of the equ ipment
and Systems for preventive and predictive maintenan ce.

b) Contractor Log: The Contractor shall maintain a separate
log entry for each item of equipment and each sub-s ystem of

the System. The log shall list dates and times of a I

scheduled, routine, and emergency calls. Each emerg ency
call shall be described with details of the nature and
causes of emergency steps taken to rectify the situ ation
and specific recommendations to avoid such conditio nsin
the future.
3) The RE or Facility Contracting Officer shall pro vide the
Facility Engineering Officer, two (2) copies of act ual reports

for evaluation.

a) The RE or Facility Contracting Officer shall ens ure copies
of these reports are entered into the System’s offi cial
acquisition documents.

b) The Facilities Chief Engineer shall ensure copie s of these
reports are entered into the System'’s official tech nical

as-installed documents.

B. Work Not Included: Maintenance and repair service s hall not include the
performance of any work due to improper use, accide nts, other vendor,
contractor, owner tampering or negligence, for whic h the Contractor is
not directly responsible and does not control. The Contractor shall
immediately notify the RE or Facility Contracting O fficer in writing
upon the discovery of these incidents. The RE or Fa cility Contracting
Officer will investigate all reported incidents and render findings

concerning any Contractor’s responsibility.
---END---
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SECTION 31 20 00
EARTH MOVING

PART 1 - GENERAL
1.1 DESCRIPTION OF WORK:

A. This section specifies the requirements for furn
materials, labor, tools, and techniques for earthwo
limited to, the following:

1. Site preparation.
2 Excavation.
3. Filling and backfilling.
5 Soil Disposal.
6 Dust Control
7. Clean Up.
DEFINITIONS:
A. Unsuitable Materials:

1. Fills: Topsoil; frozen materials; construction m
materials subject to decomposition; clods of clay a
larger than 75 mm (3 inches); organic material, inc
which are unstable; and inorganic materials, includ
wet to be stable and any material with a liquid lim
plasticity index exceeding 40 and 15 respectively.
soils also include satisfactory soils not maintaine

percent of optimum moisture content at time of comp

defined by ASTM D 1557.

2. Existing Subgrade: Same materials as 1.2.A.1, th
of direct support of slabs, pavement, and similar i

possible exception of improvement by compaction, pr

similar methods.
B. Trench Earthwork: Trenchwork required for utilit

C. Degree of compaction: Degree of compaction is ex
of maximum density obtained by laboratory test proc
percentage of maximum density is obtained through u
from results of field test procedures presented in

D. Backfill: Soil materials or controlled low stren
fill an excavation.

E. Unauthorized excavation: Removal of materials be
elevations or indicated lines and dimensions withou
authorization by the Resident Engineer. No payment
unauthorized excavation or remedial work required t
unauthorized excavation.

F. Authorized additional excavation: Removal of add
authorized by the Resident Engineer based on the de
soils testing agency that unsuitable bearing materi

312000-1
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at required sub-grade elevations. Removal of unsuit able material and its
replacement as directed will be paid on basis of Co nditions of the
Contract relative to changes in work.

G. Subgrade: The undisturbed earth or the compacted soil layer immediately
below granular base course or topsoil materials.

H. Structure: Buildings, foundations, slabs, tanks, curbs, mechanical and
electrical appurtenances, or other man-made station ary features
constructed above or below the ground surface.

I. Borrow: Satisfactory soil imported from off-site for use as fill or
backfill.

J. Bedding course: Layer placed above excavated sub grade in a trench and
surrounding conduits in accordance with plan detalil S.

K. Base Course: Layer placed between the sub-grade and concrete paving.

L. Utilities include on-site underground pipes, con duits, ducts, and cables
as well as underground services within buildings.

M. Debris: Debris includes all materials located wi thin the designated work
area not covered in the other definitions and shall include but not be
limited to items like vehicles, equipment, applianc es, building
materials or remains thereof, tires, any solid or | iquid chemicals or
products stored or found in containers or spilled o n the ground.

N. Contaminated soils: Soil that contains contami nates as defined and

determined by the Resident Engineer.
1.3 RELATED WORK:

A.Protection of existing utilities, fire protecti on services, existing
equipment, roads, and pavements: Section 01 00 00, GENERAL REQUIREMENTS.
B. Base Course under concrete paving and sidewalk . The South Dakota
Department of Transportation, “Standard Specificati ons for Roads and

Bridges”, 2004 Edition.
1.4 CLASSIFICATION OF EXCAVATION:

A. Unclassified Excavation: Removal and disposal of pavements and other
man-made obstructions visible on surface; utilities , and other items
including underground structures indicated to be de molished and removed;
together with any type of soil materials regardless of character of

material and obstructions encountered.
1.5 SUBMITTALS:
A. Furnish to Resident Engineer:

1. Contactor shall furnish resumes with all personn el involved in the
project including Project Manager, Superintendent, and on-site
Engineer. Project Manager and Superintendent shoul d have at least
3 years of experience on projects of similar size.

2. Soil samples.

a. Classification in accordance with ASTM D2487 for each on-
site or borrow soil material proposed for fill, bac kfill,
engineered fill, or structural fill.

b. Laboratory compaction curve in accordance with A STM D 1557
AASHTO for each on site or borrow soil material pro posed for

fill, backfill, engineered fill, or structural fill
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1.6 APPLICABLE PUBLICATIONS:

A. Publications listed below form a part of this sp
referenced. Publications are referenced in text by
only.

B. American Society for Testing and Materials (ASTM
D1557-02e1l.............. Standard Test Methods for L

ecification to extent
basic designation

):

aboratory Compaction

Characteristics of Soil Using Modified Effort

(56,000 ft-Ibf/ft
D2487-06................ Standard Classification of

3 (2700 kKN m/m  3))

Soil for Engineering

Purposes (Unified Soil Classification System)

D2922-05................ Standard Test Methods for D

ensity of Soil and

Soil-Aggregate in Place by Nuclear Methods

(Shallow Depth)

C. The South Dakota Department of Transportation
Specifications

for Roads and Bridges”, 2004 Edition
PART 2 - PRODUCTS
2.1 MATERIALS:

A. General: Provide borrow soil material when suf
materials are not available from excavations.

B. Fills: Material in compliance with ASTM D2487 So
GW, GP, GM, SW, SP, SM, SC, and ML, or any combinat
free of rock or gravel larger than 75 mm (3 inches)
debris, waste, frozen materials, vegetation, and ot
matter. Material approved from on site or off site
minimum dry density of 1760 kg/m3 (110 pcf), a maxi
of 15, and a maximum Liquid Limit of 40.

C. Bedding: Sand, ASTM C 33 fine aggregate.
Granular Fill:

©

1. Base Course under asphalt pavement, concrete pav
curb & gutter if necessar: Base Course shall be in
with Section 882 of the South Dakota Department of
“Standard Specifications for Roads and Bridges”, 20

PART 3 - EXECUTION
3.1 SITE PREPARATION:

A. Clearing: Clear within limits of earthwork opera
may include removal of trees, shrubs, incidental st
debris, trash, and other obstructions. Remove mater
Center.

B. Grubbing: Remove stumps and roots 75 mm (3 inch)
Undisturbed sound stumps, roots up to 75 mm (3 inch
nonperishable solid objects a minimum of 900 mm (3
or finished embankment may be left.

C. Trees and Shrubs: Trees and shrubs, not shown fo
removed from areas within 1200 mm (4 feet) of new u
removal is approved in advance by Resident Engineer
from Medical Center. Box, and otherwise protect fr
trees and shrubs which are not to be removed in con
Immediately repair damage to existing trees and shr
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cleaning and painting damaged areas, including root
standard industry horticultural practice for the ge
plant species. Do not store building materials clos
shrubs that are to remain, than farthest extension

D. Stripping Topsoil: Strip topsoil from within lim

operations as specified. Topsoil shall be a fertile
topsoil of loamy character and characteristic of lo
be capable of growing healthy horticultural crops o
topsoil and protect as directed by Resident Enginee
materials, such as weeds, roots, stones, subsaoll, f
similar foreign materials larger than 0.014 m3 (1/2
volume, from soil as it is stockpiled. Retain topso
foreign materials larger than 50 mm (2 inches) in a
topsoil used in final grading. Topsoil work, such a
stockpiling, and similar topsoil work shall not, un
circumstances, be carried out when soil is wet so t
of the soil will be destroyed.

Concrete or Asphalt Slabs and Paving: Score deep

a neat, straight cut, sections of existing concrete
gutters, and paving to be removed where excavation
Extend pavement section to be removed a minimum of
each side of widest part of trench excavation and i
lines are approximately parallel unless otherwise i
material from Medical Center.

Lines and Grades: Finish grades shall conform to

grades prior to construction.

Disposal: All materials removed from the propert

at a legally approved site, for the specific materi
shall be in accordance with all applicable Federal,
regulations. No burning of materials is permitted o

EXCAVATION:
Shoring, Sheeting and Bracing: Shore, brace, or

repose or to an angle considered acceptable by the
banks of excavations to protect workmen, banks, adj
structures, and utilities.

1. Design of the temporary support of excavation sy
responsibility of the Contractor.

Excavation Drainage: Operate pumping equipment, and
materials, means and equipment as required to keep
water and subgrade dry, firm, and undisturbed until
permanent work has been received from Resident Engi
Resident Engineer is also required before placement
work on all subgrades.

C. Subgrade Protection: Protect subgrades from soft

washout, or damage by rain or water accumulation.
runoff from excavated areas and not allow water to
excavations. Do not use excavated trenches as temp
ditches. When subgrade for paving has been disturb
disturbed material to firm undisturbed material aft
under control. Replace disturbed subgrade in trench
material approved by the Resident Engineer.
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D. Trench Earthwork:

2. Electrical trenches:

a. Trench in accordance with plan details.

b. Bed electrical lines in accordance with plan det ails.

C. Place and compact as specified remainder of back fill using
acceptable excavated materials. Do not use unsuitab le
materials.

d. Use bedding material for bedding where rock or r ocky

materials are overexcavated.
3.3 FILLING AND BACKFILLING:

A. General: Do not fill or backfill until all debri s, water, unsatisfactory
soil materials, obstructions, and deleterious mater ials have been
removed from excavation. For fill and backfill, use excavated materials
and borrow meeting the criteria specified herein, a s applicable. Borrow
will be supplied at no additional cost to the Gover nment. Do not use
unsuitable excavated materials.

B. Placing: Place materials in horizontal layers no t exceeding 200 mm (8
inches) in loose depth for material compacted by he avy compaction
equipment, and not more than 100 mm (4 inches) in | oose depth for
material compacted by hand-operated tampers and the n compacted. Place
no material on surfaces that are muddy, frozen, or contain frost.

C. Compaction: Compact with approved tamping roller s, sheepsfoot rollers,
pneumatic tired rollers, steel wheeled rollers, vib rator compactors, or
other approved equipment (hand or mechanized) well suited to soil being
compacted. Do not operate mechanized vibratory comp action equipment
within 3000 mm (10 feet) of new or existing buildin g walls without prior
approval of Resident Engineer. Moisten or aerate ma terial as necessary
to provide moisture content that will readily facil itate obtaining
specified compaction with equipment used. Compact s oil to not less than
the following percentages of maximum dry density, a ccording to ASTM D698

or ASTM D1557 as specified below:
1. Natural Ground (Cut or Existing)

a. Curbs and gutters, sidewalks,and pavements: AST M D1557, 95
percent.
b. Base course under curbs and gutters and pavemen ts: ASTM

D1557, 95 percent.
C. Landscape and lawn areas: ASTM D1557, 90 percent

3.4 GRADING:

A. General: Uniformly grade the areas within the |i mits of this section,
including adjacent transition areas. Smooth the fin ished surface within
specified tolerance. Provide uniform levels or slop es between points
where elevations are indicated, or between such poi nts and existing
finished grades. Provide a smooth transition betwee n abrupt changes in
slope.

B. Place base course under concrete curb and gutter , concrete sidewalk and
asphalt pavement, compacted, and leveled. Thickness of base course shall

be 100 mm (4 inches) unless otherwise shown.
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C. Finish subgrade in a condition acceptable to Res ident Engineer at least
one day in advance of paving operations. Maintain f inished subgrade in a
smooth and compacted condition until succeeding ope ration has been
accomplished. Scarify, compact, and grade subgrade prior to further
construction when approved compacted subgrade is di sturbed by
Contractor's subsequent operations or adverse weath er.

D. Grading for Paved Areas: Provide final grades fo r both subgrade and base

course to +/- 6 mm (0.25 inches) of existing grades

3.5 DISPOSAL OF UNSUITABLE AND EXCESS EXCAVATED MAT ERIAL:

A. Disposal: Remove surplus satisfactory soil and w aste material, including
unsatisfactory soil, trash, and debris, and legally dispose of it off
Medical Center property.

B. Remove from site and dispose of any excess excav ated materials after all
fill and backfill operations have been completed.

3.6 DUST CONTROL:

A. The Contractor shall employ appropriate measures to control dust caused
by earth moving activities. This may include, but is not limited to,
application of water to disturbed grades, covering of stockpiles, or

temporary soil stabilization practices.
3.7 CLEAN UP:

A. Upon completion of earthwork operations, clean a reas within contract
limits, remove tools, and equipment. Provide site ¢ lear, clean, free of
debris, and suitable for subsequent construction op erations. Remove all
debris, rubbish, and excess material from Medical C enter Property.

- --END OF SECTION - - -
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SECTION 32 05 23
CEMENT AND CONCRETE FOR EXTERIOR IMPROVEMENTS

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section shall cover site work concrete cons tructed upon the
prepared subgrade and in conformance with the lines , grades, thickness,
and cross sections shown. Construction shall includ e the following:

B. Combination curb and gutter.
C. Vehicular Pavement.

1.2 RELATED WORK

A. Laboratory and Field Testing Requirements: Secti on 01 45 29, TESTING
LABORATORY SERVICES.

B. Subgrade Preparation: Section 31 20 00, EARTH MO VING.

C. Concrete Materials, Quality, Mixing, Design and Other Requirements:

Section 03 30 00, CAST-IN-PLACE-CONCRETE.
D. 1.3 DESIGN REQUIREMENTS

Design all elements with the latest published vers ion of applicable
codes.
1.3 WEATHER LIMITATIONS
Placement of concrete shall be as specified under Article 3.8, COLD
WEATHER and Article 3.7, HOT WEATHER of Section 03 30 00, CAST-IN-PLACE
CONCRETE.
1.4 SUBMITTALS
A. In accordance with Section 01 33 23, SHOP DRAWIN GS, PRODUCT DATA, AND
SAMPLES, furnish the following:
B. Manufacturers' Certificates and Data certifying that the following

materials conform to the requirements specified.
1. Expansion joint filler
2. Hot poured sealing compound
3. Reinforcement
4. Curing materials
C. Data and Test Reports:
1. Concrete Job-mix formula.

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of thi s specification to the
extent referenced. The publications are referenced in the text by the
basic designation only. Refer to the latest edition of all referenced

Standards and codes.
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B. American Society for Testing and Materials (ASTM ):
C94/C94M-09............. Ready-Mixed Concrete
C143/C143M-09........... Slump of Hydraulic Cement C oncrete

PART 2 - PRODUCTS
2.1 GENERAL

Concrete shall be Type C, air-entrained as specifi ed in Section 03 30
53, MISCELLANEOUS CAST-IN-PLACE CONCRETE, with the following exceptions:

TYPE MAXIMUM SLUMP*

Curb & Gutter 75 mm (3")

Vehicular Pavement 50 mm (2") (Machine Finished)
100 mm (4") (Hand Finished)

* For concrete to be vibrated: Slump as determined by ASTM C143.
Tolerances as established by ASTM C94.

2.2 REINFORCEMENT

A. Dowels shall be plain steel bars conforming to A ASHTO M31. Tie bars

shall be deformed steel bars conforming to AASHTO M 31.
2.3 FORMS

A. Use metal or wood forms that are straight and su itable in cross-section,
depth, and strength to resist springing during depo siting and
consolidating the concrete, for the work involved.

B. Do not use forms if they vary from a straight li ne more than 3 mm (1/8
inch) in any 3000 mm (ten foot) long section, in ei ther a horizontal or
vertical direction.

C. Wood forms should be at least 50 mm (2 inches) t hick (nominal). Wood
forms shall also be free from warp, twist, loose kn ots, splits, or other
defects. Use approved flexible or curved forms for forming radii.

2.4 CONCRETE CURING MATERIALS

A. Concrete curing materials shall conform to one o f the following:

1. Burlap conforming to AASHTO M182 having a weight of 233 grams (seven

ounces) or more per square meter (yard) when dry.
2. Impervious Sheeting conforming to AASHTO M171.
3. Liquid Membrane Curing Compound conforming to AA SHTO M148 (ASTM
C309), Type 2 and shall be free of paraffin or petr oleum.
2.5 EXPANSION JOINT FILLERS

Material shall conform to AASHTO M213.
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PART 3 - EXECUTION
3.1 SUBGRADE PENETRATION
A. Prepare, construct, and finish the subgrade as s

20 00, EARTH MOVING.

B. Maintain the subgrade in a smooth, compacted con

with the required section and established grade unt

operation has been accomplished.

3.2 SETTING FORMS
A. Base Support:

1. Compact the base material under the forms true t
set, they will be uniformly supported for their ent
grade as shown.

2. Correct imperfections or variations in the base
cutting or filling and compacting.

B. Form Setting:

1. Set forms sufficiently in advance of the placing
permit the performance and approval of all operatio
and adjacent to the form lines.

2. Set forms to true line and grade and use stakes,
and braces to hold them rigidly in place so that th
are free from play or movement in any direction.

3. Forms shall conform to line and grade with an al
3 mm (1/8 inch) when checked with a straightedge an
deviate from true line by more than 6 mm (1/4 inch)

4. Do not remove forms until removal will not resul
or at such time to facilitate finishing.

5. Clean and oil forms each time they are used.

6. Make necessary corrections to forms immediately
concrete.

7. When any form has been disturbed or any subgrade
become unstable, reset and recheck the form before

3.3 EQUIPMENT
A. The Resident Engineer shall approve equipment an
handling materials and performing all parts of the
commencement of work.
B. Maintain equipment and tools in satisfactory wor
times.
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3.4 PLACING REINFORCEMENT

A. Reinforcement shall be free from dirt, oil, rust
substances that prevent the bonding of the concrete
reinforcement.

3.5 PLACING CONCRETE - GENERAL

A. Obtain approval of the Resident Engineer before

B. Remove debris and other foreign material from be
placing concrete. Obtain approval of the Resident E
placing concrete.

C. Before the concrete is placed, uniformly moisten
subbase appropriately, avoiding puddles of water.

D. Convey concrete from mixer to final place of dep
will prevent segregation or loss of ingredients. De
that it requires as little handling as possible.

E. While being placed, spade or vibrate and compact
suitable tools to prevent the formation of voids or
Vibrate concrete well against forms and along joint
manipulation causing segregation will not be permit
continuously between joints without bulkheads.

F. Install a construction joint whenever the placin
suspended for more than 30 minutes and at the end o

G. Workmen or construction equipment coated with fo
be permitted to walk or operate in the concrete dur
finishing operations.

3.6 PLACING CONCRETE FOR CURB AND GUTTER

A. Place concrete in the forms in one layer of such
compacted and finished, it will conform to the cros
the adjacent existing curb and gutter.

B. Deposit concrete as near to joints as possible w
but do not dump onto a joint assembly.

C. After the concrete has been placed in the forms,
by the side forms to bring the surface to the prope
compacted.

D. Consolidate the concrete thoroughly by tamping a
approved mechanical finishing equipment.

E. Finish the surface to grade with a wood or metal

F. All Concrete pavements shall be constructed with
drain properly.
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3.7 PLACING CONCRETE FOR VEHICULAR PAVEMENT
A. Deposit concrete into the forms as close as poss
position.
B. Place concrete rapidly and continuously between
C. Strike off concrete and thoroughly consolidate b
vibrating screed, or by hand-finishing.
D. Finish the surface to the elevation and crown as
E. Deposit concrete as near the joints as possible
but do not dump onto a joint assembly. Do not place
without approval by the Resident Engineer.
3.8 CONCRETE FINISHING - GENERAL
A. The sequence of operations, unless otherwise ind
follows:
1. Consolidating, floating, straight-edging, trowel
edging of joints.
2. Maintain finishing equipment and tools in a clea
condition.
3.9 CONCRETE FINISHING CURB AND GUTTER
A. Round the edges of the gutter and top of the cur
a radius of 6mm (1/4 inch) or as otherwise detailed
B. Float the surfaces and finish with a smooth wood
true to grade and section and uniform in textures.
C. Finish the surfaces, while still wet, with a bri
longitudinal strokes.
D. Immediately after removing the front curb form,
with a wood or concrete rubbing block and water unt
marks, and tool marks have been removed. Brush the
wet, in the same manner as the gutter and curb top.
E. Except at grade changes or curves, finished surf
than 3 mm (1/8 inch) for gutter and 6 mm (1/4 inch)
curb, when tested with a 3000 mm (10 foot) straight
F. Remove and reconstruct irregularities exceeding
length between regularly scheduled joints.
G. Correct any depressions which will not drain.
H. Visible surfaces and edges of finished curb and
blemishes, form marks, and tool marks, and shall be
shape, and appearance.
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3.10 CONCRETE FINISHING FOR VEHICULAR PAVEMENT

A. Accomplish longitudinal floating with a longitud
3000 mm (10 feet) long and 150 mm (6 inches) wide,
prevent flexing and warping. Operate the float from
sawing motion parallel to the direction in which th
laid from one side of the pavement to the other, an
than half the length of the float.

B. After the longitudinal floating is completed, bu
still plastic, eliminate minor irregularities in th
by means of metal floats, 1500 mm (5 feet) in lengt
3000 mm (10 feet) in length. Make the final finish
straightedges, which shall be used to float the ent

C. Test the surface for trueness with a 3000 mm (10
in successive positions parallel and at right angle
which the pavement is being laid and the entire are
necessary to detect variations. Advance the straigh
pavement in successive stages of not more than one
the straightedge. Correct all irregularities and re

D. The finished surface of the pavement shall not v
inch) in both longitudinal and transverse direction
3000 mm (10 foot) straightedge.

E. The thickness of the pavement shall not vary mor

F. When most of the water glaze or sheen has disapp
concrete becomes nonplastic, give the surface of th
finish with an approved fiber broom not less than 4
wide. Pull the broom gently over the surface of the
to edge. Brooming shall be transverse to the line o
executed that the corrugations thus produced will b
character and width, and not more than 3 mm (1/8 in
Carefully finish the edge of the pavement along for
with an edging tool. The brooming shall eliminate t
by the surface face of the edger.

G. The finish surfaces of new and existing abutting
coincide at their juncture.

3.11 JOINTS - GENERAL

A. Place joints, where shown, conforming to the det
perpendicular to the finished grade of the concrete

B. Joints shall be straight and continuous from edg
pavement.
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3.12 CONTRACTION JOINTS

A. Cut joints to depth as shown with a grooving too
as shown or by sawing with a blade producing the re
depth.

B. Finish edges of all joints with an edging tool h
shown.

3.13 CONSTRUCTION JOINTS

A. Locate longitudinal and transverse construction
vehicular pavement as shown. Locate dowelled constr
edge of pavements and curbs and gutters.

B. Place transverse construction joints where new c
existing concrete. Use butt type construction join
inch) diameter x 450 mm (18 inch) smooth dowels tha
epoxy set 150 mm (6 inches) into the existing pavem
of the dowel in the new concrete to prevent bonding

3.14 FORM REMOVAL

A. Forms shall remain in place at least 12 hours af
been placed. Remove forms without injuring the conc

B. Do not use bars or heavy tools against the concr
forms. Promptly repair any concrete found defective

3.15 CURING OF CONCRETE

A. Cure concrete by one of the following methods ap
conditions and local construction practices, agains
and rapid temperature changes for at least seven da
of the curing operation. Protect unhardened concret
flowing water. All equipment needed for adequate cu
of the concrete shall be on hand and ready to insta
concrete placement begins. Provide protection as ne
cracking of the pavement due to temperature changes
period. If any selected method of curing does not a
curing and protection against concrete cracking, re
damaged pavement and employ another method of curin
Resident Engineer.

B. Burlap Mat: Provide a minimum of two layers kept
for the curing period. Mats shall overlap each othe
inches).
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C. Impervious Sheeting: Use waterproof paper, polye

or polyethylene sheeting. Polyethylene shall be at

in thickness. Wet the entire exposed concrete surfa

of water and then cover with the sheeting material.

each other at least 300 mm (12 inches). Securely an

D. Liquid Membrane Curing:

1. Apply pigmented membrane-forming curing compound
right angles to each other at a rate of 5 m
gallon) for both coats.

2. Do not allow the concrete to dry before the appl
membrane.

3. Cure joints designated to be sealed by inserting
fiber rope or covering with waterproof paper prior
the curing compound, in a manner to prevent the cur
entering the joint.

4. Immediately re-spray any area covered with curin
damaged during the curing period.

3.16 CLEANING
A. After completion of the curing period:

1. Remove the curing material (other than liquid me

2. Sweep the concrete clean.

3. After removal of all foreign matter from the joi
herein specified.

4. Clean the entire concrete of all debris and cons
soon as curing and sealing of joints has been compl

3.17 PROTECTION
The contractor shall protect the concrete against

final acceptance by the Government. Remove concrete

cracking, fractures, spalling, or other defects and

entire section between regularly scheduled joints,

Resident Engineer, and at no additional cost to the

traffic from vehicular pavement until the concrete

days old, or for a longer period of time if so dire

Engineer.

3.18 FINAL CLEAN-UP
Remove all debris, rubbish and excess material fro
---END---
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SECTION 32 12 16
ASPHALT PAVING

PART 1 - GENERAL

1.1 DESCRIPTION
This work shall cover the composition, mixing, con
prepared subgrade, and the protection of hot asphal

The hot asphalt concrete pavement shall consist of

course and asphalt surface course constructed in co

lines, grades, thickness, and cross sections as sho

be constructed to the depth, section, or elevation

drawings and shall be rolled, finished, and approve

placement of the next course.
1.2 RELATED WORK
A. Laboratory and field testing requirements: Secti

LABORATORY SERVICES.

B. Subgrade Preparation and Base Course materials a

31 20 00, EARTH MOVING.

C. Pavement Markings: Section 32 17 23, PAVEMENT MA
1.3 INSPECTION OF PLANT AND EQUIPMENT
The Resident Engineer shall have access at all tim
material producing plants for checking the mixing o
materials and the adequacy of the equipment in use.
1.4 SUBMITTALS
A. In accordance with Section 01 33 23, SHOP DRAWIN
SAMPLES, furnish the following:
B. Data and Test Reports:

1. Aggregate Base Course: Sources, gradation, liqui
index, percentage of wear, and other tests required
Department.

2. Asphalt Surface Course: Aggregate source, gradat
percentage of wear, and other tests required by Sta
Department.

3. Job-mix formula.

C. Certifications:

1. Asphalt prime and tack coat material certificate
State Highway Department requirements.

2. Asphalt cement certificate of conformance to Sta
requirements.

3. Job-mix certification - Submit plant mix certifi
equals or exceeds the State Highway Specification.
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D. One copy of State Highway Department Specificati ons.
PART 2 - PRODUCTS
2.1 GENERAL
A. Asphaltic base course and asphaltic concrete sur face course materials
shall conform to the requirements of the following and other appropriate
sections of the latest version of the South Dakota Department of
Transportation, “Standard Specifications for Roads and Bridges”,
including amendments, addenda and errata. Where the term "Engineer" or
"Commission" is referenced in the State Highway Spe cifications, it shall
mean the VA Resident Engineer or VA Contracting Off icer.
2.2 AGGREGATES
A. Provide aggregates consisting of crushed stone, gravel, sand, or other
sound, durable mineral materials processed and blen ded, and naturally
combined.

B. Asphaltic concrete base course:
1. Maximum particle size not to exceed 25.4mm(1").

2. Where conflicts arise between this specification and the requirements
in the latest version of the State Highway Specific ations, the State
Specifications shall control.

C. Aggregates for asphaltic concrete surface course : Provide a mixture of
sand, mineral aggregate, and liquid asphalt mixed i n such proportions

that the percentage by weight will be within:

Sieve Sizes Percentage Passing
19mm(3/4") 100
9.5mm(3/8") 67 to 85
6.4mm(1/4") 50 to 65
2.4mm(No. 8 mesh) 37 to 50
600um(No. 30 mesh) 15t0 25
75um(No. 200 mesh) 3to8

plus PG 64-22 Performance Grade liquid asphalt.
2.3 ASPHALTS

A. Comply with provisions of Asphalt Institute Spec ification SS2:
1. Asphalt cement: Performance Grade PG 64-22 (AASH TO M320)
2. Prime coat: Cut-back type, grade MC-250
3. Tack coat: Uniformly emulsified, grade SS-1H
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PART 3 - EXECUTION
3.1 GENERAL
The Asphalt Concrete Paving equipment, weather lim
formula, mixing, construction methods, compaction,
and protection shall conform to the requirements of
sections of the State Highway Specifications for th
specified.
3.2 MIXING ASPHALTIC CONCRETE MATERIALS
A. Provide hot plant-mixed asphaltic concrete pavin
1. Temperature leaving the plant: 143 degrees C(290
160 degrees C(320 degrees F) maximum.
2. Temperature at time of placing: 138 degrees C(28
3.3 SUBGRADE
A. Shape to line and grade and compact with self-pr
B. All depressions that develop under rolling shall
acceptable material and the area re-rolled.
C. Soft areas shall be removed and filled with acce
area re-rolled.
D. Should the subgrade become rutted or displaced p
the subbase, it shall be reworked to bring to line
E. Proof-roll the subgrade with maximum 45 tonne (5
truck as directed by VA Resident Engineer or VA Con
pumping, pushing, or other movement is observed, re
provide a stable and compacted subgrade.
3.4 BASE COURSES
A. Base
1. Spread and compact to the thickness shown on the
2. Rolling shall begin at the sides and continue to
shall continue until there is no movement ahead of
3. After completion of the base rolling there shall
the base other than the delivery of material for th
B. Thickness tolerance: Provide the compacted thick
Drawings within a tolerance of minus 0.0mm (0.0") t
C. Smoothness tolerance: Provide the lines and grad
within a tolerance of 5mm in 3m (3/16 inch in ten f
D. Moisture content: Use only the amount of moistur
specified compaction.
3.5 PLACEMENT OF ASPHALTIC CONCRETE PAVING
A. Remove all loose materials from the compacted ba
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B. Apply the specified prime coat, and tack coat wh
to dry in accordance with the manufacturer’'s recomm

ere required, and allow
endations as approved

by the Architect or Engineer.
C. Receipt of asphaltic concrete materials:
1. Do not accept material unless it is covered with
unloaded, and unless the material has a temperature
130 degrees C(280 degrees F).
2. Do not commence placement of asphaltic concrete

atmospheric temperature is below 10 degrees C (50 d

during fog, rain, or other unsuitable conditions.
D. Spreading:
1. Spread material in a manner that requires the le
2. Where thickness of finished paving will be 76mm
in one layer.
E. Rolling:
1. After the material has been spread to the proper
the surface is hard, smooth, unyielding, and true t
and elevations shown own the drawings.
2. Rollin at least two directions until no roller
3. Finished paving smoothness tolerance:
a. No depressions which will retain standing water.
b. No deviation greater than 3mm in 1.8m (1/8" in s
3.6 PROTECTION
Protect the asphaltic concrete paved areas from tr
is set and cured and does not pick up under foot or
3.7 FINAL CLEAN-UP
Remove all debris, rubbish, and excess material fr
---END---
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